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The One Best Life at Eighty: Dr. Lillian M. 
Gilbreth and the Unceasing Quest 


by WILLIAM J. JAFFE 


ment Engines 


Avremptine to pay Lillian M 
Culbreth by merely listing her biographical data 
Oakland, California, May 24, 1878; B.Litt. (1900) and 
M.Litt. (1902), University of California; Ph.D. (1915}, 


Brown University, ete., ete —would at one and the same 


homage to Dr 


born: 


time be both exceedingly lengthy and woefully inade- 


quate. In the first place, almost everyone, from the movie- 
goer through the engineer, both here and abroad, knows 


about many of her 


accomplishments. They can recite 
many facts about the wonderfully rich life of all of her 
family, the work in motion study, the fight for the elimi- 
nation of fatigue, the contributions made to the work-a- 
day lives of the disabled and the cardiac, the applications 


of psychology and physiology, the analyses in the form 


of process charts and micromotion studies, the professor- 


ships at Purdue, the University of Wisconsin, and the 


Newark College of Engineering, the honorary member- 
ships and fellowships at the American Institute of Indus- 
trial 


Engineers, the Mechanical 


the American Management Association, the 


American Society of 
Engineers, 
American Home Economies Association, the Society for 
the Advancement of Management, the British Institute 
of Management, the Engineering Institute of Canada; 
the awards in the form of the Washington Award, the 
Gantt Medal, the Wallace Clark Award, the Award of 
the National Institute of Social Sciences, the Gilbreth 
Medal, the dozen or so honorary degrees, and the many 
more matters with which she has been concerned in her 
“Quest for the One Best Way 


few libraries, in even the smallest hamlet in the most 


” Furthermore, there are 


remote part of the world, that cannot boast at least a 
copy of her children’s books, the Spriegel and Myers 
collection of the Gilbreths’ writings, Yost’s biography of 
Quest 


would be im- 


her partnership, and maybe het 
of the One Best 


possible and she 


very own The 
Way. In addition it 
would be the first to say so—to 
write about her without referring to the partnership that 
began on a June day in 1903 in the Library of the City 
of Boston. But, most important, putting Dr. Gilbreth’s 
career—much less, her vibrant force and stream of move- 


ment—as a mere listing would be as meaningful as a 
newspaper photograph of a colorful and rhythmic ballet 
performance 


Perhaps it would be best to allow Dr. Gilbreth’s own 
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ing, Newark College of Engineering 


literary style set the scene: 


Montclair! Who can describe its beauties on a June morning 
with the pink flowers in full bloom; the lilacs just beginning 
to go; the lilies of the valley still beautiful; with the rhododen- 
drums just beginning to come out and the iris, purple and white; 
with the wisteria in its full glory; the lawns velvet carpets and the 
beautiful trees everywhere; with the summer sunshine pouring 
down and the Sunday quiet over everything? It is a dream of 


beauty 


If we may move the year to 1924, we would note that 
the Gilbreth family was in full swing of its customary 
planning. On June 13, one of the children would graduate 
from high school—to be followed by an ice cream party 
that evening and Class Day on the 14th. And, in less 
than one week, the two partners, Frank and Lillian, 
a party of engineers 
to present papers at the World Power Congress in Lon- 
don and the 


were to sail on the Seythia with 


International Management Congress in 
Prague. Of course, during this week, too, the children’s 
schools were to close for the summer, the children settled 
at Nantucket, and the many other matters settled. And 
so the telephone call eame—Major Gilbreth calling from 
a booth at the Lackawanna Station in Montelair—and 
Dr. Gilbreth answered. As she has written, 

Suddenly, on June 14, 1924, Frank went, not abroad, as he had 
planed, but “West,” as soldiers go 


But this brought to an end only the physical aspects of 
the partnership—the marriage with the “non-skid wed- 
ding ring,” the working association, the mutual love, 
understanding, and admiration. But The Quest went 
GB... 

The writers of the popular Cheaper by the Dozen 
remarked about “the change in Mother.” Decisions, which 
had first been made for her by her parents and then by 
her husband, were a thing of the past. Her fears “of fast 
driving, of airplanes, of walking alone at night” were 
gone. She was unafraid and could not be upset, “because 
the thing that mattered most had been upset.” 

On Major Gilbreth’s death, the Family Council, as 
always, met. Matters decisions 
reached. According to his wishes, his brain went to 


were discussed and 
Harvard, for, after all,.in his usual humorous but serious 
manner, he had written previously to Myrtell Canavan, 
the Boston brain specialist: “My hat is seven and three- 
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eighths, in case you want to get a jar ready.” But his 


request that his ashes be scattered near the house was 
denied, and Lillian Gilbreth, with the bravery and cour- 
age that are hers, was rowed out in a boat, and she her- 
self seattered her beloved husband’s ashes into the cur- 
rents of the waters surrounding New York. The children 
were to remain in school, and she was to “further Frank’s 
work.” She began by going abroad and reading the papers 
at London and Prague. 

A typical expression of her feelings, modesty, and 
ambitions, appears in a short note which she wrote from 
Nantucket on August 28, 1924, to Professor William 8§. 
Ayars, who, before coming to Columbia University and 
while on the faculty of the Nova Scotia Technical In- 
stitute, had attended the Gilbreths’ Summer School in 
Scientific Management at Providence in 1912: 

Thank you so much for your letter. It has just reached me, for 
I’m just back from two months abroad 

Your letter gives me new courage. I do so want to carry on all 


Frank’s works and plans. It helps me to know that you believe 
I can 


Her success is well known, but, in her plan for the 
future, it was her family that came first. In the biogra- 
phy of the partnership, Edna Yost alludes to a comment 
made by Dr. Gilbreth who had started, but could not 
finish, a biography of a well-known archeologist because 
of the demands he had made on his son: “What is it, 
in some people, that permits them to treat children as 
something they own?” The reaction of the Gilbreth chil- 
dren to her efforts is best expressed in the Dedication in 
Cheaper by the Dozen: 

TO DAD 
who only reared twelve children 
and 
TO MOTHER 
who reared twelve only children. 

Relatively speaking, so many of us have come so re- 
cently into the field that, as we watch this gracious lady 
at an engineering conference and observe the respect and 
attentiveness that she receives, we either do not know or 
do not realize that she did not attain this high status 
automatically. 

Thus, despite such recognition that Alford gave the 
Gilbreths’ and motion study in his 1922 ASME report 
(Ten Years’ Progress in Management) and the honors 
afforded by the old Society of Industrial Engineers and 
the Masaryk Academy, the Gilbreths’ work had much 
less than universal appreciation. For example, so well- 
known and widely distributed a classic as Hunt’s Sci- 
entific Management since Taylor, in 1924, failed to give 
any space to the Gilbreths, to motion study or even to 
the process charts. Moreover, it was not until 1930, that 
the Engineering Index stopped listing “Motion Study” 
under “Time Study.” 

Clearly, her position did not come easily. Of course, 
there were two of them for about a quarter of a century 
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-but for an even longer time, he was only at her side 
spiritually. 

What was it that originally made Lillian Gilbreth so 
unacceptable? Her ideas? Her sex? Individually and 
collectively, they were both matters of great concern for 
many years to an immature industrial society and its 
masculine mentors. 

Although she earned a Ph.D. from Brown, a few years 
earlier, when she had submitted her thesis on “The 
Psychology of Management” to the University of Cali- 
fornia she was informed—contrary to her original under- 
standing—that one year of residence was necessary. Her 
busy life and responsibilities prevented this. However, 
her husband, feeling that the work was of such impor- 
tance that no time should be lost in getting it into print, 
soon discovered that few publishers saw eny market for 
such subjects—especially as written by a woman. The 
magazine, Industrial Engineering, did publish it under 
M. Gilbreth.” 
Later Sturgis and Walton brought it out in book form 
with the author’s name in the same “cryptic” form plus 


the then none-too revealing name of “L. 


the understanding that no publicity was to be given to 
the fact that the author was a woman. 

If, even today there is unfortunately an incomplete 
acceptance of women in all engineering roles, what must 
it have been then? Invited to be among a group of engi- 
neers to greet Baron Shiba at the University Club in 
New York, Dr. Gilbreth cut short a business trip—only 
to be stopped at the door by a uniformed doorman. 
Again, as a member of an ASME committee, which was 
to meet for breakfast at the Engineers Club, it was sug- 
gested that she get her breakfast elsewhere. 

Nevertheless, influenced by her husband’s great respect 
for ASME and by friends like Wallace Clark, she did 
not confine herself to management and industrial engi- 
neering circles. Consequently, when ASME’s Manage- 
ment Division, in 1935, asked her to conduct the first 
session on “The Psychology of Management” at the 
Engineers Club, she accepted and was met at the door 
by Clarence Davies who warmly ushered her into that 
masculine sancta sanctorum. 

A willing pupil of her husband, she was led from the 
terminology used in masonry and concrete work to the 
study of motions. As much as he inspired her, she in- 
spired him. Thus, the “cyelegraph” came when she could 
not visualize breaks in the rhythms of the curves. But, 
on the other hand, it was she who made him more keenly 
aware of the human element. It was she who took the 
teaching lead when her opinions on human nature differed 
from his, and it was she who opened the huge psycho- 
logical storehouse. It is certainly not easy to say who 
Newton’s 
Third Law is quite expressive of this mutuality of forces. 
The result, however, was unmistakable: the Gilbreth 
achievement was more than a mere development of mo- 
tion study as a management tool. While Taylor looked 


inspired whom and what reinforced what: 
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at the worker from the outside, the Gilbreths also looked 
Their search for “The One Best Way” 
was not limited to motions and it was not confined to 


on the inside 


the industrial plant. They called on psychology, on 
physiology, and on all the social studies to help increase 
the worker’s worth to himself, to industry, and to society. 
In the broadening of the aims and accomplishments of 
management, it was Lillian Gilbreth who took the lead 
in this virgin field 

It is both easy and difficult to analyze this First Lady 
of Engineering. She is the epitome of crystal-clear logic 

even though she seems to be a mass of contradictions 
Trained in literature, she has found her place in engi- 
neering. As an engineer, she has found people more im- 
portant than machines; waging a never-ending war on 
fatigue, one, watching her unceasing rounds of work, 
activity, and travel, can rightfully believe that she has 
created a non-existent foe. An extremely busy woman, 
she seems to have more time for more things than most 
people. And, as kind and as gentle as she is, she can don 
armor and do more than hold her ground in defending 
the right 

Indicative of her skill, courage, and fidelity is the 
stand she took during the schism that arose between 
motion study and time study. Because time has dulled 
the differences of opinion, because she played no little 
part in setting the facts straight, and because no ac- 
count of the Gilbreths can avoid it, a brief mention of 
it must be made here 

Although Frank 


Tavlor’s genius, he 


Gilbreth was a keen admirer of 
was enough of an individualist to 
take pride in his own progeny, especially when Taylor, 
in a single swoop—see, for example, Taylor’s Principles 
of Scientific Management, pp. 80-1—identified motion 
Besides, the Gilbreth work had 


been done “without the direction of Taylor,” it had been 


study with time study 


performed without the aid of Taylor’s “direct disciples,” 
and it had been conducted along “slightly different lines.” 
Then there were numerous irritations. For example, at 
Birmingham, in 1910, Gilbreth felt that Taylor had made 
some mistatements which he thought would be corrected 
when they appeared in print. Not only were they repeated 
but, instead of Gilbreth’s statement that he would sub- 
mit a paper on the subject, the record said that he “had 
nothing to add.” As early as 1898, Gilbreth was shocked 


‘ 


on watching one of Taylor’s “disciples” who appeared 
on one of his construction jobs and started to time men 
without any consideration for “The One Best Way.” Of 
course, the secret timings, which Taylor himself later 
regretted, were scorned by Gilbreth from the beginning. 
Despite his excellent relations with the unions, Gilbreth 
took his place on the side of scientific management and 
reaped some of the whirlwind that was probably directed 
at Taylor. Gilbreth was very unhappy, too, when Taylor 
once relegated the role of micromotion studies to in- 
vestigations in which one might be interested only in 
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“the minutiae of motions.” Certainly Gilbreth could not 
understand the ery of “expensive” when he felt that so 
little attention was paid to the economies that it could 
produce. And there were other instances. 

Through it all, Lillian Gilbreth stood at her husband’s 
side, but she insisted that their work go on. However, 
Major Gilbreth did deliver a paper on “Time Study and 
Motion Study as Fundamental Factors in Planning and 
Control”—to which he added the subtitle “An Indictment 
of Stop-Watch Time Study’’—at the Taylor Society. The 
Bulletin of the Taylor Society also accepted Lillian Gil- 
breth’s “The Relations Between Time Study and Motion 
Study.” But the general recognition of the work of the 
Gilbreths was slow. Even the process charts, in spite of 
ASME’s publication of them, went unrecognized for a 
long time. As a matter of fact, the Taylor Society’s 
Bulletin, in printing an obituary of about a hundred 
words on Frank Gilbreth, spent only three in describing 
him (“Engineer, Investigator, Author’). It gave his 
dates (July 7, 1868-June 14, 1924), but it devoted the 
remainder of the article to the fact that it‘'was Gilbreth 
who had the idea of establishing an “organization to 
perpetuate . . . (Taylor’s) . work.” 

But Frank Gilbreth, on the other hand, needed no so- 
ciety to commemorate him. Without deprecating Taylor, 
his genius and accomplishments, when he died, he left 
some writings and a fast dwindling group of disciples 
who worked under him. Frank Gilbreth, on the other 
hand, left a vital philosophy plus the living monument 
that is Lillian Gilbreth. In “furthering Frank’s work,” 
she, if we may borrow from the sonnet she wrote com- 
memorating Gantt, devoted herself to 

. & Camme.... 
The winning of a New Industrial Day. 

And so Lillian Gilbreth has taken The Quest through 
factories, stores, colleges, and societies throughout the 
world. And all this—without flourish, noisy fanfare, or 
publicity. According to Edna Yost, as recently as 1945, 
when the Chicago 8. A. M. Chapter released some of 
the films that the Gilbreths had made, people of such 
David Porter, Ralph Barnes, and Allan 
Mogenson soon discovered that some of the work they 
had done was actually a duplication of what the Gil- 
breths had done many years before. Her friend, Marie 
Sealy, who did so much in the retailing field, still speaks 
fondly of Dr. Gilbreth’s “Institute in which she trained 
representatives from industry in motion study and the 
Gilbreth Philosophy of Management.” These endeavors 
were abandoned only when, their mission accomplished, 
the engineering schools took over. As for her travels, to 
quote Miss Sealy, again, “even the Internal Revenue 


import as 


District knows of it, for they questioned her traveling 


expenses but were easily convinced when they saw her 
airplane ticket records.”’ As for the help she gives friends, 
acquaintances, and, to speak personally, doctorate candi- 
dates, there does not seem to be any limit. 
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A very meaningful tribute was paid to her by Professor 
Joseph A. Rich, Jr., who was a member of the Depart- 
ment of Personnel Relations she chaired at the Newark 
College of Engineering. “Each week, no matter how 
busy, she would sit down with every member of the 
department, discover the disturbing problems, if any, and 
offer mutual understanding and solutions. In the person- 
nel field, she was almost unique; she practiced what she 


preached!” 


Mrs. Wallace Clark said that last year, in Wuppertal, 
West Germany, Dr. Gilbreth conducted a ten-weeks man- 
agement seminar in German at the Technische Akademie 
She “blew out the 79 candles on the cake in the home of 
the Chairman of the Board of the Akademie.” This year 
the Metropolitan New York Chapter of AILE is proud to 
be host at one of her eightieth birthday celebrations 

However, one does not have to attend or wait until the 
cake is cut to make the wish: “Many Happy Returns!” 


Hyperenthusiastic and Hypercritical Writings 


on Predetermined Motion Times 


by EDWARD V. KRICK 


De partment 


T 41) many authors on the topic of predetermined mo- 


tion times may be classified on the basis of the points of 
view they express as either hyperenthusiastic or hyper- 
critical. The hyperenthusiasts make liberal use of such 
words and phrases as “‘accurate,”’ “they work,” “provide 
‘eliminate judgment,” and similar as- 
sertions. Their articles frequently are “success stories,”’ 
describing the rosy situation brought on»by installation 
of a particular predetermined motion time system. Their 
evaluations of the technique usually lack objectivity in 
that they report a biased picture of their experience with 
predetermined motion times, or fail to cite important 


true standards,”’ ‘ 


assumptions, pitfalls, and known or potential sources of 
error. Their evaluations reflect a strong enthusiasm which 
appears highly subjective in origin. 

Writings of the hypercritics may be identified by such 
quotes as “dangerous to use,” “be wary of such stand- 
“an impossibility,” “little predic- 
tive value,” and “‘invalid.’”’ Their articles frequently de- 
scribe one or several studies which indicate that errors 


ards,”’ ‘“‘meaningless,”’ 


(of an unestimated magnitude) will result if standards are 
set with a predetermined motion time technique, then 
proceed to generalize that the technique should therefore 
be avoided. Their evaluations of the technique lack ob- 
jectivity, but in this case in the form of failure to weigh 
the practical consequences of unjustified assumptions, 
failure to recognize certain unique advantages offered by 
the technique, failure to compare the probable error with 
that of alternative procedures rather than with an ab- 
stract and unobtainable level of perfection, or failure to 
adhere to accepted methods of inference. Their evalua- 
tions reflect pessimism and impracticalism, and at times 
they become as subjective in their statements as their 
counterparts. 
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SOME CLAIMS MADE BY HYPERENTHUSIASTS 


The term scientific is a byword among ardent propo- 
nents of the predetermined motion time technique, and 
although the matter is not of serious practical conse- 
quence, the frequency with which this word is misused 
tempts some comment. Description of this technique as 
scientific is justified if the system has been developed ac- 
cording to a certain set of rules conventionally followed 
in the derivation of knowledge. These rules require such 
procedures as the formulation and testing of hypotheses, 
collection of sufficient amounts of data, the making of 
inferences, statement of assumptions, estimation and 
statement of experimental error, full disclosure of all of 
these, etc. No evidence is available to support the con- 
tention that any current predetermined motion time 
system was so developed, and that any of them have been 
is highly doubtful. Of course, it is not necessary that such 
a technique be scientific in order to produce satisfactory 
results. 

Proponents frequently describe the predetermined mo- 
tion time technique or a particular system of same as ac- 
curate. Accuracy, however, is a matter of degree, it is not 
bilateral. What a particular writer may mean by the term 
accurate is any one of a large range of degrees of exactness, 
depending upon his ability to judge this characteristic 
and upon the stringency of the standard he uses for 
judging it. Therefore, by itself ‘accurate’ is an indefinite 
term. Without qualification it should not be taken seri- 
ously by the reader. 

Perhaps more important than this careless and mis- 
leading use of the term accurate, is the problem of the 
measurability of accuracy. Accuracy is the degree of bias 
contributed by a measurement system to the estimates it 
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produces.' To estimate accuracy, It 1s necessary to know 
the true value, or at least have a technique for estimating 
it that is ‘‘more accurate” than the one we are evaluating. 
If there is a technique that is known to be “more accurate”’ 
than predetermined motion times, what is it and how do 
you know that it is more accurate? In the answer to this 
question lies the reason why comparison of estimates de- 
rived from predetermined motion times with rated stop 
watch times does not justify a statement about accuracy 
of either technique 

\ statement or implication that the predetermined 
motion time technique or a particular system ‘‘works 
well,”’ “‘works,”’ or “works satisfactorily” is quite indefi- 
nite and subjective. There are a number of reasons why a 
statement of this kind should not in general be taken seri- 
ously. Forinstance, industrialenvironments differ radically 
so that what ‘‘works”’ in one situation may not in another. 
Furthermore, we can hardly expect a salesman or user of 
predetermined motion times to write about the cases in 
which it didn’t work! And too, the statement “works 
satisfactorily’’ has little meaning unless we know the 
criteria used in arriving at that opinion. Since the decision 
involved here is primarily subjective and the factors de- 
ceptive, it is quite possible that what is judged satis- 
factory by one user may not seem at all so to others. For 
example, some merely want something that works in the 
sense that there is a minimum of friction and that life is 
peaceful and simple, and so they are easily satisfied. Those 
few writers who do describe their criteria cite some rather 
unsound bases for reaching the conclusion they have. To 
illustrate 


a. Extensive savings through improved methods are claimed 
to result from installation of a predetermined motion time system, 
Yet, some portion of this saving has resulted merely because at- 
tention has been given to work methods in the process of applying 
the system, attention which could be given without the benefit 
of a predetermined motion time system, There is good reason to 
suspect that this portion is appreciable, especially in view of some 
of the examples that writers fave deseribed to illustrate how the 
technique has been responsible” for better methods. 

b. Standards set with a predetermined motion time system 
ire claimed to compare favorably with prevailing standards in 
the company or with a group of standards specially set by another 
method (usually stop watch time study) for purposes of compari- 
son, Yet it cannot be denied that considerable judgment and in- 
terpretation are required in the selection and classification of 
motions under any of the current systems, and that it is quite 
possible, in fact very easy, to permit previous time study ex- 
perience to influence these selections and classifications to the 
point where favorable agreement between the results is obtained. 
Thus, though perhaps unintentionally, the results of the two 
methods can be made to compare satisfactorily. The extent to 
which this practice takes place would probably come as a sur- 
prise to some. Even if the results of the two methods do actually 
agree closely, this means no more than just that. But why expect 


agreement? Stopwatch time study has an objectionable error 


! As opposed to precision, which is the variation contributed 
to the measurements by a measurement system. Also referred to 


as the reproducibility of a measurement, 
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associated with it, so how can any method that agrees with it be 
any less in error? When and if a more accurate and precise system 
does come along, will we reject it if the results do not agree with 
stop watch time standards? 

c. It is stated or implied that employees seem more satisfied 
with the new system. However, the absence of employee com- 
plaints is not necessarily an indication that the standards are 
accurate. 

Another source of weakness in almost any statement 
about how well a work measurement method works is the 
difficulty involved in satisfactorily estimating the degree 
of error present in any standard or group of standards. 
The limitations of attempting to estimate this by com- 
paring times set by two different methods, predeter 
mined motion times and stopwatch time study for exam- 
ple, have already been discussed. Another practical alter- 
native is to use the actual performances of operators 
working under the standards as the basis for evaluating 
the error. This is commonly done by observing the ratios 
of “actual to standard” and noting evidence of tightness 
and particularly of looseness. Aside from the philosophical! 
flaw in such a procedure, is the fact that actual output 
under a time standard is strongly influenced by the stand- 
ard itself. In the case of loose standards at least, em- 
ployees tend to maintain a ratio between actual rate and 
standard rate of output which they believe is expected by 
the company, by judicious regulation of their output. 
Thus, loose standards are made to appear satisfactory. 
Therefore, basing a conclusion as to the satisfactoriness of 
a set of standards upon the number of tight standard com- 
plaints and high earnings cases is an unreliable procedure. 

The claim that use of predetermined motion times 
eliminates judgment from the process of setting time 
standards is completely unjustified. In fact the total 
judgment demanded may not be any less than that exer- 
cised in stop watch time study. It seems, however, that 
the judgment required in application of a predetermined 
motion time system occurs in the form of many decisions, 
‘ach of which by itself is of less consequence than selec- 
tion of a rating factor. Whether or not this reduces the 
net effect of judgment in application of such systems ap- 
parently depends primarily upon the degree to which the 
applicators are biased. 


SOME HYPERCRITICAL CLAIMS 


The viewpoint of these authors seems to be that the 
technique should be avoided, or that its usage should be 
drastically curtailed. Such conclusions are sometimes 
based upon some research concerning a particular as- 
sumption, or a comparison of systems. A popular subject 
for these investigations is the effect of the context of a 


motion on its performance time. If the particular as- 


sumption is shown to be violated, the writer usually 
proceeds to make the generalization that such systems 
“are dangerous to use,” 


“invalid,” ‘“‘meaningless,” ete. 

There are several flaws in this generalization process, 
First, these investigators usually study one task with 

one or several subjects. Statistical significance under 
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these circumstances is not sufficient to justify the gen- 
eralizations made. Before extending findings beyond the 
particular task and subjects used, other individuals and 
tasks must be studied because differences in results are 
expected among them. 

Second, these investigators are usually content with 
testing a hypothesis, for example, that a motion time 
depends upon its context. If this hypothesis is accepted 
as is usually the case, they proceed to make a drastic gen- 
eralization such as the claim ‘“‘dangerous to use.’”’ But 
there is no doubt that the times for some motions depend 
upon the nature of other motions in the task. The rele- 
vant question to be answered is lo what extent do motion 
times depend upon their contexts? We are interested in 
an estimate of the error resulting from the effect of con- 
text on motion times, not merely in whether or not there 
is an error. This technique cannot justifiably be con- 
demned for violation of an assumption when the extent 
of the violation is unknown. 

Third, these investigators fail to estimate the practical 
consequences of violation of the assumption before they 
condemn the system. Granted the context of a motion in- 
fluences its performance time, but what error does this 
ultimately cause in time standards estimated by this 
technique? Even knowing to what extent context may be 
expected to influence a motion time does not tell us what 
the net effect is on the standards obtained, for two 


reasons: 


a. As a consequence of this error, for a particular task it is 
probable that the standards for some motions will be tight and 
others loose. The probable net effect is that the expected error 
due to this cause) of the cycle time estimate will be less per- 
centage-wise than the expected errors of the individual motions, 
because of some compensation. This should not be construed as a 
statement that the error is thus eliminated or rendered negligible 
The point is that this is a likelihood which authors are responsible 
for investigating before they make their condemnation. 

b. It is quite possible that some of the effects of context may 
be accounted for in the structure of a predetermined motion time 
system. This may make the system more cumbersome to apply, 
but the possibility certainly exists and is not unreasonable. 


Fourth, and probably most obvious, is that these au- 
thors attempt to condemn the technique on the basis of its 
own error without evidencing recognition of the practical 
problem facing management, which must have time esti- 
mates to operate successfully. Currently there are avail- 
able a number of methods of estimating time standards: 
purely subjective estimates, production records, work 
sampling, stop watch time study, predetermined motion 
times, and macroscopic standard data. Each of these has 
a sizeable inherent error, yet no method is arbitrarily 
rejected because of this. Clearly the problem involves 
comparison and selection from a number of imperfect 
alternatives. Just as clear is the absurdity of abstractly 
rejecting the predetermined motion time technique, or 
any other method, because it has been shown to be im- 
perfect. 

Furthermore, the hypercritical authors seem to ignore 
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a worthy feature of this technique which makes it use- 
ful where methods demanding actual observation are 
not. The synthetic nature of predetermined motion times 
makes the technique very useful in methods design work, 
where time estimates are desired for alternative manual 
methods still in the conceptual stage. This synthetic 
feature also makes it possible to establish time standards 
on operations in advance of actual setup and production. 
If eventually the accuracy and precision of standards 
established by predetermined motion times should be 
demonstrated to be inferior in competition with actual 
observation methods, it may well be that it will be re- 
tained for use where the latter methods are ineffective, 
i.e., where a time standard is desired in the pre-production 
stage. Thus it seems unrealistic to speak of outright rejec- 
tion, for this and other work measurement methods have 
certain features that make them uniquely useful for dif 
ferent types of problems facing management 

Aside from this, it is not probable that any one work 
measurement method will prove superior for all types of 
operations, volumes, industrial 


production products, 


environments, etc. It seems likely that different tech- 
niques will prove superior under different circumstances. 

In summary, the predetermined motion time tech- 
nique cannot be completely and arbitrarily rejected 
simply on the basis of imperfection, for several reasons, 
namely: 

a. The alternatives are imperfect also, and as vet the degrees 
of imperfection of various methods are unknown. Most will con- 
cede that stop watch time study results contain an undesirable 
error but this does not stop people from using it 

b. It is unrealistic to talk of complete rejection, for the tech- 
nique will at least be useful for some purposes because of the 
synthetic nature of its results. 

ce. Variation in characteristics of the tasks for which time 
standards must be obtained and differences in conditions make it 
seem likely that each work measurement technique will be supe- 
rior under some circumstances. 


In any event, the predetermined motion time tech- 
nique should not be judged on the basis of characteristics 
of the current versions, for these have faults not inherent 
in the method. Such defects are correctable and either 
existing systems will be revised or superior ones will sup- 
plant them. This is one reason why attempts by some in- 
vestigators, to “‘prove”’ that the times allowed by various 
systems for certain motions differ significantly, are of 
doubtful merit. Of what consequence is it to show that 
these differences in motion times exist, differences which 
are inevitable in light of the variation in performance 
level, motion definitions, and breakpoints among systems? 
Certainly the standards established by various systems 
will not necessarily differ appreciably because there are 
differences among the systems in individual motion 
times. Furthermore, standards estimated by different 
systems may differ appreciably and still be no cause for 
concern. That is, if the standards estimated by two pre- 


determined motion time systems (for the same group of 


operations) differ by a reasonably constant ratio, no 
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problem exists. If the values arrived at by the two sys- 
tems are not reasonably correlated, then one system is 
more accurate and precise than the other, and this ¢s 
important in selecting a system. In summary, showing 
that motion time values differ among current predeter- 
mined motion time systems does not provide sufficient 
basis for condemning these systems, let alone the tech- 
nique in general In fact, what do such incomplete com- 


parisons accomplish? 
SOME COMMENTS ON THE HYPERCRITICISM 


It may be that the purpose of this hypercriticism and 
the research supporting it has been to counter-balance 
assertions made by hyperenthusiasts and to destroy a 
certain complacency The value of such an endeavor is 
questionable for research of a more constructive nature is 
presumably being supplanted by these nonconstructive 
efforts. The need is for investigations devoted first to 
minimization, then evaluation, of the error involved in 
the predetermined motion time (or any other) technique. 
The need is not for attempts to prove that there is an 
error or that systems differ. Papers and articles of these 
hypercritics make interesting reading, but what contri- 
bution has been made? 


A MIDDLE OF THE ROAD VIEWPOINT 


The prestige of Industrial Engineering and the media’ 
by which these two types of spokesmen publish would 
be enhanced if such unilateral evaluations of the tech- 
nique could be minimized 

As for writers who tend to be hyperenthusiastic, a 
greater service would be provided if 


an attempt were 


made to be more objective and to curb the effects of 
personal enthusiasm on their writing. Yet if one desires to 
say much on this topic some subjectivity must be intro- 
duced. There is no particular objection to this as long as 
these statements are identified as opinion, Thus, for 
example, unless a writer has concrete evidence to support 
his contention that a predetermined motion time system 
“works better,’ he should explicitly label his statement 
as opinion, And too, there should be willingness to admit 
the probability of error in observations and conclusions 
reported, and to avoid the unjustified implication of cer- 
tainty. Furthermore, these writers should recognize this 
and other time measurement methods as the estimating 
techniques they are, and acknowledge that error is in- 
volved. Finally, they should adopt a middle of the road 
position and relate the unfavorable as well as the favor- 
able aspects of their experiences with the technique. 

\s for the writers who tend to be hypercritical, they 


The Journal has been reasonable in that at least it has pre- 
sented both viewpoints. But certain other periodicals have been 
guilty of exclusion of critical articles to the point where one won- 
ders what service these periodicals are really providing their 
readers, 
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too should be more realistic in their appraisals. Why not 
judge the technique in the context of imperfection in which 
it exists and recognize its unique advantages? And if re- 
search is to be attempted, why not dedicate it to improve- 
ment rather than condemnation? 
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A Simple Explanation of Simplex Calculations 
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ly HAS been often said that although the word ‘“‘sim- 
plex”’ appears in the title of the general computational 
algorithm of linear programming, the method itself is any- 
thing but simple. This misconception is probably due to 
the fact that until recently the only text on linear program- 
ming based its theoretical background on matrix algebra 
(1). Thus, most articles intended for the average engineer 
(who does not know matrix algebra) have been of a ‘‘cook- 
book”’ nature, giving step by step directions for finding a 
solution to the problem. Rarely do these articles give a 
reason why these procedures are to be followed, but con- 
centrate only on how 

Fortunately, the computational procedures of the 
simplex method can be readily understood by one with 
no more training than ninth grade mathematics. The 
purpose of this article is to explain why the simplex 
method works in the simple terms of elementary algebra. 
This explanation will be based on one theorem which will 
not be proved here. 


THE PROBLEM 


Although numerous examples of linear programming 
problems appear in the literature, let us quickly review 
two examples to establish a standard form of the linear 
programming problem. Let us first consider an example 
by Noble in which two grades of paper are produced on a 
paper machine (7). Due to raw materials restrictions not 
more than 400 tons of grade | and 300 tons of grade 2 can 
be produced in a week. Let the numbers of tons of grades 
| and 2 produced during the week be denoted by x; and 
re respectively. Then 


r; < 400 
re < 300. 


It requires 0.2 and 0.4 hours to produce a ton of grades | 
and 2 respectively. Since there are available 160 produe- 
tion hours each week, it is evident that 


0.2.7, + O40. < 160 


ry + 2x2 < 800 
The profit p for the week is given by the function 
p = 20x, + 502, 


showing the profit to be $20 per ton of grade | and $50 per 
ton of grade 2. The problem is to determine the non-nega- 
tive values of x, and x» which satisfy 
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< SOO 

100 

re S 300 

and which maximize the profit function 
202, + 50.2 p. 


In a second example of this same article, Noble gives a 
problem of feed mixing. This example is characteristic of 
many mixing or blending problems in the process indus- 
tries. A cattle feeder wishes to purchase four special feeds 
F\, Fs, Fy, and F, in order to supply the proper minimum 
vitamin content to his feed mix. Table 1 gives units of 
vitamin content in a pound of each type of feed and the 
cost per pound of the feed. 

The mix must contain at least 12 units of vitamin A, 


14 units of B, and 8 units of C. If x,, xe, xy, and x, denote 


TABLE 1 


B 


the numbers of pounds respectively of Ff, Fs, Fs, and Fy, 


then the problem is to find non-negative values of 2, 2X, 
X3, 4 Which satisfy 


hay + Ox + 
ry 
+ Bury 
and which minimize the cost function 


2x; + Date + O23 + Sry 


The algebraic statements of these two problems, though 
similar, have distinct differences. In one, an objective 
function is to be maximized. In the other, the objective 
function is to be minimized. In one the inequalities are 
“less than’ and in the other the inequalities are “greater 
than.” Yet, with only a little juggling the algebraic state 
ments of these two problems can be made the same. 

To avoid the inequalities a ‘‘slack’’ variable can be 
added or subtracted from each inequality restraint. Nor 
mally, these slack variables have a physical meaning. For 
example, in the paper machine problem no more than 400 
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tons of grade | are to be produced; that is, 
ry < 400. 


This implies that there may be some unused tonnage and 
the quantity of this unused tonnage for the second re- 
straint can be denoted by the slack variable 24. Continu- 
ing in this manner for all inequalities of the first problem 
we get the following set of equations 


800 
100 Eq. 5. 
300. 


where xs, 24, and as are the slack variables for the first, 
second and third expressions respectively. Likewise, in 
the diet problem the minimum vitamin requirements 
may be exceeded, and this excess may be denoted by the 
non-negative slack variables 25, 2», 27, all with a coef- 
hicient of l, 


giving 


Thus, both types of inequalities may be “standardized” 
to equations through the introduction of slack variables. 
The simplex method can be applied only to a set of re- 
straints which are in “standard” equation form. 

The apparent conflict in the method of stating of the 
objective functions of the two examples can also be re- 
solved quite easily For example, if in the paper problem 
the profit function to be maximized is multiplied by —1, 
we then get 


202, 50. - p Eq. 7. 


The values of x2, and x» which minimize this negative func- 


tion, p, Will also maximize the corresponding posi- 
tive function p. Therefore, every maximization problem 
can be converted to a minimization problem. 

On the other hand, if the cost function of the diet prob- 


lem is multiplied by 1 we have 


p. 


The values of x, which maximize this function will also 
minimize the original cost function Eq. 4. 

Thus, minimization problems can be transformed to 
maximization problems, and vice versa. Obviously, com- 
putational rules for maximization problems are slightly 
different from those for minimization. Since most prob- 
lems in practical applications of linear programming have 
the objective of finding the minimum of a linear function, 
such as cost, this paper will give rules for minimization. 

Thus, we have standardized the general linear pro- 
gramining problem to one of finding non-negative values 
which satisfy a group of linear equations in several un- 
knowns and which minimize a linear function. More for- 
mally, this can be written as follows: To find a, x, . . 


x,, all non-negative, which satisfy 
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(Ayy%1 + Ayet2 + 
| 
|X, + A222 + 


Ant + Anote + + Amnt 
and which minimize the objective function 


CyX1) + Cote + + C,X» Eq. 9. 


This is called the standard form of the linear programming 
model. 
AN EXAMPLE TO ILLUSTRATE THE PROCEDURE 


To illustrate the procedures of the simplex method, 
consider the following small fictitious example similar to 
that in (2). In this example we are to find non-negative 


values of x), 22, 23, %4, 25 Which minimize z where 


joc + Le + 13.3 + Oa, — Ons 
{ nr Ze 
2x, + 442 — Sx, — 


+ Sag + wy — 22; 


iy + Dts 


The last equation, of course, is the cost function. It is evi- 
dent that this problem is already in standard form. Thus, 
slack variables need not be introduced. 


A PROPERTY OF THE OPTIMAL SOLUTION 


There is one important property of solutions which will 
be stated but not proved here.' This property is 
PROPERTY OF THE OPTIMAL SOLUTION: Jf there exist 
non-negative solutions to the system of equations, then at most m 


variables of the solution which minimize the function are positive 


the rest are set equal to zero. 
That is, in the optimal solution the number of variables 
which are positive is limited by the number of equations. 
In the example above, Eq. 10, the solution which mini- 
mizes z will involve no more than 2 positive variables 
since there are 2 equations. If we had 5 equations in 20 
unknowns, then at most 5 variables could be positive in 
the optimal solution, the remaining 15 variables being 
equal to zero. 

Thus, in our problem we can arbitrarily set 3 variables 
equal to zero and solve for the other two. Suppose we set 
Xs, Xs, and x5=0. Then we are left with 


por + te = 2 t 
{ ry + le = 10 
2x, + 4x2 2 


The problem has now been reduced to one of finding the 
solution of two equations in two unknowns, Eq. 12. Any 
standard method of elementary algebra may be used to 
solve these two equations. Ninth grade algebra students 
learn about substitution, elimination, ete. Consider the 


' A rigorous proof of a more complete statement of this 
theorem can be found in (6, p. 75), and will be detailed quite 


extensively in (5). 
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method of elimination resulting from subtracting both 
sides of second equation from both sides of the first, get- 
ting 
a. 
at} 14 
Eq. 14. 
' Xi; + Xe 10. 
Then dividing the first equation by 2 gives 


ya ‘ 


Kq. 15. 
lay + re 10. 


From this it is apparent that a partial solution of the 
system is x,=7. To find 2x2 this value of x; can be substi- 
tuted into the second equation of Eq. 15. giving 2.=3. 
Another way to find 22 is to subtract the first equation of 
Eq. 15. from the second, 


ioe ‘ 


Eq. 16. 
{ Xe 3, 


which gives the same answer. Thus, through elimination 
the equations have taken on a new equivalent form, Eq. 
16., which gives the answer immediately. These values of 
x, and x2 may now be substituted into the cost function, 
getting 


(2X 7) + (4 X 3) = 26. Eq. 17. 


That is, the cost associated with this first solution is 26 
units of money (e.g., cents, dollars, ete.). This may be the 
solution which minimizes the cost, or it may not be. By 
trial and error we could go through all possible combina- 
tions of solutions of two variables. For each solution the 
value of z can be computed. Then that solution of non- 
negative variables which gives the smallest z will be 
chosen as the optimal solution. 

The total possible number of solutions to be examined 
in this problem is the combination of five things taken 
two at a time, or ten solutions. By trial and error each of 
these ten possibilities can be determined and the value of 
z found without too much difficulty. However, for larger 
problems the trial and error procedures become prohibi- 
tive. For example, a system of 5 equations in 50 un- 
knowns may require the examination of up to 2,118,760 
combinations. 


THE CANONICAL FORM OF THE LINEAR PROGRAMMING 
PROBLEM 


Fortunately, there is a systematic way of finding in a 
much smaller number of steps that solution which min- 
imizes the cost function. We begin in almost the same 
way as in Eq. 14., Eq. 15. and Eq. 16., 
do not set 3, 


except this time 
x, and x5 equal to zero quite so soon. Be- 
ginning with Eq. 10. let us do the same thing we did to get 
Eq. 14., namely subtract the second equation from the 
first. At the same time let us eliminate x. from the z 
function by multiplying the second equation by 4 and 
subtracting from both sides of the cost function. This 
gives 
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+ S.r3 + R.r4 - 
A) + Drs + Tem 225 


— 28x, — 5a, + 1325 Z 10 Hq. 19. 


Now both sides of the first equation can be divided by 2, 
getting 


+ 


— 2823 — 5a, + 1325 2 


As with the transition from Eq. 15, to Eq. 16, let us now 
eliminate x; from the second equation of Eq. 20. and from 
the cost function Eq. 21. This can be accomplished by 
subtracting the first equation from the second and by 
adding 2 times the first to the cost function. This gives 
jr + 4x3 + 4x, — 225 7 
Lae + xs — Bx 3 
— 20273 + 3x, + 92; Z 26 Eq. 23 
This is called the canonical form of the linear program 
ming problem. The coefficients in the cost function of the 
canonical form are called relative cost factors. 

Note that through elementary algebraic operations the 
coefficient of 2; has been made equal to +1 in the first 
equation of the canonical form, zero in the second equa- 
tion, and zero in the cost function. Likewise, the coef- 
ficient of xz, is +1 in the second equation and zero else- 
where. Furthermore, the coefficients of the remaining 
variables and the values of the constant terms are not 
the same as they were in the original problem, since the 
elementary algebraic operations are applied to all vari- 
ables in each equation. 

Now we can set 2s, 24, 25 equal to zero in both equa- 
tions and the cost function. The solution is easily seen to 
be 

xy 
and 


This is exactly the same solution we found before. The 
variables which are not set equal to zero—in this case x; 
and xs—are called basic variables. 

Let us recapitulate for the general problem. We began 
with the standard form given by Eq. 10. and Eq. 11., and 
through elementary algebraic operations arrived at the 
canonical form of Eq. 22. and Eq. 23. relative to the basic 
variables x, and 2x2. Since similar operations can be per- 
formed on any algebraic system of linear equations, we 
can reduce through elementary algebraic operations the 
general standard form of the linear programming problem 
of Eq. 8. and Eq. 9. to the following equivalent form: 


+ Ayn ky y by 
+ dy m+1Um41 + re sie + donk n b. 


(xy + Q mim + Ses 


| 


Lm + bn e+itatl + Ia Me + Guatkn _ Ban Kq. 24. 
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Cmt-itmsi T° °° + Catn 


This is the canonical form of the general linear program- 
ming model relative to the basic variables 7, re, . . . , Im. 

A distinguishing characteristic of the canonical form is 
apparent. In each equation the coefficient of one of the 
variables is made equal to +1. The coefficients of this 
same variable in the remaining equations and also the 
objective function are made equal to zero. Since only one 
variable from each equation is forced to have a coefficient 
of +1, the number of variables which have this character- 
istic will be equal, except in certain cases, to the number 
of equations. These m variables are called the basic varia- 
ble 8. 

Since the algebraic operations required to reduce the 
system to canonical form must be applied to all variables 
in each equation, it is evident that the constant terms and 
the coefficients of the remaining, non-basic variables can- 
not be the same as they were in the original problem. To 
distinguish these new numerical values, we use the same 
letters as before but put a bar over them; i.e., d, 6, and ¢. 

It should not be concluded that the basic variables of 
the canonical form are restricted to the first m variables. 
Any combination of m variables may constitute a set of 
basic variables. The combination and the order given in 
the system of Eq. 24. and Eq. 25. is merely a convenient 
general way of expressing the canonical form. 

One caution should be noted: the basic variables should 
be chosen in such a way as to make all constant terms, 
b, non-negative. The reason for this and methods for in- 
suring this will be apparent later. 

An advantage of the canonical form is that one solu- 
tion, namely 


om 


lms Tm+2 ‘ns In 0 

which has a cost z=2», can be found readily. Thus, from 
the canonical form it is easy to state a solution in which 
at most m variables are positive, the rest being set equal 
to zero. Another more important advantage is set forth 
in the next section. 


TEST FOR OPTIMALITY 


The major advantage of the canonical form is that the 
non-basic variables can be inspected relative to the basic 
variables. For example, the coefficient of x; in the cost 
function, Eq. 23., of the canonical form is equal to — 20, 
If x3; were permitted to be some positive quantity, keep- 
ing x, and xy zero, the value of z will be reduced. In fact, 
z will be reduced by 20 units of money for each integral 
valued increase in 2s. 

Thus, when the linear programming problem is in 
canonical form, a test for optimality is the following: A 
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solution is optimal if all relative cost factors, ¢;, are non- 
negative. If any relative cost value is negative, the solution 
is not optimal and can be improved by setting one of the cor- 
responding variables equal to some positive value. 

Since é; is— 20 in the canonical form of the example, the 
solution is not optimal. A new solution, in which z;>0, 
will reduce the cost. A method of finding this new solu- 
tion is given in the next section. 


IMPROVING AN NON-OPTIMAL SOLUTION 


Since we want to minimize z, it seems reasonable to in- 
crease x; as much as possible. However, we are restricted 
by Eq. 22. from increasing x; without bounds. In fact 
the largest possible value of x; is found from writing Eq. 
22. without variables x, and 25. These need not clutter up 
the analysis since they are to remain equal to zero. Thus 
we get 


(“1 = 7 — 423 
lire = 3 — 


From the first of these we see that x; can be as large as 
7/4, or 1.75, and still permit x; to be non-negative. From 
the second the maximum value of 2; is 3. If x3 were per- 
mitted to be 3, then xz. would be reduced to zero, but 2; 
would become negative. Since negative results are not 
admissible in linear programming, we choose the value of 
7/4 for x3. With this value of x3, it is evident that x,=0 
and x. becomes 5/4. Then, the new solution is 


With this solution the cost becomes 


z = 26 — 202; = 26 — 20(7/4) = -—9 


which is a significant reduction from the cost value of 26 
of the previous solution. 

Thus, a new solution has been found with the basic 
variables of x. and x;. This solution has reduced the cost 
function. However, we have not determined if it is opti- 
mal. Our rule for optimality requires the problem to be 
stated in canonical form relative to xe and x23. We could 
go back to the original problem of Eq. 10. and Eq. 11. 
and reduce this to canonical form relative to xe and 23. 
However, the equations of Eq. 22. and Eq. 23. are equiva- 
lent to those of Eq. 10. and Eq. 11. and are already part 
way in the desired canonical form, since the coefficient of 
x2 is one in the second restraint equation and zero else- 
where. Therefore, we need only to make the coefficient 
of x; equal to one in the first equation of Eq. 22. and zero 
elsewhere. To make this coefficient equal to one, multiply 
both sides of the first equation by 1/4, getting 

L/4a, + x3 + ay — 1/225 = 7/4 Kq. 26. 
Now, to get zeros elsewhere multiple the first equation by 
—1/4 and add to the second equation of Eq. 22., and 
multiply by +5 and add to the relative cost function Eq. 
23., getting the new canonical form of 


The Journal of Industrial Engineering 165 





7 


+- 23.24 om vs 


This is the canonical form relative to x2 and x. Notice 
that the solution 


Xs 0, i 0 


with a cost value of z= —9 is readily found and is the 
same as was determined previously. 

With the problem in canonical form relative to x2 and 
x3; we can now determine if this solution is optimal. The 
relative cost factors of Eq. 28 are all non-negative ex- 
cept for the coefficient of x5. This implies that we still 
do not have an optimal solution, even though the cost 
was reduced from +26 to —9. However, another solution 
which will further reduce z can be found by permitting x5 
to be a positive value. The largest possible value for x; 
is evident from rewriting Eq. 27. (omitting all zero vari- 
ables) : 


In the first equation the coefficient of x5 is positive. There- 
fore, any positive value of x5, however large, will give a 
non-negative value to x3. It is possible to have all equa- 
tions in this same form, permitting the new variable to 
increase indefinitely. This would imply that the original 
model was probably constructed improperly. 

Fortunately, in our example at least one coefficient is 
negative, giving an upper bound to the value of 25. As is 
evident from Eq. 30., this maximum value is x5=5/2, 
which makes x2 equal to zero. Thus, a new solution with 
at least x), x, and x, all equal to zero can be found. 

Since the canonical form relative to x; and x; gives the 
new solution immediately and also a test for optimality 
for this new solution, it is reasonable for us to find this 
canonical form. Continuing with the same type of calcula- 
tions of the preceding steps, the canonical form relative 
to x3 and x; is found to be: 


324 3 
Sq + % = 0 2 
+ Lda, z + 23/2 


Eq. 31. 


Eq. 32. 


Here all relative cost values are non-negative. Thus the 
solution is optimal and the calculations are finished. This 
optimal solution is 


v3 3, 
which gives a minimum cost value of 
—23/2 


This evidently is a profit. No other solution will give a 
smaller cost (or greater profit) value. 
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FINDING THE FIRST SOLUTION: ARTIFICIAL VARIABLES 


In the preceding sections it has been assumed that the 
initial canonical form in non-negative variables can be 
found rather readily. For example, we experienced no dif- 
ficulty in finding the canonical form of Eq. 22. and Eq. 23. 
relative to the basic variables 2, and xe. 

Unfortunately, such ease in finding the first solution is 
not characteristic of linear programming problems. Had 
we chosen x; and x; as basic variables instead of x; and 
Xe, keeping x2, 24, x5 all equal to zero, we would have 
found no solution to the linear programming problem. 
Kither x, or 2, would be negative. In fact, of the ten possi- 
ble combinations of basic variables in this example, only 
six will give feasible solutions. 

Thus, it was by chance that we picked variables which 
did lead to an initial canonical form in non-negative vari- 
ables. With larger problems we would experience increas- 
ing difficulty in finding the initial set of basic variables. 
Therefore, a formal procedure for finding the initial ca- 
nonical form is needed. 

Many models of problems encountered in practice are 
often stated initially in canonical form. For example, the 
model of the paper making process was 


ry + 2x2 + Is 300 
Ie T Xs 


—20x,; — 5Oxre 


300 iq. 33. 


This is already in canonical form relative to the slack var- 
iables x3, x, and 25. Thus, the simplex method could be 
applied immediately and eventually a final optimal solu- 
tion found, if one exists. 

On the other hand the example on feed mixing does not 
have such an obvious set of basic variables. The slack 
variables have negative coefficients and therefore cannot 
be considered basic variables for a canonical form. 

Furthermore, as Dantzig points out, in considering 
linear programming problems little or nothing may be 
known, mathematically, about the model (2). It may 
have redundancies, inconsistencies, or even impossible re- 
quirements. 

Thus, it is clear that a general technique, which is free 
of any prior knowledge or assumptions regarding the 
system, is needed to find the first canonical form. Dantzig 
has suggested a simple device which uses the simplex 
method itself to provide (if such exists) a first canonical 
form (2). This series of operations, in which the simplex 
method is used to find the first canonical form, is called 
Phase I of the calculations. After the first canonical form 
is obtained, the usual steps may be followed to find the 
final optimal solution. This second series of computations 
is called Phase 1. 

The procedure for Phase I is as follows: 

1. Arrange the original system of equations so that all constant 


terms, b;, are positive or zero. If any b; are negative, multiply 


both sides of the equation by minus one. 
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Our example, given by Eq. 10. and Eq. I1., 


and no alterations are needed 


was originally 
stated with positive 6; terms, 


é \ugment the system to include a basic set of “artificial” 


variables 0, a (0), ; .>0. In our numerical 


example we get 
(32, 4 + 13a, 4 Ty + % 24 
(2+22+ O52: 4 2r + 2 10 Eq. 35. 

Any solution of Eq. 35. in which 26 and a 


stem Eq. 10 


are both zero, is also a 


solution of the original sy 


132, — 6/1325 + 1 


13.74 


13a, - 


canonical form will include 2x; as a basic variable. Solving 
xe and x; in terms of x, gives 

Xs 24 — 1323 

I7 10 523 Eq. 
Since 24/13 is smaller than 10/5=2, xs. goes to zero and 


the new canonical form relative to x3; and x; can be found 
to be 


13.6 
13.6 + 7 
] 3.6 


1/132, — 5 
1/132, + 18 


with the most negative relative cost value, the next canonical form is 


I 1. 7 l iq 36. 
which is the sum of the 


Phen 
ot 2 r vhich 


irtificial variables and is called the “‘in- 


feasibility form ising the simplex method find the values 


satisfy the augmented system Eq. 35 


ind which minimizes u 


Although the problem defined by Eq. 35. and Eq. 36. is not in 
canonical form, it is easily transformed to canonical form by sub- 
tracting each equ 


ition of Eq. 35. from w, giving 


Chis is now in canonical form and the simplex rules can be applied 
to find the solution which minimizes u 
1 If the 


solution exists and the procedure is terminated 


minimum value of w is positive, then no feasible 


On the other hand, if the minimum value of w is zero, then all 
irtificial variables must be zero since w is defined as the sum of 
these non negative 


variables Eq. 36. The basic solution at this 


step is therefore a solution of the original unaugmented system 


At this point Phase II of the simplex method is begun 
by: 

1. Dropping from further consideration all non-basic variables 
whose relative cost factors for form w are strictly positive; 


2. Replacing the linear form w by the linear form z, after first 


modifying z to conform to a canonical form relative to the basic 
variables of the last step of Phase I; and 

3. Beginning the computation with simplex method 

To illustrate this consider the canonical form with arti- 
and Eq. 38. In Phase 
I, the function w is to be minimized. The initial solution 


ficial variables as given by Eq. 37. 


24 

LO Eq. 39. 
will not minimize w since four of the relative “cost”? values 
in Hq. 38. are negative. Of these negative relative cost 


values, that of x, is most negative. Therefore the next 
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2x5 + 1/8x— — 1/827 


— 5/Sx¢ + 13 Satz 


Since all relative cost values for the infeasibility form are 
non-negative the minimum value for w has been reached. 
This completes Phase I. 


2, %3=3/2, m=2 


The solution at this point is 2.=1 
=2%,;=2%2,=27=0 which makes the minimum value of w 
equal to zero. Thus, a feasible solution exists and Phase 
II is begun. 

Since 2g and 2; have positive relative cost values, they 
will be dropped. Also, the original cost function Eq. 11. 
is to replace w. However, the addition of Eq. 11. to the 
equations of Eq. 43. will not give a system in canonical 
form, since the cost factors of x2 and x; are not zero. How- 
ever, if the first equation of Eq. 43. is multiplied by 8 and 
the second by —4 and both of these added to the cost 
function, Eq. 11., the coefficients of x2 and x; in the cost 
function disappear, giving (with variables x, and 2; 
omitted) : 


ir, + 1 
+ 23a, — + Y Eq. 16. 


This is identical to Eq. 27. and Eq. 28. and thus the final 
solution of 


3 


can be found readily. 

As Dantzig (2) points out the device of using an infeasi- 
bility form and a system augmented by artificial variables 
has several important features that should be noted: 


1. No assumptions are made regarding the original system; it 
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may be redundant, inconsistent, or not solvable in non-negative 
numbers. 

2. No eliminations are required to obtain an initial solution 
in canonical form for Phase I. 

3. The end product of Phase I is a basic feasible solution (if 
it exists) in canonical form ready to initiate Phase II. 

4. If there exists a feasible solution to the original system, 
then this same solution satisfies the augmented system with the 
artificial variables set equal to zero, making w =0. Since w is the 
sum of non-negative variables, its smallest possible value is zero 
Thus, if feasible solutions exist, w is zero and all artificial variables 
are zero. Also if the smallest value of w is positive, then no 
feasible solutions to the problem exist. 


COOKBOOK RULES FOR THE SIMPLEX METHOD 


Although the preceding sections outline a rathre 
simple explanation to the simplex calculations, it is often 
desirable to formulate the computational procedures into 
a set of rules. Dantzig (2) has outlined these rules rather 
well and they are given here with some modifications. It 
will be seen that these steps will merely repeat and sum- 
marize the operations of the preceding sections. 

Step 1. Arrange the original system of equations as 
given by Eq. 8. so that all constant terms, b;, are positive 
or zero by changing the signs on both sides of the ap- 
propriate equations. 

Step 2. Augment the system of equations to include a 
basic set of artificial variables 2,4,;>0, 2n42>0,... 
Lnim—>O0 so that 


Qynt2 + Aye, + 
Aut, + At, + 


+ Aintn + Xn41 


+ AonXn + Unie 


Ami + Amet2 + - + Analn 


where x;>0 for all 7. 
Step 3. Initiate Phase I of the calculations by 
(a) adding the infeasibility form 


T Zaam 


W = Dn4i + Tng2 + °°? + Latm 


(b) eliminating the artificial variables from the feasi- 
bility form w to reduce the augmented system to 
canonical form. 

Step 4. Examine the relative cost values. 

(a) If all relative cost values are non-negative, mini- 

mum w has been reached. Then 
1. if w=0, initiate Phase II with step 7, 
2. if w>0, STOP. There is no feasible solution. 
If any relative cost value is negative, the value of 
w may be reduced by setting any one of the varia- 
bles associated with a negative cost coefficient 
equal to some positive value. If there are two or 
more negative relative cost values, the choice of the 
variable is arbitrary. It is usually best to pick the 
minimum ¢;. Call this value é, and the correspond- 
ing variable z,. 

Step 5. To find the value of z,, solve for the basic vari- 

ables in terms of x, as follows 


z; = 5b; 


— di,2, 
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for all basic variables. Ignore any equation with d,, <0, 
since it would not be a restriction on x,. Find the largest 
possible value of xz, by setting all 2;=0. The following 
candidates for x, are examined 


I, = b, di. 


The smallest of these is to be the new value of x,. Call this 


zt, = b, d,. 


The variable that becomes zero is called 2,. 

Step 6. Reduce the problem to canonical form through 
elementary algebraic operations with x, as one of the 
basic variables in place of x, and return to step 4. 

Step. 7. Initiate Phase II by 

(a) dropping all variables whose relative cost values in 
min w=0 are positive, 

(b) replacing w by z, 

(c) eliminating the basic variables from the cost func- 
tion 2 to reduce the system to canonical form. 

Step 8. Examine the relative cost values, ¢;. 

(a) If all relative cost values are non-negative, STOP. 
The optimal solution is found by setting the basic 
variables equal to the constant terms, ),, and all 
other variables equal to zero. The value of the ob- 
jective function will be z= 2p. 
If any of the relative cost values are negative, the 
solution may be improved by permitting one of the 
corresponding variables to be some positive value. 
If there are two or more ¢é;<0, the choice of the 
variable to be introduced into the solution is arbi- 
trary. Usually it is best to pick the minimum of the 
negative ¢;. Call this value é, and the corresponding 
variable 2,. 

Step 9. To find the value of z,, solve for the basic vari- 

ables in terms of x, by 


Ignore any 4d,, <0, since it will not restrict the value of 2,. 


(a) If all a; <0, there is no finite solution, and the pro- 

cedure can be stopped. Usually this implies that 
the problem was not formulated properly, and the 
original model should be checked again. 
If any d;,>0, then find the maximum value that z, 
can take on. Essentially this implies that the cor- 
responding x; are set equal to zero and the follow- 
ing candidates for x, are éxamined 


Zz, = b, ‘dis 

The smallest of these is chosen as the new value of 
x,. Call this x,=5,/d,,. The corresponding variable 
that becomes zero is called z,. The new values of 

the remaining variables are found from 

z,;= b; — &5,2.. 

Step 10. To test if this is an optimal solution, the prob- 
lem must be reduced to canonical form again through ele- 
mentary algebraic operations with the new variable, 2,, 
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TABLE 2 


as one of the basic variables. Return now to Step S. 

It should be apparent that these rules merely formalize 
the computational procedures of the previous sections. 
Thus, these rules can be applied to any linear program- 
ming problem, including the example of Eq. 10. and Eq. 
11. However, rather than illustrate the application of the 
rules to the example as it stands, let us look at a second 
method for carrying out the simplex calculations, namely 
the simplex tableau 


THE SIMPLEX TABLEAU 


In the preceding sections the simplex method was pre- 
sented and illustrated with a simple algebraic example. 
Since all operations were performed on the example as it 
was presented, the symbols x, had to be carried along in 
each step. This can be tiresome and even lead to clerical 
errors. In this section a brief discussion of a convenient 
tabular form will be given 

Suppose we consider the system Eq. 37. and Eq. 38. 
which is augmented by artificial variables and reduced to 
canonical form. This may be set up in detached coefficient 
form as in the first section of Table 2. Note that the 
column contains the numerical values of b;, the 
body contains the a 


“value” 


, the last row the relative cost val- 


ues. The b; are also the values of the first solution, namely 


re = 20, 27=8. Notice that 
rather than +w (and 


w (and later —z) are entered 

+z) because the value of wo (and 
zo) is on the right hand side of all equations when the 
algebraic operations necessary to reduce the problem to 
canonical form are performed. The circles around some of 
the entries will be explained shortly. 

According to Step 4 of the “Cookbook Rules,”’ the rela- 
tive cost values are to be examined, It can be seen that at 
least one is negative. Step 4(b) suggests that the variable 
associated with the minimum, —18, be chosen as 2,. 

To find the maximum value of x; solve for the basic 
variables in terms of x; as outlined in Step 3. The candi- 
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Variables 


dates for x; are found by dividing the b values (in “value” 
column) by the corresponding coefficients of x3 (in 2x; col- 
umn). For convenience, a separate column on the far 
right is provided for these ratios. The smallest positive 
value of these ratios is 24/13, and is chosen as the new 
value of 23. 

To determine if this is the optimal solution for w, a new 
canonical form is to be found, as suggested by Step 6. 
The variable leaving the solution is xs and the variable en- 
tering is x3. Thus, the circled value, a,;=13, must be 
changed to +1 and the rest of the values in the third 
column are to be zero. To make the new value of 4d; 
equal to one, divide all values in the first row by 13, and 
place the results in the first row of the second part of 
Table 2. To make the rest of the coefficients in the third 
column equal to zero, modify the remaining rows by mul- 
tiplying each coefficient in the first row by the appropri- 
ate factor and subtracting from the corresponding values 
in the other rows, including the w-row. These operations 
complete the second part of Table 2 and form a system 
in canonical form relative to the basic variables x; and x;, 
and Step 4 is again applied. 

In the third part of Table 2, all relative cost factors are 
non-negative and minimum w is reached. Since this value 
of w is zero, Phase II is begun with Step 7. Variables 6 
and 7 are ignored, z is reduced to canonical form relative 
to x, and 23, and the relative cost values are examined. 
Steps 8, 9 and 10 are repeated until Step 8(a) is reached. 
This was reached in the first iteration of Phase IT as indi- 
cated in Table 2. The optimal solution is 


z= — 23/2 


This is the same solution that was found previously. 
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CONCLUSIONS 


This paper presented an approach to simplex calcula- 
tions which can be followed quite easily by one with no 
more mathematical training than high school basic alge- 
bra. Although this paper does not claim to be a complete 
rigorous presentation, the techniques outlined here are 
adequate for handling many common linear program- 
ming examples. 

For special problems, such as degeneracy, for special 
techniques such as the simplex method with prices, 
transportation method and the Hungarian method and 
for a much more rigorous presentation of all aspects of 
linear programming the reader is referred to Dant- 
zig (5). 

It should be pointed out that this article was based 
largely on three excellent papers by Dantzig (2), (3) and 


(4). Although these papers are not generally available, 
this development will be found in great detail in (5). 
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The Industrial Engineer as 
Internal Consultant—How? 


by THOMAS H. MARTZLOFF 


VW cK inse y & Company, Inc., 


Dip YOU read Professor Bentley’s article (1)? He 
would like “Industrial Engineers to be known as pro- 
fessional engineers who help management manage’’—in 
areas outside those normally assigned as “industrial engi- 
neering”’ responsibility. 

This is indeed a worthy objective. I agree 


‘ with its 
potential 


usefulness and desirability, particularly in 
medium-sized and smaller companies. In most instances 
managers need, and many want, help. Competent con- 
sulting assistance from within the company is especially 
appropriate, for example, in such matters as wage and 
salary administration, personnel selection procedures, 
developing effective communications programs, and work- 
ing out the economies of facilities rearrangement or ex- 
pansion. 

But the mere stating of this “internal consulting” ob- 
jective immediately raises these rather pressing ques- 
tions: 


1. What is the nature of this need, and what caliber of assis- 
tance do managers seek to fill it? 

2. How is the Industrial Engineer to prepare himself for such 
important responsibility? 
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3. When prepared, how is he to get the chance to periorm 4s 
an internal consultant on management problems of the sort 
Professor Bentley describes? 


It seems to me that any individual who aspires to 
Professor Bentley's goal is forced to seek out workable 
answers to these questions that fit his own particular 
situation. Even so, I believe there are general guidelines 
in this special area of personal development that should 
not be overlooked 

To this end, let me propose some answers to these 
questions I have raised. My thoughts are a product of 
professional interest and experience in working with 
industrial executives on executive development as well 
as other kinds of top management problems. Some things 
I have learned bear importantly on the issue at hand. 

Those who ponder the transition from Industrial Engi- 
neer to “internal consultant” may find them helpful 


IS THERE A NEED? 


Unless there is a demonstrated need for internal con- 
sulting advice, these questions and our goal are of only 
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academic interest. We would merely indulge in wishful 
thinking 

But my experience shows that a need probably does 
exist in most companies, whether or not it is openly 
recognized. Edwards R. Fish, Ji tends to confirm this 
belief in his interesting discussion of the Industrial Engi- 


As I have 


observed, the need stems from three fundamental con- 


neer’s role in small company management (2) 


ditions 


1. Exe ‘ ( ! ) ‘ lo frre tarely can they 
ifford the concentrating solely on solving one problem 
it m time consuming the problem the greater 
their need for oblem-solving help, They seek aid from those 

saddled wit! inistrative detail and day-to-day supervisory 


ea ingly omplex 
sound solution. New techniques are 
misions grow less and less vcceptable 
ikes on greater refinement, Competi- 
ind analvzing data and using mod- 
ill for new skills which managers 
for experienced help in these matters 
Problems that concern manage- 
ental lines, Usually they are heavily 
These facts-of-life present built-in 
who seeks to delegate problem-solving 

sponsibility ervision. The supervisor is likely to 
he extremely bye e, particularly where his own department 
or his own men are involved. Rightfully, he has an “axe to grind 


us some other sour frequently necessary for objective prob- 


le m soly ing 


These factors argue for management staff assistance 
As time 


receive even greater recognition. And, this trend augurs 


goes on, it appears likely that this need will 


well for the would-be internal consultant 


REQUIREMENTS FOR THE INTERNAL CONSULTANT 


But managers are looking for a special kind of man 
to do this job Free time and familiarity with technique, 
alone, will seldom qualify an individual for internal con- 
sulting in the broader management sense 

What, then, are the qualifications of the candidate 
who is likely to thrive in the kind of role Professor 
Bentley depicts? My observations indicate that these 
attributes are likely to distinguish him from his fellow 


Industrial Engineers 


1. Desire to consult, An Industrial Engineer must prefer an 
idvisorv. capacity Some who are otherwise qualified, do not 
Che man with the desire to achieve this sort of professional 
status will dedicate himself to this, rather than to the line man- 
wement route tO SUCCESS 

2. Ability to thinl The indidate for consulting will be able 
to think deeply and independently (not always, by the way, an 
essential ingredient for the industrial engineering specialist). But 
the requirement goes even further: he will show a propensity to 
initiate ideas and to do the kind of thinking that gets to the 
core ot problems quickly. 

Executives themselves usually demonstrate great skill in “cop- 
ing with situations” in response to pressures of the moment.* 
Digging deeply takes more time and work; it takes imagination 
to find causes and seek basic solutions, Further, the successful 
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internal consultant will cultivate his ability to think broadly as 
well as deeply, not in the grandiose sense, but to come up with 
the fresh approach, not cramped by convention or narrowness ol 
view 

3. Judgment. There is no substitute for this element, It is made 
up of common sense; sensitivity to people and to situations; and 
i fine sense of timing. Good judgment begins where facts, figures, 
ind traditional logic leave off. Executives generally have it; the 
Industrial Engineer who wishes to counsel on management ques- 
tions must have it or acquire it largely by keen perception and 
learning throughout his general maturing process 

There are two particular aspects of judgment which deserve 
special mention 

(a) Distinguishing the emportant from the unimportant. In the 

minds of most managers, tangible end results are important 

Some Industrial Engineers, on the other hand, appear to 

be more concerned with methodology and technique than 

with getting an acceptable end result in the least amount 

of time, I recall an Industrial Engineer who made such a 

production out of the simplest assignment that his superior 

was downright reluctant even to discuss problems with him 

This Industrial Engineer, for all his intelligence, could not, 

or would not act on partial information (which is some- 

times the only kind available); he could not tolerate im- 

precision (a certain degree of which makes good economi 

sense); he would refuse to estimate answers or to rendet 
judgment decisions (which time pressure may demand) 

In short, this man had difficulty focusing on the end pur- 

pose of assignments he was asked to perform. He was too 

preoccupied by the means—the trappings surrounding the 
principal issues. 

Vaintaining a commercial or entrepreneurtal sense. Each 
private enterprise has a profit-making objective. Sales, 
financial and engineering, as well as manufacturing, efforts 
contribute to this common goal. 

All management tools and improvement programs are 
nothing more than means to this end. Sometimes the hoped- 
for program of one department must be subordinated té 
the greater advantage of the total « nterprise The individual 
with a “commercial sense” understands the need for such 

“arbitrary” actions. He understands the essentials in how 
his company makes money 
I am familiar with a concern troubled with high manufac- 
turing costs, The Industrial Engineer involved launched 
vigorously into a clever labor cost saving program. Later, 
it was pointed out that labor represented only 10 percent, 
an insignificant portion, of total product cost. 
Another Industrial Engineer recommended an immediate 
expenditure of $1,000,000 for a new warehouse which would 
vield handsome materials handling cost savings. Only then 
did he learn that his company was not financially capable 
of such an investment, 
These men not only lacked “commercial sense,” but an 
appropriate sense of inquiry and timing as well 
1 Tolerance toward eality Too often Industrial Engineers 
tend to be purists. They are likely to treat situations as though 
they were black or white, right or wrong. This orientation can lead 
to a childish, all-or-nothing attitude when dealing with other 
people 

But, as we well know, life is rarely so simple. The realistic 
internal consultant will project himself mentally into other men’s 
shoes. Thus, he will force himself to visualize the intense pressures 
which ebb and flow around all men and inevitably shape thei 


* Dr. Lyman Bryson of Columbia University has done some 
excellent thinking in the area of executive-consultant relation- 
ships. 
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thinking and their actions. He will realize that graceful, intelligent 
compromise is often essential (and in no way “unprofessional’”) 
in getting constructive action on his recommendations 
5. Altractive personality. While I believe this requirement is 
frequently overemphasized, the internal consultant to management 
must at least be able to work smoothly with people throughout 
the company. He will encourage a cooperative spirit; he will not 
arouse antagonism, His personality, at minimum, will be accepta- 
ble to the people with whom he works. In my experience, ability 
to command respect for his proved ability and his mature view- 
point is likely to outweigh minor personality deficiencies 

6. Ability to sell ideas. The filing cabinets of American industry 
are full of good ideas and sound recommendations that were 
never put to work. And ideas must be sold before they can be 
implemented, Any consultant’s effectiveness can be realistically 
appraised by examining his “batting average” for getting recom- 
mendations sold and acted upon 

The Industrial Engineer who fails regularly on this score should 


re-examine his potential for internal consulting work 


Problem solving is hard work. It takes initiative, 
perseverance, and a degree of optimism. The successful 
individual will not be easily discouraged as he pursues 
difficult and sometimes elusive objectives. In my judg- 
ment, thoughtful re-examination of these qualities will 
explain to a large degree why precious few Industrial 
Engineers have attained truly internal consultant status. 


PREPARING TO MEET THE REQUIREMENTS 


If these are the qualifications, how is a man to ap- 
proach the task of acquiring them? 

At the outset, let’s recognize the importance of personal 
make-up and innate qualities in fitting any man for any 
job. Some have it. Some don’t. Qualifying for an internal 
consulting role is no exception. Good character and good 
taste, adequate education, good mental equipment, self- 
confidence, and imagination are among the essentials 
Other qualifications may be more easily cultivated by 
the individual. 

Perhaps you are personally acquainted with Industrial 
Engineers who aspire to an internal consulting role. 
While dispensing advice about personal career develop- 
ment is a hazardous occupation at best, you may wish 
to offer a helpful tip or two. Here are a few suggestions 
of the sort you might wish to convey to them: 


l Add to your formal education. Enroll in courses outside 
the industrial engineering area. Expose yourself to personnel, 
accounting, sales and public relations subjects, In this way, broaden 
your perspective and develop an appreciation for the problems of 
those in other phases of industrial activity 

2. Read avidly, but with a critical eye. Dwell particularly on 
management philosophies, principles, and approaches. Naturally, 
be aware of management methods and techniques as well, but 
don’t enslave yourself to the particular solutions others have 
developed. Your problems are likely to be different. (Carefully 
selected materials from professional periodicals have value as well 
as textbook information, but watch out for “gimmicks” which fail 
to come to grips with underlying issues.) 

3. Inquire about problems within your own company, Plenty of 
problems surround you. Have lunch with the Controller’s Assistant, 
the Salary Administrator, the Purchasing Agent, the Labor Rela- 
tions Assistant. Ask questions. Display interest in their problems 
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and possible solutions. Make it a practice to keep informed, Don’t 
“expert” these problems just learn what they are In the process, 
you will become a more capable Industrial Engineer as well 

4 Think about these proble ms What would you do il thev 
were your problems? What are the really fundamental issues 
stripped of surface manifestations? How have these problems been 
solved before? Where have solutions fallen short? Why? How 
would your suggestions help the company as a whole to be mor 
successful? Short or long term? 

5. Volunteer for extra duty. Gradually ask for greater responsi- 
bility when you believe you can handle it well. Volunteer for 
study groups or working committees outside your normal working 
channels, Assume added responsibility within your own depart- 
ment. Contribute ideas on .problems you see around the plant 
even though it’s not required ot you 

6. Participate in professional associations. Your local ALLE 
Chapter for example, needs active leadership. The problems you 
will face and the responsibilities you will shoulder as an officer 
afford valuable experience 

7. Learn about the logic of people. Traditional x + y z logi 
has ilwavs worked admirably well on problems concerned only 
with “things.” But when people enter this equation, strange things 
happen People respond to another kind of logic the logic ol 
people It takes a shrewd eye and deep understanding to predict 
the actions of human beings. Yet management problems on which 
you expect to consult are replete with “people problems 

Study people’s motivation and behavior carefully, They are 
important. The internal consultant needs to have them working 
for him, not against him 


Reflect on the things you have learned. Hold onto the 
fundamentals you discover and discard the chaff. Relate 
the interaction of people and departments, as you ob- 
serve them, to one another. Draw your own lessons from 
these experiences, Thus, deepen your understanding and 
appreciation of the company’s people, its problems and 
their underlying causes. In these ways, the dedicated 
Industrial Engineer can gain maturity and necessary 
perspective. His qualifications for an internal consulting 
role will grow as well. 

GETTING THE CHANCE 


Obviously the Industrial Engineer 


doesn’t fold his hands and wait for a chance to consult 


well-prepared 
on broader management problems. He seeks it, instead 
The process is gradual, of course, His first chance may 
grow out of committee work or come as a result of a 
suggestion he has made. 

But the well-equipped man who has gained respect 
from his associates and his superiors over the years has 
nothing to worry about. 

His advice and counsel will be sought out by others 
And at this point his principal concern will change from 
“How ean I earn the opportunity to do consulting work?” 
to “How can I resist the pressure to join the ranks of the 
line managers?” 
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Increasing Utilization of the Cost-Quantity 
Relationship in Manufacturing 


by RENO R. COLE 


Professor of Engineering, University of California, Los Angeles 


Crr iS of the cost-quantity relationship in manufae- 
turing, also known as learning curves, progress curves, 
cost improvement curves, and time reduction curves, 
into general us 


World War I 


As usually understood, the theory of such curves states 


can in the airframe industry during 


that as the total quantity of a product or model manu- 
factured for the first time doubles, the direct labor cost 
of the 2n'® unit will be less than the direct labor cost of 
the 7 


th 


unit by some fixed percentage Ol the n‘*® unit cost. 
Several early studies in the airframe industry have indi- 
cated that for airframes this percentage is 80%. Thus, 
for example, if the labor cost for the 10™ unit is $1000, 
the labor cost for the 20 unit would be 80% of this or 
$800 and for the 40" unit $640, ete 


This re lationship has the function 
Y ar 


where r is cumulative unit number 
vy is labor cost 


a, b are parameters 


For the 80% curve mentioned above, b has the value 
0.322. The labor cost of the first unit is always equal 
toa 


The cost quantity relationship has also been defined by 


Y aa” Eq. 2. 


where Y is average direct labor cost 
a, b and x are the same as in iq. l 

The appearance of the curves when defined either way 
is shown in Figure 2. The relationship Eq. 1. is known as 
the unit curve, while the relationship Eq. 2. is known as 
the cumulative average curve. The parameters a and b 
will have the same value for either definition. Eq. 1. will 
be used in this discussion. 

The relationship Eq. 1. or Eq. 2. is hyperbolic (Fig. 1) 
and conveniently gives a straight line when plotted on 
logarithmic scale (Fig. 2). The percentage figure referred 
to (80%) is termed the “slope” of the curve. (This defi- 
nition of slope is different from the one used in mathe- 
matics. ) 


May—June, 1958 


USEFULNESS OF THE TECHNIQUE 

Results of the survey reported here indicate that plan- 
ners in many industries outside the airframe industry are 
now beginning to realize that use of the cost-quantity 
relationship is of basic importance for rational planning 
during the early manufacturing or “learning” stages of a 
new product or model. 

The conventional data and formulae used by engineers 
estimating factory requirements for new products or new 
models can only give labor requirements “at standard,” 
that is, for production conditions which have reached a 
“steady state.” This is the cost per unit which is substan- 
tially' reached at C, for the n,‘* unit of Fig. 1. 

If the parameters of the cost-quantity relationship 
curve can be estimated, however, a prediction of direct 
labor requirements during the “learning” phase can be 
made on a quantitative and objective basis. Since the 
ratio of other costs to direct labor costs is usually known, 
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Fig. 1. Typical Cost-Quantity Curve 
































‘Theoretically of course, if the relation Eq. 1. or Eq. 2. is 
assumed, the cost continues a very slow decrease indefinitely as 
production is continued, 
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IF | IS DEFINED AS UNIT CURVE THEN 
2 IS CUMULATIVE AVERAGE CURVE. 

IF | IS DEFINED AS CUMULATIVE AVERAGE 
CURVE THEN 3 IS UNIT CURVE. 


DIRECT LABOR HOURS 


PRODUCTION UNIT NUMBER 


Fic. 2. Appearance of the Cost-Quantity Relationship Curve on 
Logarithmic Seale 


an accurate estimate of total production cost can there- 
fore be made. In addition, scheduling of most of the 
requirements for the initial phases of production such as 
manpower, material, factory space, equipment, tooling, 
ete., can be put on a rational bases since requirements for 
these items are also related in a known way with direct 
labor usage (6). 

In the case where the total number of units to be man- 
ufactured is limited, such as represented by the quantity 
n, (Fig. 1), the total cost which can be predicted, which 
is the area under the curve between n, and n., may well 
be small in comparison with the cost which cannot be 
predicted without use of the cost-quantity relationship. 
This the area under the curve between O units and 
n, units. The cost-quantity relationship thus also has an 
obvious and special importance in the pricing and gen- 
eral planning for products of limited total production 
quantity. Many defense contracts and some commercial 
products fall in this category. 


HISTORY 


From the historical standpoint, cost-quantity curves 
have been used in this country since about 1936, when a 
publication by T. P. Wright described the relationship 
and indicated its application in the airframe industry 
(16). The technique was used extensively in the airframe 
industry during World War II, and additional publica- 
tions have appeared from time to time since the war. In 
addition to that of Wright, papers by Crawford (7), 
Berghell (2), Carr (4), Standford Research Institute 
(18), and others are of theoretical interest while airframe 
company publications of Glenn L. Martin Company 
(11), Chance Vaught Aircraft Incorporated (13), North- 
rop Aircraft Incorporated (12), North American Avia- 
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tion Ineorporated (3), and Boeing Airplane Company 
(19), were designed to assist In practical application of 
the principles. General descriptions of the technique and 
its applications have been published by Thue, Maynard 
and Shapell (15), Ghormley (8), Lundberg (10), and 
Cole (6). A recent publication by Asher (1) offers contr- 
butions to the theory and gives a comprehensive survey 
of present knowledge particularly pertaining to the air- 
frame industry. 

The cost-quantity relationship in manufacturing has 
been known and used for more than 20 years. In view of 
its importance it is, therefore, somewhat surprising that 
published literature on the subject is not more extensive 
On investigation, this situation seems to result from the 
small amount of empirical data which has been made 
available for analysis. Most of the studies to date have 
been based on data from the airframe companies or from 
Air Force data obtained through airframe contracts. It 
is striking that with few exceptions (9) (14), no data or 
application studies have been published for any industry 
other than airframes. 


SURVEY OF PRESENT USE 

Since this study and other studies (9) (14) indicate 
that the cost-quantity relationship is as fully applicable 
and as useful in types of manufacturing other than the 
airframe industry, a survey of southern California indus- 
tries was conducted to determine the extent of applica- 
tion of this technique in industries other than airframes 

Only non airframe metal product manufacturing in- 
dustries having 300 or more employees were surveyed 


Some results of the survey are given in Table 1 


CONCLUSIONS REGARDING PRESENT USE 


Judging from the fact that 61% of the companies sur- 
veyed reported use of the cost-quantity relationship, this 
technique would seem to have found acceptance in indus- 
tries other than airframe. It should be realized, however, 
that this tendency is probably more pronounced in 
Southern California than it is elsewhere due to the influ- 
ence of the many airframe companies in this region in 
which this technique has been familiar for a number of 
years. 

It is interesting that a high percentage of the compan- 
ies surveyed who reported use of the technique con- 
sidered it a necessary part of planning. A considerable 
percentage of replies were qualified, however, by stating 
that judgment was required in the use of the technique. 
This is, of course, true of the application of any Indus- 
trial Engineering technique, but the reply would seem 
to indicate the absence of a completely comfortable feel- 
ing on the part of many who use the cost-quantity con- 
cept. This is undoubtedly due to the limited amount of 
information available for industries other than airframe. 

In (d), Table 1, is given a summary of cost-quantity 
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TABLE 1 


lily Ri lation hip Techniq ie l liliza- 


Calforna metal product manufacturing 


olhe fhan aryrtrame 
use the cost-quantity relationship in your manufaec- 
ining planning? 
Number Percent 
28 61 
IS 39 


16 100 
own data or do vou use published 


Number Percent 
23 82 
5 18 


100 


» 
echnique 


Percent 
39 
36 
28 100 


tionship used in your operation? 


Numbet Percent 
l 29 
l 24 
15 
4 
9 


16 100 
relationship appheations in the industries surveyed, 
\s might be expected, the greatest use is for estimat- 


ng, pricing and projection ol manpower requirements 


Some of the minor uses mentioned are interesting and 


profitably 


might receive more attention by industrial 
planners. For instance, use of the cost-quantity relation- 
ship for planning economic lot sizes during the “learn- 
ing” yy riod Was mentioned only once. However. the plan- 
ning of lot sizes on a systematic basis during the learn- 
ing period would seem to require application of the cost- 


quantity conception 


COST-QUANTITY DATA FOR INDUSTRIES OTHER THAN 
AIRFRAME 


\s there is an evident need for cost-quantity data 
which applies to industries other than airframe, a project 
was conducted at the University of California, Los Ange- 
les, with the objective of collecting such data from typical 
industrial sourees and subjecting it to suitable analysis 
Due to security reasons, it proved unexpectedly difficult 
to obtain this type of information from industrial con- 
cerns. While not as complete a coverage of industries was 
achieved as hoped for, some interesting and, it is hoped, 
useful results were obtained which are reported in Table 
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2. Table 2 also lists all previously published data which 
could be found, with source references. 

The parameters a and b were determined for the data 
collected in the present study by regression analysis 
using the least squares criterion and assuming the func- 
tion given in Eq. 1. 


CONCLUSIONS REGARDING COST-QUANTITY DATA PRESENTED 

An examination of the data in Table 2 reveals a very 
small variance between the slopes obtained for the differ- 
ent types of manufacturing studied. While there is a 
range of 364 to 1,200,000 first unit hours, the range of 
slopes is only 77% to 82%. 

The mean of the slopes given in Table 2 is 79.6%. 
Assuming random sampling and normal distribution, 
95% confidence limits for the mean; computed using the ¢ 
statistic, are 78.3% and 80.9% for this series of observa- 
tions. At least, this result should be of some assistance to 
planners applying the cost-quantity relationship in a sit- 
uation where the curve parameters are as yet unknown. 

Another conclusion which may tentatively be reached 
is that there is evidently no causal relationship between 
slope and first unit direct labor cost for different manu- 
factured products. As mentioned below, such a relation- 
ship is now thought to exist, however between different 
models for airframes. 


TABLE 2 
Cost-Quantily Re lationship Data from Various Industries 


First Unit 
“a ours 


Product Reference Slope, 
Precision mechanical electro- 
optical aircraft instrument This study 2,175 
Electronic unit; 80% electronic 
components, 20% mechani- 
cal components study 
Mechanical-hydraulic electrical 
unit, 70% mechanical com- 
ponents, 30% electrical com- 
ponents study 
Large built-up laminated plas- 
tic aircraft assemblies study 
Electronic data processing 
equipment— Unit A study 
Electronic data processing 
equipment-—Unit B study 536 
118 World War II airframe 
models 17 14.3* 


Liberty ships—-World War II 
composite experience of 10 


1,200,000 
yards 


(Approx.) 


Semi automatic machine tool 2,114t 


Textile machine 3, 200+ 

Multi-purpose construction 
machine 1,481t 

* Hours per pound of airframe. 

+ Arbitrarily adjusted to conceal actual cost level. 
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PRESENT PROBLEMS REGARDING THE COST-QUANTITY 
RELATIONSHIP 


Present problems concerning the cost-quantity rela- 
tionship for manufacturing lie in two general areas: that 
of specifying a suitable curve, which means estimating 
the parameters a and b; and that of improving the curve, 
from a cost point of view, where the relationship has 
been established in a particular manufacturing situation. 


SPECIFYING A SUITABLE CURVE 


The first of these areas has received most of the atten- 
tion given to the subject up to the present time. Certain 
principles have been tentatively established which are 
helpful in predicting a suitable curve. However, the prac- 
titioner interested in application of the technique is still 
faced with the necessity of making an estimate of slope 
based on data collected in his own operation or on the 
small amount of published data available. In addition, 
he must either estimate the cost of the first unit or esti- 
mate the number of units required before the curve will 
approach his estimated steady state production cost. 

In making a decision regarding the slope, the estimator 
may be guided by two general relationships which seem 
to have been established in a preliminary way. The first 
of these states that the slope bears a direct relationship 
to the ratio of labor unaided by machine, such as assem- 
bly labor; to labor aided by machine, such as parts fab- 
rication operations. This is to say that the curve will be 
steeper, and cost will decrease more rapidly, the greater 
the proportion of manual work to machine aided work 
involved (9). The other relationship has only been indi- 
cated for different models of the same product. This 
states that there is an inverse relationship between the 
percent slope as defined here and the labor cost of the 
first unit (1). This means that the higher the labor cost 
of the first unit of a new model of the same product, the 
lower will be the percent slope or the faster the cost will 
decrease with successive units of production. 

Having made his best estimate of the probable slope, 
the planner is faced with the dilemma of either estimat- 
ing the cost of the first unit or estimating the number of 
units required to attain substantially steady state oper- 
ating costs. Unless he fells fairly certain of his estimate 


of the slope, and unless the relationship described above 


can be used as a guide, he may find it easier to estimate 
the quantity when steady production will be established, 
in view of the many uncertainties involved in estimating 
the unit number one cost. A comparison can, of course, 
be made using both of these methods. In any case, the 
problem facing the estimator is not a happy one and 
theory has not as yet made contributions which help him 
to any great extent. 

The best answer to this part of the problem is careful 
collection and compilation of data under the existing 


manufacturing conditions. Unfortunately, many cost 
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accounting systems are not adaptable to collection of 
learning curve data and managements are often not suffi- 
ciently aware of the plight of the estimator to be amen- 
able to making revisions in the accounting system which 
would permit collection of the required information. 


IMPROVING THE CURVE FROM A COST STANDPOINT 


The other area of the cost-quantity relationship prob- 
lem referred to above concerns the possible improvement, 
from a cost point of view, of a production situation where 
the cost-quantity relationship has already been estab- 
lished by experience. This possibility has received little 
recognition in the literature and the problem has evident- 
ly received little consideration. However, some present 
studies at the RAND Corporation represent a start in 
this direction (17). 

Since the area under the cost-quantity curve represents 
the total cost, and since this area depends both on the 
number one unit cost and the slope, it is clear that any 
effort to improve a production situation from a_ cost 
standpoint during the “learning” phase be aimed at the 
number one cost as well as the slope of the curve. Indeed, 
as pointed out by Asher (1), a product having a steeper 
slope but a higher cost of the initial units may well have 
a higher average cost during the learning period than a 
product for which the reverse is true 

While the problem of reducing cost in steady state pro- 
duction conditions has been one of the major considera- 
tions of Industrial Engineering for many years, as men- 
tioned above, the problem of reducing cost during the 
learning period has received little or no attention. It is 
to be noted that many defense products and a number of 
domestic products such as computers and possibly some 
airframes never get out of the learning phase before the 
contract is completed or a new model is introduced. 
While many of the techniques which have been devel- 
oped to reduce cost in steady state manufacture are 
undoubtedly applicable to the learning stage, some of 
have a different relative 
degree of effectiveness during this phase 


these techniques obviously 
There are 
undoubtedly new techniques waiting to be discovered 
and developed which are uniquely important during the 
learning phase. It seems that this area is a promising one 
for research. 
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System Simulation—A Fundamental Tool 
for Industrial Engineering 


by DONALD 


Derinc recent years a new technique has come nto 


prominence as an aid in both the task of training and in 


problem solving. This technique, called System Simula- 
tion, has been developed in both the military and indus- 


try by operations research and Industrial Engineering 


groups charged with making recommendations concern- 
ing complex planning problems and in developing train- 


ing methods. A growing need for this thorough and scien- 


tific study, plus the availability of high speed electronic 


computers, has brought the concept of system simulation 


to the fore as a most useful Industrial Engineering and 


management tool 


System simulation has the most useful property of 


permitting experimentation with and testing of certain 
policy, procedure and organization changes in much the 


same way as the aeronautical engineer tests his design 


ideas in the laboratory or the “wind tunnel.” Simulation, 


long used as an engineering method (11), is now being 


used to: 


1. Study complex oy 


erating plans, and management controlling 


systems for the purpose 


of de signing better plans and or 
systems 

2. Study and train people in the operation of complex tasks 

3. Gain acceptance of proposed changes through better under- 


standing of how a given system works or operates 


Simulation has application from very small day-to- 
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day problems to complex management and industrial 
engineering problems requiring operations research teams 
and computers. As we shall see, simulation has the advan- 
tage of being easily understood, of being relatively free 
of mathematics and of often being quite superior to 
mathematical methods which may be too complex to 
apply or even not available. Another distinct advantage 
lies in the fact that simulation generally eliminates the 
need for costly trial and error methods of trying out a 
new operating concept on the real flesh and blood and 
machines. 

The purpose of this paper is to develop in a non-tech- 
nical manner answers to the questions, What? and How?, 
Who? and Why?, facing the Industrial Engineer inter- 
ested in what simulation may offer. Discussion is there- 
fore directed to the following objectives, 

1. To indicate the nature and utility of the method by means 


of an illustrative example 
2. To describe some industrial applications of simulation and 
to provide a partial bibliography. 
3. To relate the method to more analytical approaches and 
discuss its role in “Installation Theory.” 


One of the difficulties involved in the solution of prob- 
lems of the broad nature referred to, is the compartment- 


‘Installation Theory has been defined as “study of the over-all 
most efficient way of introducing a change” (17). 
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alized thinking that organization structure and account- 
ing methods tend to impose upon the managers of the 
affected departments. Each manager is motivated pri- 
marily by goals related to his own function which gen- 
erally conflict with cost goals in other departments. The 
management of inventory is a well-known example of 
this elass of problems. 

In solving such problems top management generally 
arrives at a solution by compromise—a little bit for 
everyone and really not getting the best economic solu- 
tion from the over-all company point-of-view. Since this 
is a well-known problem, let us briefly discuss the ques- 
tion it raises. How can we get at such problems where 
interactions between various elements of the problem or 
between various functions in the organization play such 
an important role in finding this best over-all solution, 
and, perhaps even more important, getting the solution 


accepted and implemented? 


METHODS FOR ATTACKING SUCH PROBLEMS 

There are three general courses of action open to us 
which are of value in different ways.* Let us list thes 
and then discuss each method briefly 


1. Experiment with the real facilities, machines and men 


» 


2. Formal mathematical analysis—construct equations describ- 


ing the various alternatives 
Conduct simulated experiments, or System Simulation 


herein termed 


EXPERIMENT WITH THE REAL FACILITIES, 


MACHINES AND MEN 


Generally speaking, any idea that has been thoroughly 
studied is still not proven until it is tried out in the real 
situation. In using this method, suggested ideas or plans 
are brought forward for consideration as a result of cost 
studies of varying degrees of detail and refinement. Or, 
we may decide to emulate the practices of successful 
competitors and plan to do better through knowledge of 
their successes and mistakes. 

In either event the basic task of study and analysis of 
the interactions involved by means of “models” is not 
performed. The suggested plan, when approved, is simply 
put into effect. If the plan proves to be inadequate a 
modification is made. Thus, as often happens, we end up 
“experimenting” with our own men, machines and facili- 
ties. While in many cases this is the only method avail- 
able—and it does get action—there is the attendant con- 
fusion and cost of operating inefficiently for a long period 
of time while “testing” alternatives that may be avoided 
by the analysis or simulation approaches. 


FORMAL MATHEMATICAL ANALYSIS 
This is the most desirable and powerful approach. 


However, this method, which may be said to consist of 


*L. M. K. Boelter has described various techniques of problem 
solution. See reference (5), 
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writing equations which describe completely the problem 
area or system under study, is often too complicated to 
utilize effectively. Also in many situations the mathe- 
matics have not or cannot be developed which will per- 
mit all the desired factors to be considered simultane- 
ously. This is particularly true in the case of competitive 
problems (4). 

Further, the mathematical method generally poses a 


distinet problem in communication. It is often hard to 


convince people that what a complex formula seems to 


say is really the best thing to do. There are many “if’s” 
and “but’s” that are hard to overcome im the process of 
getting change accepted. Thus “experimentation,” as dis- 
cussed above, generally still has to be performed In cases 
where the first two methods have not given satisfactory 
results the method of System Simulation is often useful 


SIMULATED EXPERIMENTS—SYSTEM SIMULATION 


In using this method the problem or system under 
study is first described as the sequence of individual 
operations to be performed. This may be called the “Flow 
Model” of the system. It is then necessary to have data 
indicating how the individual operations are interrelated 
and to have the frequency distribution of elapsed times for 
each individual operation for the different conditions to 
be explored. 

Then inputs of such items as manpower, scheduling 
methods, or amounts of equipment, facilities, ete. are 
systematically varied. By consulting the time data men- 
tioned above in a random manner, the over-all time for 
the sequence of operations can be determined, This proe- 
ess performed over and over simulates operation of the 
system and permits accruing such total system data as 
average equipment and manpower utilization, or inven- 
tory outages, delays ete. Such outputs are then used to 
evaluate the desirability of the given input under test 
and in effect a simulated experiment has thus been con- 
ducted. 


AN ILLUSTRATIVE EXAMPLE 

Since the foregoing description is somewhat brief, a 
relatively simple yet practical example will be traced 
through to illustrate the concept and provide a vehicle 
for further discussion of the method and some applica- 
tions that have been made in industry. This particular 
example has also been chosen to bring out the relation- 
ship of the simulation method to the mathematical 
method for treating the same problem. For a solution of 
the same problem through queueing theory methods see 
reference (16). 


THE PROBLEM STATED 


Let us look at the following problem. We have a shop 
in which 20 machines run continuously for 24 hours per 
day 5 days per week. These machines experience break- 
downs from time to time despite preventive maintenance 
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practices. We have four repairmen on duty at all times 
and the machines are such that only one repairman can 
work effectively at a machine at a given time. Further 
the repairmen cannot be used for other than the repair 
task at hand. As managers, we are concerned over two 
observable facts which have come to our attention. 


1. From time to time we note that there are more than four 


machines down simultaneously and we wonder if a fifth re- 


pairman would be a profitable investment in labor to avoid 
machine waiting time 


We also note that there are many times when all repairmen 


are idle and that there are even more times when three and 


two repairmen respectively are idle. Therefore, we also 


wonder conversely, do we have too many repairmen and 


would not three repairmen be more satisfactory? Thus we 


have conflicting possibilities to study 


4 ROUGH ANALYSIS SOLUTION BY AVERAGES 


Now suppose we have made studies which show that 
the average running time between breakdowns is ten 
hours and that on the average the necessary repairs 
require one hour to complete, i.e. the machine is down 
one hour out of every eleven total hours on the average. 

This rough data indicates that from twenty machines 
we could expect 1/11 times 20 hours of work to arrive 
each hour. This turns out to be 1.82 hours of work arriv- 
ing each hour and we have available 4 man-hours to take 
care of this work. This would seem to indicate (if we are 
content with this analysis) that 4 men could take care of 
the repairs quite adequately and with no machines ever 
caused to wait on a repairman. Further, we might expect 


to find on the average that repairmen are idle approxi- 
4—182 | 
mately 54 percent of the time { — 3 54). 


However, recent work sampling studies made in obser- 
vation of the actual workmen indicate that the pereent- 
age of idle man time actually varies from 32 to 63 per- 
cent and that machines wait for a repairman from 3.3 
percent to 1.1 percent of the total available time. It is 
hard to pick out the best figures from the above utiliza- 
tion studies to use in our cost study. And further, how do 
we know what the effect of putting on or taking off an 
additional man would be? 


A BETTER METHOD OF SOLUTION IS NECESSARY 


Clearly, our rough analysis is not sufficient to evaluate 
the economies of ‘utilizing another repairman. We could 
try to get an answer by experimenting with the real men 
and machines. To do this we would actually put on an 
additional man and after a period of time carefully 
measure how much better machine utilization we had 
achieved. Then if we weighted this against the cost 
incurred we could get a measure of improvement. Then, 
after awhile, we could cut back to three men and again 
measure the effects. While in effect this is the method we 
have been using, it is costly both in time and in money 
lost if we are not operating at the right solution now. As 
indicated, System Simulation is a way of performing this 
“experimenting” in the laboratory without the costly and 
disturbing job of experimenting with the real people and 
equipment (which are continually changing anyway). 


PERFORMING THE SIMULATION WITH THREE REPAIRMEN 


To perform this simulated experiment we need data 
which we already have from records concerning the run- 
ning time between repairs and the elapsed time in mak- 
ing the necessary repairs. Our operations analyst tells us 
that we have a chance of one in ten (probability of .1 in 
mathematical language) of machine breaking down in 
any given hour of operations.’ Further an extensive study 
of the resulting repairs discloses the following: 

40% of the repairs require 4% hour to complete. 

30% of the repairs require 1 hour to complete. 

20% of the repairs require 14% hours to complete. 

10% of the repairs require 2 hours to complete. 


These data tell us that we have a 40% chance of a 
given breakdown requiring 4% hour to repair, a 30% 
chance of it requiring an hour to repair, ete. With these 
data we are now ready to simulate what would happen 
if we were to use various numbers of repairmen. Let us 
start with three. 

Our first task is to estimate how many machines will 
break down in a given hour of operation of our simulated 


lish the appropriate probability statement. See reference (4), 


TABLE OF RANDOM DIGITS 67 


03300 
03301 
03302 
03303 
03304 


59115 26885 48261 
77231 10765 
30562 73877 
14946 57540 


27956 57494 


76540 67250 
55295 34116 
98000 40627 
39628 54643 
20694 10757 


27536 52568 
09346 90710 
48864 92845 
33326 89169 
58577 73570 


03305 
03306 
03307 
03308 
03309 


51391 61287 
87162 28094 
91297 51592 
22546 63509 
06048 64380 


38416 15559 
47554 75403 
22052 84757 
90082 34417 
13625 26616 


96030 74125 
88055 52322 
49212 66688 | 
78832 83479 
79981 20991 


27537 
22899 


31877 


Fic. 1. Table of Random Digits (Reproduced with permission from “A Million Random Digits” 


by the Rand Corp., 1955, The Free Press, Glencoe, IIl.). 
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Fic. 2. Time Log of Breakdowns 

To do this we could turn to a roulette wheel with 
ten numbers. It 
“Monte Carlo”’ 
an important aspect of System Simulation. 


system. 


is quickly apparent why the term 


method has become popular in describing 


Since our chances of having a breakdown were pre- 
viously determined to be one chance in ten we can let 
any one of the ten digits represent a breakdown. We are 
assuming an unbiased wheel wherein the ball is as likely 
to land on one number as any other. 
shall arbitrarily 
breakdown. 

Now, 


chance, let us refer to a table of random numbers that 


In our example we 
assign the number 9 to represent a 
rather than actually use this exciting device of 


has been painstakingly recorded by scientists for Just 


such types of analysis. This table may be thought of as 
the record of many throws at the wheel. It is an unbiased 
listing that gives us numbers that are perfectly random. 
Fig. 1 represents a portion from such a table of random 
numbers. 

Since we have 20 machines, each with a chance for a 
breakdown, let us look at 20 numbers from this table as 
shown in the block at the left. 


there are three number 9’s. 


In this group of 20 we 
Thus three 
The next question 


observe that 
machines broke down during this hour. 
is, “How long do these repairs take?” 
To obtain this repair time we use the random number 
tables again. This time we assign digits 0-9 as follows: 


REPAIRMAN 
NO 
oS 8: 8 me ee . 0 
| z= = | im i 1) MACHINES 
2! WAITING 


| MACHINES 
WAITING 


4 0 
] 1) MACHINES 
] 2) WAITING 


01234567 8 O NID 1DIe 1S et 71m 19 2021 22.23 24 252627 28 29 30 


TIME 
Fic. 3. Time Log of Breakdowns 
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(40% ) 
(30% ) 
8-9 incl. represent a 1% hour repair (20%) 
(10%) 


1-4 incl. represent a % hour repair 


5-7 incl. represent a 1 hour repair 


0 represents a 2 hour repair 


Note that these are in the same proportion as our data 
concerning repairs as shown by the figures in parentheses. 

Let us look at any three numbers to find out how long 
our three breakdowns require in repair. We shall use the 
last digit of each five digit number shown in the right 
inset. This gives us the 5, 8 and 4 shown underlined and 
our repairs will thus require 1, 144, and ¥ 
tively. We have now simulated one hour of operation of 


2 hours respec- 


our Man-machine system and can keep score as shown 
in Fig. 2. 

The same method is continued until many such hours 
are simulated, and results in building up the rest of the 
Fig. 2 as shown. As we go along we finally get into 
troublesome situations. In time period 68 for example, 
ve found that more work arrived than we could conven- 
iently handle with our work force. 
“unlucky” 


The waiting time that 
is necessary due to this work load is shown as 
a shaded bar. This represents time which the machine 
was down and could not be worked on because the repair- 
men were all occupied on other jobs that had arisen 
earlier. 

One notes that there 


is a lot of idle man time and still 


HOURS 
8r— 


WAITING TIME 
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Fic. 4. Repair and Waiting Time Generated 


a fair amount of required idle machine time. 
another 


Fig. 3 shows 
portion of the simulation in which a greater 
amount of work happened to arrive. That is 
throw of the dice.” 

In Fig. 4, graphical portrayal the arrival of this 
work is shown at the bottom, and the top of the graph 
indicates when the waiting time occurred, This figure 
depicts 100 hours of System Simulation. At this point we 
have now simulated the operations of this greatly simpli- 
fied management system in the laboratory. This has 
been done without disrupting the organization by remov- 
ing or adding an employee and without waiting until 
working habits settle down so that a real live time study 
would produce meaningful data. 


more 9's 
came up in our “ 


PERFORMING THE SIMULATION WITH 2, 4, AND 5 REPAIRMEN 
DATA RESULTING 


We next perform simulation for 2, 4, and 5 repairmen 
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TABLE 1 


Number of Repairmen 
Data Reduction from Simulations 


i 


sreakdowns per Hour, Ave 
Hours per Repair, Ave 
Machine Running Time 

Percent 79.! ea 89.6 
Idle Repairmen Time 

Percent | 3.4 36 52.0 
in a similar manner. Table 1 indicates the data summar- 
ized from these simulations 

Examination of these data indicates the gain in 
machine utilization through employment of additional 
repairmen. We note that there is a smaller increase in 
machine running time as additional repairmen are used. 
At this point our simulation is completed and we are in 
& position to put costs on the data in such a way as to 


make a lowest cost solution. 


UTILIZING RESULTS OF SIMULATION IN MAKING A DECISION 


While it is not our purpose to deal primarily with the 
economics involved in this illustrative example, perhaps 
one way in which the data can be used should be shown 
in the interest of making a complete example. Suppose 
in our example it is our intention to turn out a specific 
amount of production per week and that we will work on 
Saturdays, if necessary, in order to turn out this planned 
amount 

Suppose 


further that considering the overtime and 


standby labor involved, we have ascertained that idle 
machine time costs us $5.00/hour. Our regular repair- 
man rate is $2.50/hour. Now with the data in Table 1 we 
can compute the cost per machine hour of operating with 
different numbers of repairmen.* Fig. 5 depicts the results 
of such computations 

In this case our decision is indicated quite clearly—we 
should change to three repairmen instead of the four 
currently used. From Fig. 5 we can also estimate the 
annual savings which turns out to be $4200 with the 
same total production possible. While this is a small 
amount, the relative size of the problem should be kept 
in mind 


MANAGEMENT PARTICIPATION IN: EXPERIMENTATION 

Let us carry this illustrative example a little further to 
indicate a very useful aspect of system simulation. At 
this point, the manager of the affected department may 
well have some ideas concerning how he could get better 
results than indicated by the simulation. This attitude 
should be encouraged. He might, for example, suggest 
that giving priority to certain of the repairs that arise 
during any hour could improve the machine utilization, 

*C/machine hour=r- 


250+ 5.00 (1—% machine running 


m 


time) where: 1 number of repairmen, m = number of machines 


in group 
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Fig. 5. Total Variable Cost per Machine Hour 


that purchase of more “reliable” machines would 

» a better course of action. 

The System Simulation can easily be extended to per- 
mit this manager to try out these ideas. Indeed, this 
aspect of simulation, involvement of the affected party, 
is turning out to be one of its most powerful attributes, 
for such involvement enhances understanding and there- 
fore acceptance. 


PRIORITY VERSUS ARRIVAL SCHEDULING OF REPAIRS 


In the simulation as originally performed the repairs 
were performed in the exact order in which they arrived. 
The manager has suggested that the shorter repairs 
should always be performed first when several break- 
downs occur at the same time. This is referred to as 
“priority” scheduling. 

To do this the simulation analyst must keep track of 
all the repairs arriving in any hour and assign them to be 
repaired in accordance with the priority rule of “assign 
the shortest repairs” first. Several other rules might have 
been suggested but let’s consider the effect of this one by 
simulation. We perform the experiment in exactly the 
same manner except that we now apply the priority rule. 
When this has been completed for the various number of 
repairmen, we have data which are shown in Fig. 6. 

We note that there is a slight gain in applying this 
priority rule. To evaluate the gain, we merely estimate 


g 
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Fic. 6. Machine Utilization Priority Versus Arrival Scheduling 
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Servicing factor 


EXPECTED % MACHINES RUNNING 


3 4 5 6 
NUMBER OF REPAIRMEN 
Fic. 7. The Effect of Using More Reliable Machines 
the savings obtained versus the cost of having someone 
apply the scheduling required to obtain the savings. (It 
may not cost anything.) The manager is now in a posi- 
tion to evaluate how sophisticated a system he should 
employ in controlling his repair personnel. 


THE EFFECT OF INTRODUCING MORE RELIABLE MACHINES 


Without belaboring this example, we again perform the 
simulation in the same manner except that we alter the 
probability of breakdown in a given hour from .1 to .05 
and to .01. This requires the use of two digit numbers 
from our table of random numbers to represent a break- 
down. For example, we might let the numbers 00 to 04 
represent the .05 probability of a breakdown. Otherwise 
the simulation is performed in exactly the same manner 
and results in developing operating curves such as shown 
in Fig. 7. 

With this data we are in a position to evaluate the eco- 
nomics of purchasing more reliable machines. This exam- 
ple can also be thought of as being directly analogous to 
the loading or set-up time required in a job lot produc- 
tion shop. Here, repair time becomes set-up time. Thus 
we also have a method for evaluating the economies of 
more automatic machines. 


THE ROLE OF THE COMPUTER 


Up to this point the use of a computer in connection 
with the concept of simulation has not been mentioned. 
Generally speaking, most problems of any size worth 
exploring in any great detail will be most efficiently and 
economically handled through utilization of an appro- 
priate electronic computer. The volume of detail and 
the number of hours that must be simulated in order to 
arrive at meaningful results generally demands that such 
a program be developed. In fact, even a problem of the 
size of the example, when extended to include the other 
conditions that we found desirable to make it more real, 
can be explored more efficiently and quickly if performed 
on an electronic computer. 


In preparing the problem for the computer, the analyst 
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generally prepares a logical Flow Diagram. This diagram 
shows the sequential steps involved in the problem or 
“system” under study. Fig. 8, prepared for the illustra- 
tive example, is typical of the kind of diagram that the 
analyst prepares in describing the system under study. 
This diagram is useful in the programming of the com- 
puter. 
INDUSTRIAL APPLICATIONS 

Perhaps the most dramatic aspects of system simula- 
tion lie in its ability to reproduce the workings of large 


scale systems. While such ambitious programs are of 


more interest, it should be borne in mind that their suc- 
cess is dependent on having performed many smaller 
simulations for experience, upon adequate data and upon 
consideration of the many mathematical and statistical 
problems that are involved in construction of a feasible 
and economical model. Those considering broad full seale 
models as panaceas in the decision making area are well 
advised to engage in smaller projects at the outset. This 
will prevent certain disillusionment and make for a more 
meaningful research program. 

With this word of warning let us turn ovr discussion 
to a few industrial applications of system simulation. At 
a Symposium on System Simulation’ the progress and 
results of several ambitious simulation projects were pre- 
sented. Perhaps a listing of a few of these simulations 
discussed will serve to give an idea of their scope and 
content. We shall then turn to a brief discussion of a few 
examples. 

Company or Organization for 
Which Simulation Was 
Designed 


Type of System Simulated 


United Air Lines Airport Station Model 


General Electric Company 1. Production Control Model 
2. Profit Planning Simulation 
Imperial Oil Limited Distribution and 


Control Models 


Simulation of Peak Hour Bus 
Operations 


Inventory 
Port of New York Authority 


Office of Naval Research 


Southern Pacific Railroad 


Simulation of Cargo Handling 
Freight Car 
Distribution 


Inventory and 

The Rand Corp. 1. Air Force System Training 

2. Air Force Logistic System 

1. Army QM Requirements 
Forecasting Simulation 

2. Army Bn Maintenance 
System Simulation 

Decision Model 
Operations 


ORO, The Johns Hopkins Uni- 
versity 


California Texas Oil Co., Ltd. Caltex Group 


Thompson Products Inventory Control Simulation 
American Management Asso. Top Management 
Simulation 


Decision 


*Symposium on System Simulation, New York, May 16 and 
17, 1957. Co-sponsored by the American Institute of Industrial 
Engineers, The Institute of Management Sciences and the Opera- 
tions Research Society of America. See reference (31) for the 
report of this meeting and reference (1) for a brief review. 
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Fic. 8. Flow Diagram for System Simulation 


In addition to the above, simulations of interest to 
Industrial Engineers have been performed at such com- 
panies as Eastman Kodak, Atlantic Refining, Matson 
Navigation Company, Monsanto, International Business 


Machines, ete 


bring out experiences of these companies.® Use of the 


It is hoped that further symposia will 


technique has not vet jelled to the point where a common 
language has developed. However, a brief description of 
a few of the above simulations will set the stage for dis- 
cussion of some common threads that appear to be pres- 
ent in the activities 


DISTRIBUTION AND INVENTORY CONTROL MODEL 


Imperial Oil has studied an extensive distribution sys- 
tem composed of many hundred field warehouses in con- 
nection with an extensive expansion problem. The flow 
of stock under various possible combinations of facility 
plans was studied by simulation and costed. Results of 
this work were instrumental in suggesting a central 
warehousing method of operation (21). 

Inventory and distribution problems are particularly 
complex and interrelated and are among the most impor- 
tant problems in management today. It is understand- 
able, therefore, that we find considerable activity in the 
simulation of various distribution and inventory prob- 
lems. Several papers presented at the symposium dealt 
with this problem area. 


AIRPORT STATION MODEL 


United Air Lines has set up and operated a simulation 
of the operations at a large airport on an IBM 704 com- 
puter (2). With it, several months of actual operations 
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at an air terminal can be simulated in a matter of min- 
utes. If one visualizes the “flow” of a plane through an 
airport and all the factors that determine the total time 
spent, such as landing, taxiing, maintenance, loading, etc., 
an idea of the complexity of the simulation is afforded. 
There are reportedly some 9,000 instructions in the com- 
puter program which took some nine months to develop 
after the logic was worked out in flow form. A diagram 
for this simulation, similar to Fig. 8, would be quite com- 
plex! 

This model involved such structural and environ- 
mental elements as: 

1. Time of day, week, and year 
2. Weather conditions 
3. Maintenance plan 
4. Availability of spare aircraft 
5. Manpower schedule 


Probabilistic factors such as the need for maintenance, 
the type and length of resulting repairs, absenteeism of 
personnel and scheduling delays form the variable back- 
ground for testing changes in company policies and prac- 
tices. For example, management can change the number 
of spare aircraft, or the manpower schedule, and simulate 
operations under these new conditions. The computer is 
programmed to provide such output measures of per- 
formance as expected idle manpower, expected idle 
equipment, utilization of maintenance and berthing facil- 
ities. By comparing the expected performance in terms 
of these outputs with the cost of obtaining that perform- 


*The Second System Simulation Symposium is scheduled for 
October, 1958. 
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ance, decisions can be reached that produce the best 


over-all operation of the complex airport system. 
PRODUCTION CONTROL MODEL 


The General Electric Company is using simulation to 
test new concepts and methods in production scheduling. 
Every production control manager knows that the meth- 
ods priority rules and procedures that he uses in dis- 
charging his scheduling job have an important effect on 
his company’s utilization of men and machines and also 
upon how smoothly the production flows and serves the 
customer 

In this model, factory operations are simulated to test 
these decision rules which, in effect, are the scheduling 
system. Policies and 


procedures machine 


loading, scheduling, and dispatching are being systemat- 


concerning 


ically tested in the laboratory and evaluated in terms of 
internal inventory cost, idle man and machine time, flex- 
ibility and cost of the scheduling itself. In this way the 
trial and error method of actually trying out a new 
approach will be avoided. Rowe and Jackson have dis- 
cussed this problem of research (22) (31). 


PROFIT PLAN NING SIMULATION 


A television tube manufacturing company has explored 
ways of obtaining better profit from its over-all opera- 
tions through simulation (19) (31). The flow of product 
was studied throughout the entire system. A flow chart 
of material from the point of purchase through opera- 
tions in manufacturing to transportation in the distribu- 
tion system was made, This chart served as the basis for 
programming a computer. Such factors as changes in 
volume imposed by the changes in customer demand, 
changes in product mix from a scheduling point of view, 
changes in the number and location of manufacturing 
plants, changes in the method and pattern of distribu- 
tion and storage, and different expected losses of product 
in the manufacturing process could be made in the pro- 
gram put into the computer. 

By studying these changes, it was possible to find out 
which factors were of the greatest sensitivity in produc- 
ing profit and it was possible to experiment with possible 
changes in any of the factors indicated. Finally, the com- 
pany feels that it has a realistic mechanism for planning 
and controlling its business system. 


A TOP MANAGEMENT DECISION SIMULATION 


The American Management Association has had con- 
structed a “game” or “competitive simulation” built 
around the major control decision problem that a top 


executive faces in piloting the course of his company in 
a competitive economy (4) (21). This simulation exer- 
cise has been made the central subject of a two week 
course in Executive Decision-Making at Saranac Lake, 
N.Y. 


In this exercise, executives must make decisions con- 
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cerning the allocation of funds to production, marketing, 
research and development and new plant construction 
activities as well as set the price of their product and 
specify market research information to be procured and 
obsolete plant to be sold. These decisions must be made 
while in competition with four other companies, each 
striving for a greater return on their investment, The 
objective of this exercise is to give appreciation training 
to junior executives concerning the need for balance and 
the development of competitive strategies in plotting a 
company’s course during ten years of simulated opera- 
tions. Forms similar to the one shown in Fig. 9 are filled 
out every fifteen to twenty minutes (a quarter of a year’s 
operation) and turned in for processing by an IBM 650 
computer, which is programmed to determine the effect 
of their decision and print out the results 

Plotting of information, planning and budgeting activ- 
ities and the critique session at the end of the play serve 
to bring out quite realistically many of the principles of 
scientific management. 


COMMON THREADS IN THE USE OF SIMULATION 


A survey of users of simulation gives us answers to 
two questions that are of interest. Why use simulation? 

the purpose. Under what conditions is it used?—the 
type of problem. 

The purposes may be summed up as follows: 


1. To train people in their duties in a complex system 

2. To learn about the operation of a complex system. This 
may be for either research or training purposes 

3. To experiment with possible or suggested changes in policies, 
procedures, men, machines, under laboratory conditions and 
in a dynamic context 

4. To help develop a master plan for systematic management 
research leading to the development of new control systems 

5. To study the decision maker in a live situation 


The conditions under which simulation has been em- 

ployed include the following: 
1. Where uncertainty, or variability of data is an important 

factor and where direct mathematical methods are not 

available or practical to employ 

2. Where detailed procedures must be developed and alterna- 
tives can be evaluated only in terms of total system costs 

3. Where large, complex problems with many interrelated faec- 
tors are to be studied and simpler models do not satis- 
factorily handle the interactions 

4. Where disagreement exists between affected parties in regard 
to proposed changes and an acceptable method of arbitration 
is required. 


TRAINING THROUGH SIMULATION TECHNIQUES 


In addition to the AMA simulation there are many 
other training simulations which have not been pub- 
licized as yet. Such companies as Westinghouse Electric 
Corporation, General Electric Co. and the Rand Corpo- 
ration are using simulations, roughly equivalent in com- 
plexity to the illustrative example discussed earlier, to 
train their inventory people in problems of operating 
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STATEMENT OF ASSETS ANNUAL STATEMENTS 
YEAR © QUARTER © year © 
TOTAL WET CHANGE | COMPANY I COMPANY 2 Company 3 COMPANY 4 Company 5 
cage $ 4,425,000 $23,000 | $ 4,425,000 $4,425,000 § 4,425,000 —- 8 4,423,000 = $4, 423,000 
| INVENTORY 130,000 unte @® $450 $ 675,000 $ ° $ 675,000 $& 675,000 $ 675,000 $% 675,000 $ 675,000 
PLANT INVESTMENT 1,010,000 unin @® $300 # 5,050,000 $50,000 $ 5,050,000 $4,050,000 $ 5,050,000 $3,030,000 $% 3,030,000 
TOTAL ASSETS $ 10, 130,000 $75,000 $10,150,000 $10,150,000 $10,150,000 $10,130,000 $10, 130,000 
INCOME STATEMENT MARKET INFORMATION 
OSS EES CAS ® 9960 $4,300,000 COMPANY | COMPANY 2 COMPANY 3 coumany 4 company 5 
COST OF GOODS SOLD © OPERATING EXPENSES price $500 $ 3.00 $ 300 $ 3.00 $ 3.00 
COST OF GOODS SOLO $4,030,000 SHARE OF MARKET 20 00% * * * * 
TOTAL MARKET 4,300,000 
MARKETING © RESEARCH AND OLVELOPMENT © § 300,000 POTENTIAL SALES 900,000 
OTWER (MARKET RESEARCH) ’ ° # 4,330,000 
$ 130,000 MARKET RESEARCH REPORT 
OTHER INCOME (PLANT OISPOSAL) s ©] TOTAL INOUSTRY MARKETING EXPENDITURE r 
INCOME BEFORE TAXES $ 150,000] TOTAL INDUSTRY RESEARCH @ DEVELOPMENT EXPENCITURE ) 
Taxes J 75.000 | POTENTIAL SHARE OF MARKET WAXIMUM MARKETING * 
POTENTIAL SHARE OF MARKET ~ MAXIMUM PRICE * 
wet income $ 75,000 
OPERATING AND DECISION INFORMATION 
n ri [ DECISIONS 
(for next period) —. 
umit COST OF PRODUCTION $465 $46 $4«s7 sou $40 soe «ee soe see 
UNITS OF PRODUCTION 720,000 765, 000 #1 0,000 855,000 918,000 936,000 954,000 972,000 
on DECISION ALTERNATIVES 
COST OF PRODUCTION $3,348,000 | $5,526,700 $3,701,700 | $3,66!, 700 $4,121,800 | $4,193,300 | $4,254,800 | $4,325,400 
ARKET ING $ 170,000 | $ 180,000 | $ 190,000 5 $ 220,000 | $ 230,000 
RESEARCH & OEVELOPENT $ 83,000 | $ 90,000] § 93,000 ¢ 103600 | $ 110,000] $ 115,000 
ADOITIONAL PLANT INVESTMENT ’ o|s $ 20,000] % 30,000 # 30,000/ $ 60,000| $ 70,000 | $ 80,000 
Be WTS eves ew 
MARKET RESEARCH INFORMATION 
S*COMPETITORS SHARE OF MARKET $ . “ sou wer Suen 
M-TOTAL INOUSTRY MARKETING EXPENO! TURE MONE s 3,000 | § 106,000; $ 0,000 |/$ 13,000 | § coy’; $ 20,000/ § 23,000 
R*TOTAL INDUSTRY RES & DEVELOP EXPENDITURES 
A*POTENTIAN MARKET SHARE -MAX MARKETING “ ° aar 
P-POTENTIAN MARKET SHARE- MAK PRICE | __ NONE sC2 $ 22,300 | 8 43,000 
price 4 400 gees $ 490 sees 3.00 || $303 $305 $320 
PLANT DISPOSAL (in wnite) Crone) 3,000 10,000 
4 € bd Ft 
4 °. TOTAL FUNOS : a ae on 
10@ 680 RErenT avai AQLe—> ' ' ' 
Fia. 9. Sample Form Top Management Decision Simulation 
and providing satisfactory stocks in their distribution who are not already familiar with computers. 
svstems 5. Decisions must be made from facts available and analyzed 
; , : . immediately. Simulation poses a realistic situation, not an 
Results to date seem to indicate that simulation pro- , ' 


: “4 hee te ; academic one, full of exceptions and sometimes too incon- 
vides a means of more effective training and that it clusive in nature to be satisfying. 


promises to augment and even replace some of the 6. Because it is more realistic, the students or players get caught 


management training methods used in colleges. There- up in it and work more intently at the tasks it requires. 
fore, perhaps a brief summary of some of its advantages a Bs ‘ : ; ere 3 
niga I ' : , The suecess and utility of a simulation which is aimed 
is of interest. ‘ we a ae 
at training depends on obtaining “involvement” of the 
ADVANTAGES OF TRAINING THROUGH SIMULATION participants, how adequate it represents reality and 
‘ * Pet het whether there is sfer of skill back into the re: 
1. Permits “cause” and “effect” to be felt. The individual can whe ‘ u - a transfc y f | back into the _ il 
appraise the effect of his actions immediately. life situation. At this point in the development of simu- 
2. Aids in judging what information is really important in mak- lation, it is difficult to prove scientifically that there is 


ing decisions and obtaining management control. 


a real transfer or that it is beneficial to the student. 
Familiarizes the individual with the data needed and availa- 


However, everyone associated with simulation be- 


ble to him in making his decisions, thereby demonstrating 


lieves that an intelligent individual will not carry away 

economic and management principles in practice. ne : . : 

4. Is a means of providing some familiarisation with Electronic specific acts to perform (unless so directed), but rather 
Data Processing. This is an extra benefit to many participants will carry away a point of view in tackling problems 
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thinking more of the system in which they reside, what 
courses of action are available, and what facts must be 
considered. In order to test the nature of what the stu- 
dent retains from his exercise, AMA is 
having two psychologists build up scales to measure the 
quality and type of training received. 


simulation 


Thus, simulation training methods also give us the 
possibility of testing the effect of many training princi- 
ples, and should prove a most versatile addition to our 
educational process. 


RELATION TO OTHER ANALYTICAL METHODS 


This subject is worthy of much discussion beyond the 
scope of this paper. However, many operations research 
activities have recognized that there are many classes 
of problems where the mathematical theory is so difficult 
to apply that it is much easier to determine probable 
outcomes in this experimental fashion (4) (21) (24). 
This is particularly true of many of the problems facing 
the Industrial Engineer who must deal with partially 
ordered sets of events. The scheduling problem is a good 
case in point and we do not have to turn further than 
our example to illustrate the point. 

It becomes exceedingly difficult to evaluate “priority” 
rules by mathematical means. In the man-machine 
problem, queueing theory solutions have been worked 
out for only the “repair in the order of arrival” method 
of scheduling repair (16). This is about where the 
theory stops, for as Cobham (7) relates, solutions for 
multiple repairmen have proved too difficult to obtain 
Cobham develops a mathematical solution for the case 
of one repairman only, certainly not satisfying to the 
needs of most real problems. As we have seen, simula- 
tion can easily explore a number of priority rules and 
is a versatile tool. 

This discussion is not meant to discourage the use of 
mathematical approaches in this area, but rather to 
stress the need for additional research. Simulation is 
proving to be a good running mate for mathematical and 
economic models and should aid by providing a good 
operating description of real problems for mathematical 
researchers. The point here is that one using simulation 
should not feel inferior in using this less “elegant” ap- 
proach—it is often more practical. 

RELATION TO INSTALLATION THEORY AND THE IN- 
DUSTRIAL ENGINEER 

The Industrial Engineer must embody within himself 
something of the mathematician, something of the econ- 
omist, and something of the psychologist. Chief among 
his many duties, is the job to criticize, design, and imple- 
ment, or install new procedures, controls and so forth, 
that may be suggested as operational changes by results 
of psychological, economic and engineering research. 

In the present world, change in the form of ‘new 
products and processes is coming at a faster rate than 
ever before. The life of a new product or process is 
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shorter. All of this adds up to the need for introducing 
change more efficiently and accurately since the learning 
time is now a much more significant portion of the prod- 
uct’s total life span and cost. While system simulation 
is no panacea, it offers assistance and is a useful tool 
in such installation theory. As we have seen, it has 
utility in analyzing complex problems and in training 
operating management in the system it operates. Com- 
panies that clearly recognize that efficiency comes from 
the real understanding of broad operating objectives on 
the part of all levels of management involved, will clearly 
be more flexible and achieve lower cost operations more 
quickly. 

The evidence is clear and encouraging that system 
simulation is a useful and powerful tool in helping to 
reduce installation time, in improving the quality of 
understanding and in searching for system cost reduc- 
tion opportunities. In this technique would seem to lie 
the method for Industrial Engineering research into sys- 
tems design. Simulation projects in many areas of the 
Industrial Engineer’s job will lead to a common language 
in Industrial Engineering systems and stimulate the 
growth of supporting mathematical research 
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Ix YUSTRIAL ENGINEERING is an expanding field. 
This is true for both the number of areas included, and 
for the depth to which the present areas are being ex- 
plored and utilized. The expansion is greater in the 
latter, in terms of accuracy, thoroughness and precision 
of the techniques needed for finding the answers in the 
present areas. For example, inventory control, scheduling, 
plant layout, production planning, and plant location 
have usually been considered areas in Industrial Engi- 
neering. But these areas are the ones now being attacked 
with new and better techniques. Although many of the 
new techniques can be used for other fields, like sales, 
development, market research, ete., these areas are not 
really being added to Industrial Engineering; they are 
merely recognizing the need for better techniques, many 
of which were developed in and are sponsored by the 
Industrial Engineering field. Incidentally, many of the 
other areas of Industrial Engineering, like work simplifi- 


‘This work has been supported in part by the Office of Naval 
Research, Department of the Navy, Contract No. Nonr—816(08). 
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cation, work measurement, incentives, and materials 
handling are likewise being subjected to new approaches 
to effect new results. 

One important aspect of the new techniques is the 
ability to tie together the individual variables affecting 
a problem. To make the new techniques useful, data 
from other techniques, and assumptions from the prac- 
titioners, are needed. If the original data are not accurate, 
or are founded on improper bases, the techniques do not 
represent a practical advance or an over-all theory. 

No technique or concept is usually stronger, more valid 
or useful than the weakest component in that technique. 
So as research into new and necessary techniques for 
over-all concepts proceeds, it must be accompanied by 
more and expanded research into techniques providing 
some of the fundamental data. 

WORK MEASUREMENT 

Probably the most widely known and used basic tech- 
nique in Industrial Engineering is work measurement. Its 
time results are essential for most other techniques in 
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Industrial Engineering. Because of this it should be one 
of the most accurate tools. Yet it is not. The problems 
are well known: What is a motion? What is a correct 
motion pattern for a methods description for a job? How 
ean differences between operators on the same job be 
detected? What is skill? How is it possible to know 
when proper training has been achieved? How is operator 
performance measured? What is the effect of difficulty 
on the pace or performance of an operator? What is 
fatigue? Most of these problems affect one other prob- 
lem: How do we rate, or measure, operator performance? 
This is one of the most controversial steps in work 
measurement. 

Attacking these problems in work measurement seems 
difficult, except that every problem mentioned is in some 
way related to the actual performance or motions of an 
operator. If every motion could be measured in every 
detail, then a start toward answering most of the prob- 
lems could be made by investigating the motion com- 
ponents for relationships among themselves and with 
external criteria. Such a measurement is now available 
in the form of UNOPAR (3) (8). 


LEARNING 


Most definitions of time study and/or of rating men- 
tion learning in one way or another. This appears as 
a statement or problem more often than any other fac- 
tor. Schutt says, “Standard time required by an 
operator who possesses normal skill and normal train- 
ing...” (10). Lowry, Maynard, and Stegemerten say, 
“Skill may be defined as proficiency at following a 
given method” (4). The word proficiency implies the 
learning or training concept. Barnes says, “The result 
of time study is the time in minutes that a person suited 
to the job and trained in the specified method will need 
to perform the job...” (1). Segur says, “Within practi- 
cal limits the times required of all expert workers to 
perform true fundamental motions are constant” (11). 
Expert includes a learning function. Mundel says a 
standard time is defined with the stipulation that it be 
performed “by a worker possessing a specified amount 
of skill on the job and specified aptitude for the job” (5). 
Then skill is defined as “the ability to do a job in the 
proper manner; the ability to repeat a definite muscular 
pattern.” Nadler says a standard time is defined with 
the following restriction in establishing the time: “When 
worked on by an operator with the necessary skill and 
given sufficient training to perform the operation prop- 
erly, ...” (6, p. 304). 

In addition, learning is important to many activities 
in other areas of Industrial Engineering and in other 
fields of endeavor. Training concepts, selection of person- 
nel, design of equipment, fatigue, psychology, physiology, 
job evaluation, merit rating etc., are areas interested in 
or dependent on learning. 

Yet what is learning? To date, learning research used 
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over-all criteria such as learning curves, in investigating 
this problem. Learning curves help in establishing over- 
all definitions, and in some aspects of basic understand- 
ing, but they are by no means sufficient. Similarly other 
techniques have not been able to probe into the depths 
of the learning process. For example, research at Wash- 
ington University has shown that the times for all 
therbligs do not decrease in the same proportion as 
training (or learning) increases (7) (9). Apparently, it 
is even essential to make learning studies of individual 
motions within the over-all operation. This should pro- 
vide needed insight into the learning process.’ 


PURPOSE OF THE EXPERIMENT 

Learning is a complicated factor being affected by 
many variables. In spite of the many parameters, like 
mental skill, visual acuity, and mechanical dexterity, it 
seems appropriate to investigate only the effects of these 
and many factors on the performance of a task. In this 
ease, learning is the process of repeating a task over 
and over to meet the objective established for the task 
(quality) at a rate of performance considered satisfac- 
tory (quantity). To simplify the concept, the rate of 
performance is established as “as many cycles per time 
unit as possible within the ability of the individual and 
The effects of the indi- 
vidual performance are reflected in the motions per- 
formed by the individual (8). 


the incentive circumstances.” 


The objective of this experiment was to determine the 
effects of learning on the operator performance of a 
simple motion. 


EXPERIMENTAL MOTION 

The nature of this experiment is relatively exploratory. 
Learning was defined in a simple manner. Likewise, it 
was essential to have a motion which was extremely 
simple. 

In previous experimentation, a simple motion has 
usually been one between two points performed in three 
dimensions. However, it appeared essential in this ex- 
periment to start with even a simpler motion. This would 
provide the greatest control of the activity. This control 
was necessary for experimentation into the basic learn- 
ing process, and because of the newness of the type of 
data obtainable from the UNOPAR. Also the amount 
of data is absolutely tremendous. This meant it was 
essential to know exactly what the motion was so that 
proper interpretations could be made from the UNOPAR 
data. If a three dimensional motion had been used, 
there would be no way of having a base reference about 
the exact path of the motion to compare with the 
UNOPAR records. 


*In addition to (7) and (9), there have been many other experi- 
ments which tend to show the same effect. Many of these have 
been performed by K. U. Smith at the University of Wisconsin, 
and others have been performed in various places like Cornell 
University, University of Iowa, and by private concerns, 
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To go even further, it was decided that the motion 
would involve that of a speaker in a frame. Therefore, 
the experiment consisted of a simple, one plane motion 
in which the subject learned to apply a specific force at 
both ends of the motion. 


APPARATUS 
The various pieces of equipment utilized in this ex- 
periment were as follows: 


1. Experimental test motion table. The experimental table 
(Figure 1) is the base for a small frame which moves on roller 
bearings over covered steel rods from one end of the table to the 
other his assured only one plane motions by the subject. The 
force which the subject learned to apply at each end of the mo- 
tion was provided by the force levers which can be seen at the 
front and back of the table projecting through the table top. 
Forces were maintained on these levers through springs which can 
be seen suspended between the linkage below the table and a 
fixed bar. It was possible to exert up to ten pounds of force on 
either bar by pushing the lever to the maximum displacement 
position. Connected to each force lever below the table were three 
electronic control devices. These are shown in the wiring along the 
lower horizontal support. These controls operated: (a) a buzzer 
system which indicated that the force being applied was within 
the tolerance limit (the amount of tolerance was a variable estab- 
lished by the experiment), (b) the circuity to enable an actual 
plot of the force on the force channeis of the oscillographic re- 
corder, and (c) a cycle counter (which was energized by the dis- 
placement of the force lever away from its rest position). This 
table was rigidly bolted to the floor so that all motions are re- 
stricted to the movements of the frame on the steel rods 


2. The UNOPAR 


measured continuously 


The velocity of the hand-speaker-frame was 
against time by the UNOPAR. the 
UNOPAR speaker can be seen rigidly attached to the frame in 
Figure 1, and moves with the frame and the body member push- 
ing the frame. The motions recorded by the UNOPAR are those 
of the speaker, which for this case was assumed to be virtually the 
same as the motions performed by the body member (hand). (Be- 
cause the hand actually twists somewhat on the freely pivoting 
handle as it moves the rack over the steel rods, this assumption 
is not necessarily correct. However, it has no bearing on the 
results of the experiment, since the results are concerned with the 
learning process as exhibited by single vector of the hand 
motion; this was the most important component of the hand's 
wtivity in this experiment. Later experiments will have the 
spe iker attached to the body member using the same test set-up, 
to measure the work of the body member itself.) 
rhe measurements plotted against time taken continuously 
during the experiment performance were as follows: (a) velocity, 
b) force imparted at the front of the motion, (c) force imparted 
at the back of the motion, and (d) number of cycles completed, 
Mathematical treatment of the velocity versus time data would 
provide acceleration, deceleration, position and displacement in- 
formation continuously 

3. Cycle timing control. The control of the work-rest periods 
was affected by the use of the light box shown at the left of 
Figure 1. The electronic control for the light box is shown on the 
floor behind the experimental test apparatus in Figure 1. This 
device is an electronic timer having variable timing limits and 
a recycling feature, This enables the experiment to be established 
with the work-rest relationship set for any given combination 
of time periods and once set, will recycle at the settings. The 
upper light was the rest light, and the lower light was the work 
light 

1. The UNOPAR tape analyzer (Figure 3). This was a simple 
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Fic. 1. Experimental Test Motion Table 
device to enable analysts to obtain information from the oscillo- 
graphic recorder tape. Measurements made on the tape here were 
the forces, velocity, time, acceleration, deceleration, and various 
combinations of these measurements, as described later 
PROCEDURE 

The amount of force at the force levers was selected 
as 3 lbs., and the tolerance amount was plus or minus 
14 lb. in one experiment (subject JB) and plus or minus 
Vg lb. in the other (subject BK). The distance between 
points of application of foree was 19 inches. A warning 
buzzer was sounded when the subject applied the mini- 
mum acceptable force and continued to be sounded until 
the subject had applied the maximum tolerable force. 
This warning was initiated automatically at both ends 
of the motion. 

Subjects were informed that they were to perform 
this operation as fast as possible and yet maintain the 
necessary accuracy. Throughout the experimental runs 
they were constantly reminded of the criteria of accuracy 
and speed. The experimental runs consisted of work 
periods of 30 seconds each followed by rest periods of 
10 seconds. These runs were automatically controlled by 
the light timing device which flashed the working (green) 
light and rest (red) light. 

The entire project and its over-all objectives were ex- 
plained to each subject. The operation of the experi- 
mental apparatus and the measuring devices were dem- 
onstrated to the subject. The subject was then told the 
exact position to assume in the performance of the task 
and placed in this orientation. The subject was to stand 
so that the handle of the experimental apparatus was 
grasped with the forearm of the subject perpendicular 
to the body at the middle of the 19 inch travel motion. 
The subject was allowed to try the task once to observe 
the action of the contro! buzzer device, which indicated 
that the correct pressure had been applied. 

The subject then grasped the handle and when the 
work (green) light was flashed, he began the experiment 
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by pushing the rack toward the forward foree lever and 
applying the force there. Then he moved the rack back- 
ward and applied the force there. This motion was con- 
tinued until the rest light was flashed. Then the work- 
run periods started again when the work light flashed 
again. 

Three subjects were used in this experiment. Originally, 
more subjects had been contemplated to obtain usual 
group analysis data. The first subject performed for five 
30 second test periods. From this extremely short test, 
it became apparent that the data handling problem 
would be overwhelming. So much information is obtained 
from one simple motion through the UNOPAR records 
that the contemplated data handling system (mainly 
manual) would not allow any where near the proper 
type of evaluation of the data available from a normal 
experiment. 

Therefore, it was decided in this preliminary experi- 
ment to run only two more subjects for more prolonged 
test runs, because much information could be gathered 
even from individual subject UNOPAR tape records. 
In addition, this information would be valuable in es 
tablishing the next stage of the experiment. 

All the information used in the analysis of the results 
were obtained by reading the information from tape 
records. This was a tedious and lengthy job. The type 
of data collected is summarized in the next section. The 
correlation coefficients were determined by using a 650 
digital computer. 


RESULTS 


All the direct results were obtained in the form of tape 
recordings from the oscillographie recorder. Figure 2 
shows the information obtained from one complete 30 
second work-run period of one subject. Each of the 
lengthy tests were analyzed, and the data summarized 
in the form shown in Table 1 (Sample). It should be 
observed that for each 30 second work-run period only 
one set of values for acceleration, and velocity and 
deceleration was obtained. The cycle which was analyzed 
was selected at random from among those good at- 
tempts or cycles charted at the maximum tape speed 
of 125 mm per second. This does not include all the 
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information concerning each run, but the extraordinary 
amount of information available would have required 
a prohibitive amount of time for the manual analysis 
procedure. In addition, it was also decided for the same 
data handling reasons not to integrate and differentiate 
the velocity curves to obtain the position-displacement 
and acceleration-deceleration curves. Therefore the values 
of peak acceleration and peak deceleration were esti- 
mated from the maximum slopes of the velocity curves. 
All these compromises in reduction and accuracy of some 
data were dictated because of the vast amount of in- 
formation available. 

Some of the information included in the analysis is a 
continuous reading of values from the velocity curve, 
the actual acceleration-deceleration curves, the actual 
position-displacement from each of 
these other two curves in a continuous manner, caleula- 


curves, readings 
tions to compare shape and size of curves at various 
stages of the learning process, inaccuracies of visual 
readings of peak acceleration, and so forth. This in- 
formation and the calculations as a result of the avail- 
ability of this information should become available for 
analysis of forthcoming experiments when electronic 
data processing plans are completed. 

Even so, much extremely valuable information has 
been forthcoming, which portends much for the future 
when all the data will be susceptible to analysis. 

The list of basic and calculated data follows (the data 
are listed with the code numbers used for the analysis 
through the Digital Computer) : 


01 Run Number Run = 
Cycle = one motion forward + one mo- 
tion backward 


30 second test 
02 Cycles/run 
03 Forward force (Number of good attempts for forward 
motion per run) 
Backward force (Same for backward motion) 
Peak velocity for forward 
06 Peak velocity for backward 
08 Total forward motion time 
09 Total backward motion time 
11 Time spent in acceleration forward 
12 Time spent in deceleration forward 
13. Time spent in acceleration backward 
14 Time spent in deceleration backward 
15 Peak acceleration forward 
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Fic. 2. Tape Record—30 Second Run Period 
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TABLE 


Summary of Data Collected from Subject J.B. (sample) 


Duration 


Force In Distance 


‘ycles Run 
32 12.0 
0 0.0 


to we 


eo tS «& 
RD 0S NO om OO ed = hoi 


13 


* Data for these runs were not used in the correlation because of: 


etc 
+ These runs were not monitored 


Peak deceleration forward 
Peak acceleration backward 
Peak deceleration backward 
Percent of time spent in acceleration in forward motion 
Percent of time spent in deceleration in forward motion 
Percent of time spent in acceleration in backward motion 
Percent of time spent in deceleration in backward motion 
deceleration time for forward 


for backward 


Acceleration time 
Acceleration time/deceleration time 
All times in 
All times in deceleration (f + b) 
All peak accelerations (f + b) 
All pe ak decelerations (f + b) 


All percent acceleration times (f + b) 


.eceleration (f + b) 


All percent deceleration times (f + b) 


The criteria measurements for most analyses were Run 
Number 01, Cycles per run 02, Total forward time 08 
and Total backward time 09. Good attempts (meeting 
the foree requirements at the end of a motion) 03 and 
04 were determined for each run period. This informa- 
tion was not considered too useful since the measuring 
components developed trouble which led to errors in 
recording. An obvious criterion, total good attempts per 
run divided by total attempts per run, was not used be- 
cause of these errors. However some graphical analyses 
were made using this information but these were not 
too significant. The 01 (run no.) figures are meaning- 
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Deceleration 
Distance 


Acceleration 


a Maximum Ace. 


Slope Dee. 
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37. 25.0 26.9 36. 
29. 30.3 32.6 37 .: 
19.6 13.9 52.5 63. 
19. 1 56. 64. 
18 .{ 1 26 32.2 
21. 1 28. 41.{ 
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scale changes, incomplete run, change of speed, of recording device, 


less, but all data as obtained from the computer are 


presented. 


ANALYSIS OF THE RESULTS 


Basically, the data were analyzed in respect 
following outline. 
1. Individual analysis 
(a) Qualitative 
(b) Graphical 
(ec) Quantitative 
2. Group analysis 
Significance of difference tests (this was the only group 
test applied for this experiment because there were only two 
subjects from whom sufficient data were collected. When 
the usual number of subjects are used, it will be possible to 
use other group analysis techniques). 


1. INDIVIDUAL ANALYSIS 


(a) Qualitative analysis. Since this type of analysis 
depends strictly on the observation of the curves itself, 
the conclusions drawn from such observation are listed 
under the conclusion of this paper. 

(b) Graphical analysis. Many types of graphs are 
possible with the data collected. Many of these graphs 
are overlapping with some of the correlations discussed 
under the quantitative analyses. Only those graphs of 
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most importance and significance are shown. 

From the data available, the following graphs were 
constructed: good attempts forward versus good attempts 
backward, peak deceleration versus time, good attempts 
back versus run number, good attempts forward versus 
run number, deceleration time versus total time, accelera- 
tion time versus total time, peak velocity versus run num- 
ber, percent deceleration time versus run number, ratio 
of acceleration time to deceleration time versus run 
number, percent acceleration time versus run number, 
peak velocity versus total time, peak acceleration versus 


run number, and peak deceleration versus run number. 
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Some of the more interesting graphs are shown in 
the following figures. Figure 3 shows peak velocity 
plotted versus run number for subject BK, and Figure 4 
shows the same graph for subject JB. These curves show 
the slight downward trend after the peak velocity had 
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reached its maximum value. Subject BK shows a more 
pronounced learning maximum and drop. Also, the front 
motion peak velocity decreases at a more rapid rate 
than does the back peak velocity. The forward motion 
is that of the arm moving toward the left-hand side of 
the body (the front of the body is parallel to the vertical 
plane which contains the one plane motion). This motion 
is usually considered as the one capable of imparting 
the greatest force and/or velocity. 

Figure 5 shows the peak acceleration plotted versus 
the run number for subject BK, and Figure 6 shows the 
same graph for subject JB. These graphs tend to show 
the usual learning curve effect. There is virtually no 
change after the first five runs. In a sense, learning has 
been accomplished for this task at an early point. In 
some ways, such a task could be used for selecting per- 
sons once criteria were established on the proper number 
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Fic. 5. Acceleration Slope vs Run Number for B.K 


of runs to be used. Another interesting facet concerns 
the very noticeable downward trend of Figure 5. Also, 
there seems to be a cyclic behavior attached to the ac- 
celeration as the run number increases. This might indi- 
cate the presence of a cyclic phenomena in the perform- 
ance pattern of the individual. 

Figure 7 shows the good attempts backward plotted 
versus the run number for subject BK. It has been 
noted that the recording apparatus for the force applied 
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was not working properly, therefore errors exist in de- 
termining the good attempts. However, the mechanism 
was working for this test for BK. In Figure 7 the eyelic 
characteristic is again apparent. 

The learning curves from this experiment are more 
unusual than curves ordinarily obtained. The experi- 
ments, and therefore the curves, continued on far beyond 
the attainment of the peak or “plateau” value. There 


is little reference in the psychological literature to the 


learning curve beyond plateau attainment. “Most actual 
curves are cut short at both ends since we neither start 
from absolute zero of practice nor do we carry the sub- 
(12). Consultation with a 
psychologist developed the point that there is no ade- 


ject to his absolute ability” 


quate explanation for such cycles as yet, although there 
is some discussion among psychologists that such cycles 
are present in moods and even smaller portions to work. 
Such evelic behavior in learning curves would be in 
opposition to the usual concept of random fluctuations 
around the fitted curve. In future experimentation of the 
type reported here, the testing will continue for much 
longer periods of time to check the eyelie behavior. In 
addition the task will be made more difficult to help 
make longer the period of time needed to reach the 
plateau 

c) Quantitative analysis. Pearsonian correlation co- 
efficients were found for each pair of values given above. 
These are summarized in the correlation matrices shown 
in Table 3 

Since it was casier for the Computer to do the entire 
multiple correlation matrix analysis, correlation among 
all the variables were obtained. As can be expected, most 
of the correlation values could be expected and were 
generally meaningless. Some of these other correlations 
might eventually develop some interesting results. Part I 
and Part II were established because the number of 
pairs being correlated were different in the two parts. 

In discussing the significant correlation coefficients, 
two factors should be noted: 

1. The discussion will be related to the four criteria, time 
forward, time back, cycles per run, and run number, Other cor- 
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relation coefficients, although presented in the matrix, were not 
necessarily significant, or their high significance had no real mean- 
ing. 

2. Significance for these cases was calculated by means of the 
standard error of the correlation coefficients. From the calcula- 
tions, a standard error of .05 or less was obtained for correlation 
coefficients of .77 or more. A standard error of .10 was found to 
apply to values of around 50. Therefore anything above .77 was 
considered significant, and anything below 50 was not considered 
significant. Between the two values at 50 and .77, the correlation 
coefficients were considered possibly significant. 


There was nothing of significance in the correlations 
with run number 01. Peak velocity back 06 had the 
highest value at .51 (subject BK), and backward force 
04 at .52 fer subject JB. 

In relation to cycles per run 02 several interesting 
correlations were noted. For subject BK, there is a high 
positive correlation between cycles per run and all peak 
acceleration and deceleration values 15, 16, 17, 18. 
There was no significant correlation with any of the 
percent times for acceleration and deceleration 19, 20, 
21, 22. In effect, this means there is a relatively constant 
percent acceleration and percent deceleration time in a 
motion. There is a somewhat negative correlation with 
time spent in acceleration and deceleration 11, 12, 13, 14. 
(As cycles per run increase, time spent in acceleration 
and deceleration should decrease.) There was a high 
significant negative correlation with total time 08 and 
09. For subject JB there was really no significant corre- 
lation at all, even though subject BK had the three 
interesting highly correlated activities. The nonsignifi- 


TABLE 2 


Average and Standard Deviation for the Values of each item 
measured for each Subject 

SUBJECT B.K. SUBJECT J.B. 
Standard 
Deviation 


Standard 


Item Measured Deviation 


Average Average 
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eant correlations for JB also applied to the percent of 
acceleration and deceleration. 

In relation to total times 08 and 09, there was a high 
degree of correlation between the two themselves. For 
BK, both time values were highly correlated with the 
times in acceleration 11 and 13 but not so highly related 
with time in deceleration 12 and 14. This might be ex- 
pected, but it appears here that acceleration is more 
dominant in determining total times. For subject BK, 
both values were highly negatively correlated with peak 
acceleration and deceleration values 15, 16, 17, 18 with 
the peak deceleration values slightly higher. In the same 
manner as with cycles per run, neither time values were 
highly correlated with percent acceleration and decelera- 
tion values. There was likewise no correlation with peak 
velocity. For subject JB, the same relative relationships 
were found for the total times in relation to themselves. 
There were significant values in relation to peak accelera- 
tion and deceleration but there was not the degree of 
dominance of one over another. For the other factors, 
subject JB had the same type relationships, except some 
of the correlations were not quite as high. Subject JB 
did have a negative .69 correlation of peak ve locity back- 
ward with forward time. The conclusions take note of 
this relationship. 

In general, both subjects showed the following results, 
but subject JB did not have as significant values as BK. 
Time spent in acceleration backward is correlated with 
peak deceleration forward. Peak deceleration forward is 
correlated with peak acceleration backward. Likewise 
peak acceleration forward is correlated with peak decel- 
eration backward. These results indicate there is some 
relationship among motions. For all practical purposes, 
the percent of time in acceleration and deceleration are 
not related to other factors 

In reviewing the second part correlations, subject BK 
had somewhat significant values relating peak velocity 
with other factors like time in acceleration, time in 
deceleration, peak acceleration slopes, and peak decel- 
eration. These are somewhat to be expected because of 
the decreased time a higher peak velocity should de- 
velop. Of probably greater significance is the relation- 
ship between peak deceleration and time in acceleration. 
This shows the somewhat dependent nature of motions. 
Other values of significance were those which could be 
expected. For subject JB these results were not the same. 
As a matter of fact, there are no significant coefficients 
worthy of discussion. 

Non-linear correlation coefficients were not used be- 
cause linear correlations provided satisfactory approxi- 
mations in view of the accuracy of the data, and insuffi- 
cient evidence that any data were really non-linear. 
Such analyses will be used in future work, especially on 
borderline linear correlation cases (non-linear correla- 
tion values will be essentially higher than linear corre- 
lation values). 
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2. GROUP ANALYSIS 


The significance of difference tests could be made for 
two general classes of information. 

(A) For means of various measurements. These tests would 
not be useful because it is already general knowledge that signifi- 
cant differences from person to person should be expected. Since 
there is no effective way of separating the operator effects from 
other variables (as in analysis of variance), no significance of 
difference tests were calculated for the raw data itself. 

(B) For the correlation coefficients. In general, the significance 
of difference tests for correlation coefficients were used only where 
it appeared necessary to draw proper conclusions, For example, cy- 
cles per run 02 were highly correlated with peak acceleration and 
deceleration values 15, 16, 17, and 18 for subject BK, but these 
values were not particularly related for subject JB. By using the 
critical ratio approach for testing difference significance, there 
was a certainty beyond reasonable doubt that there was a signifi- 
cant difference in most of these correlation coefficients, This 
affects the strength of any conclusion which might come from 
subject BK’s data. The correlations between cycles per run 02 
and time in acceleration and deceleration were likewise different 
for the two subjects. There was only a fairly certain significant 
difference (a critical ratio of 2 to 3) for three of the four values 
in this series, This same result was obtained from the correlation 
concerning total time. 


In relation to the total time correlations 08 and 09, it 
was pointed out that subject BK had high correlation 
with peak acceleration and deceleration 15, 16, 17, 18, 
but that subject JB’s correlations were not as high. There 
was only one out of eight critical ratios which was high 
enough to conclude there was a fair degree of certainty 
that a significant difference was present. Subject JB 
showed a significant correlation of time with peak ve- 
locity, and this was significantly different from correla- 
tion for BK. 

For some of the other correlations, for example, be- 
tween 13 and 16, and between 15 and 18, there was a 
significant difference. This substantiates the previous 
comments indicating that subject JB did not have corre- 
lations as high as subject BK. 


CONCLUSIONS 


The conclusions from this experiment are somewhat 
limited because of experimental difficulties and the diffi- 
culties of handling the data. This is apparent from the 
way the analyses were made. In particular, the sections 
entitled Qualitative Results and Qualitative Conclusions, 
indicate the nature of these remarks. 

As in all research, these limitations in many cases point 
the way toward more experimentation and future re- 
search projects. With this in mind, the conclusions will 
be presented in two sections. One will concern those 
made from a qualitative analysis, and the other will 
concern those made from the quantitative and graphical 
analyses. 


QUALITATIVE CONCLUSIONS 


1. Absence of change-in-direction delay. As noted on the 
UNOPAR tape (Figure 2) the velocity plot moves directly 
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through zero (across the center line of the velocity curve) with 
no pause or hesitation due to the change in direction. This find- 
ing agrees in many respects with simple harmonic theory. Classical 
motion and time study concepts indicate that delay time should 
be expected with a change in direction. 

2. Acceleration is much slower tn almost every case than de- 
celeration. (This conclusion is limited to the experimental motion 

this test; other motions may provide a different pattern.) The 

ak acceleration in almost every cycle is much less than the 

ak deceleration. This is a reversal of the hypothesis that most 
engineers accept; that a person tends to accelerate more quickly 
ind then drift or decelerate more slowly back to zero velocity 
when he attempts to stop for the purpose of (like this experiment) 
overcoming a force at the end of the motion 

3. There is a very rapid deceleration near the point of initial 
contact with the force lever. In every case there is a very rapid 
deceleration indicated by the steeply-sloped, small deceleration 
portion of the velocity curve (slight bump on the back side of 
the curve). This indicates there is a considerable change in velocity 
slightly after the point of initial contact with the force lever. The 
velocity of the subject’s hand was decreased because the force he 
was trying to overcome increased, or he recognized that he now 
had to start greater control of his motion. Another point of sig- 
nificance here is the sensitivity of the measuring device UNOPAR. 

1. Effects of learning 


curve shape and appearance change with increased learning. When 


There is some indication that the 


better quantitative analysis techniques are available this should 
be a highly significant value of UNOPAR measurement, At the 
beginning of the operation, the velocity curves have a somewhat 
flat-topped appearance with a non-symmetrical distribution about 
the peak velocity point as axis. However, as the number of cycles 
increase, the velocity curves become more sinusoidal in shape, 
but still non-symmetrical. There is not the flat-topped appearance, 
and there is an indication that the curves tend to become more 
symmetrical. The patterns themselves become much more smooth 
and rounded in their formulation, and this could be an indication 
of learning, 

5. No observable constant velocity. Contrary to classical belief 
(2) that motions are comprised of a certain period of acceleration 
(40% of the time) a period of constant velocity (20% of the time) 
and a period of deceleration (40% of the time) the velocity plot 
indicates there is no such thing as a period of constant velocity. 
There is simply a period of increasing acceleration to a peak 
velocity point and then a period of decreasing deceleration back 
to the zero or change of direction point. This has important con- 
notations for eventual developments in time study rating or pace 
comparison. 

6. Over-all implications in relation to Items 1, 2, 3, and 5. The 
above mentioned conclusions seem to be applicable at all stages 
of learning. This indicates that there may be a basic motion 
characteristic for the activity which remains unchanged regardless 
of the curve characteristic indicators which are superimposed at 
earlier stages of learning. Therefore, once information about the 
additional curve indicators is obtained, this might provide a means 
for reducing the learning time on a job. 

7. Training Potentialities of Velocity Curves. It is possible 
through a careful study and analysis of a set of velocity curves to 
obtain a clear picture of the motions which form these curves. 
During the course of the experiment a study was made of velocity 
curves obtained from an operator performing motions at random 
with speaker-frame apparatus, Many of the motions involved stops 
and starts not included in the experimental motion reported, A 
new subject was then instructed to perform one of the specific 
random motions which the analyst had studied. The new subject 
received directions for performance of the selected random motion 
in terms of accelerations, velocities, and decelerations. The re- 
sulting velocity curves of the new subject matched the original set 
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indicating that training was facilitated by these instructions. The 
ability to describe completely the motions used in the performance 
of a job should greatly facilitate the entire training process since 
the proper performance of a job could be recorded on the 
A direct 
comparison between the trainee’s performance at any time and 
the ‘ 


UNOPAR tapes to be used in training new operators 


‘correct” method can be made. The trainee can then be 
instructed on the areas where there is a difference between methods 
and in so doing a shorter training period should be reached as 
well as a greater certainty of similarity of methods 

Such records of methods will also be helpful in methods de- 
scriptions portions of time study. 

Many other conclusions will be available from the data when 
complete data handling procedures are used. The basic data 
curves of acceleration-deceleration versus time, and displacement- 
position versus time will be available to obtain still further in- 
formation 


QUANTITATIVE AND GRAPHIC CONCLUSIONS 


1. From various graphical techniques and experimental data, 
it is apparent the operators learned this job within an extremely 
short period of time. Although this conclusion may have been 
drawn from ordinary “production” data on such a job, every other 
variable connected with the operation showed the same trend 
This is a definite base for later experiments which can attempt 
to find more specific measurements highly correlated with output 
and learning. 

2. Although one subject BK showed a high correlation with 
peak acceleration and deceleration (peak values and times), there 
were no high correlations for subject JB with any criteria (except 
possibly a slight correlation with one measure of peak velocity) 
This indicates there might be a possibility that peak acceleration 
and deceleration (rather than peak velocity) values are the most 
important factors related to output. 

Two seemingly conflicting sets of results were obtained in rela- 
tion to determining which factor, peak acceleration or deceleration, 
was more highly related to output. When relating time with 
acceleration time for subject BK, it appears that acceleration is 
more dominant in determining total time. However in relation 
to peak acceleration and deceleration values, peak deceleration 
was very slightly higher in its relationship with total time. Which 
is most important, or what is the proper combination of factors 
will have to be determined in future experiments. Such determina- 
tion of factors affecting time for performing a job is important in 
development of an index of human performance 

3. From both quantitative (correlations of 02 with 19, 20, 21, 
and 22), and graphical data, it appears there is a constant percent 
of acceleration time and constant percent of deceleration time 
within a motion, This is true regardless of the stage of learning. 
For these experiments, it appears that 38% of the time is spent 
in deceleration and 62% in acceleration (subject JB had 62% for 
acceleration and BK 60.5%). 

4. There was much evidence to show that motions are inter- 
dependent, and that one aspect of a motion is highly dependent on 
another aspect of another motion. For example, forward force 
03 is highly correlated with peak acceleration and deceleration 
backward. Which is the cause and which is the effect is not known 

Subject JB had a fairly high correlation of peak velocity back 
with forward time; the peak velocity reached in the backward 
motion was highly correlated with the forward time. There were 
many other correlations which likewise indicated interdependence 
of motions. Time in acceleration backward 13 with peak decelera- 
tion forward 16, peak deceleration forward 16 with peak accelera- 
tion backward 17, and peak acceleration forward 15 peak decelera- 
tion backward 18 were highly correlated. 

5. There was some indication of a downward trend in the 
learning process after the peak had been reached. This is shown 
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especially in Figures 3, 4, and 5. Even Figure 6 shows some of 
this. Future experiments will involve longer test periods to provide 
more information about “production” to help evaluate this down- 
ward trend 

6. A cyclic characteristic seems to be present in some learning 
curves, like Figures 5 and 7. Like conclusion 5, this is somewhat 


unusual, and may be an important characteristic of learning 


This phenomenon will be investigated further by longer experi- 
mentation 

7. People are not able to perform identical motions in opposite 
directions with the same back- 


to perform properly. The 


degree of facility. For example, 


ward motion was the most difficult 


force was hard to keep within limits. This is shown by visual 
inspection of the curves, and by the correlation between backward 
foree and run number. Likewise, Figure 4 shows an interesting 
contradiction. The front peak velocity decreases more rapidly 


than the back peak velocity after reaching the plateau peak. An 


ittempt was made to find the relationship between good attempts 
forward and good attempts back, but mechanical difficulties in 
testing prevented this 

8. The 


peak velocity values (Fig. 4) for subject JB decreased 


test progressed while the peak acceleration values 


ibout the SALTnie 


slightly as the 


(I ig. 6) st ived It is possible that the subject 
subject BK did not show this relationship) had learned to make 
i greater utilization of the acceleration effort by not continuing 
in acceler it110n I!or as long ry period of time 
Yet, the subject was achieving the same productive results (meas- 


ured in terms of any of the 


as in earlier trials. 


criteria). In effect, it appears that 


the same peak acceleration was being achieved, but the rate of 


vcceleration after reaching this peak decreased more rapidly with 


learning, thereby resulting in a lower peak velocity. One aspect 


of learning to be checked further may well be the ability to make 


a greater utilization of the acceleration effort by not reaching as 
high a elocity in performing work afte r lengthy practice as 
eached in early trials. Correlations between 02-05 and 02-06 indi- 


cate somewhat the same conclusion, 

9. There was a significant interaction of peak velocity forward 
05 and total time backward 09, and peak velocity backward 06 
ind total time forward 08 for subject JB, but not for subject BK. 
JB performed on the more difficult job (closer force limitations). 


{ question therefore arises concerning performance time: Had 


JB not performed long enough or had BK performed “too long”? 
Such correlations, or lack of correlations, could possibly become 
true measures of learning. Even though the classical learning 
curves showed that a constant level of “production” had been 
reached, this phenomena may be an indicator of the acquisition of 
skill for BK, or an indication of inherent different levels of skill 
between operators. 
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The Changing Aspect of 
Industrial Engineering: 


by S. E. SCHARFF 


District Supervisor of Industrial Engineering, Ernst & Ernst, Houston, Texas 


D URING the first half of this century the productivity 
per man hour in American industry increased from 53 
index units to 165 index units. It is estimated to have 
reached approximately 185 index units in 1957. In com- 
parison with other countries American productivity is 
impressive. Taking our productivity in recent years at 
100, Canada is the runner-up with a 73, while the next 
closest country shows about 40. (There are no reliable 
figures available for Iron Curtain countries.) 

This productivity has been recognized abroad, and 
through intergovernmental agencies some 17,000 foreign 
technicians have come to this country since World War 
Il to observe and study our factories and techniques. 
The report of such a visit made by a team representing 
the French Association for the Improvement of Produc- 
tivity included the statement that, “In the United States 
productivity is a state of mind. It is the mentality of 
progress, of constantly improving what there is. It is 
the willingness not to be content with the present situ- 
ation, however good it may be.” 

All of us are justifiably proud of this record and of 
comments from outsiders such as the one I have just 
quoted. However, our pride is dangerous in that it is 
difficult for us to be proud and dissatisfied at the same 
time; and dissatisfaction is one of the foundations of our 
progress as the French have noted. 

In trying to balance our thinking between pride and 
dissatisfaction, perhaps taking a look at our position as 
1958 model industrial specialists would be of interest. 
Just where do we stand in relation to the national econ- 
omy today? 

In a recent appraisal of the general economic outlook 
for this country for the next decade MacKay-Shields 
Associates, Inc., of New York, economic consultants, 
made some rather unusual statements. They were un- 
usual for several reasons, but perhaps most because of 
their optimistic tone. This optimistic forecast stems from 
a number of basic situations, but predominant through- 
out the discussion is the emphasis placed on research 
and development, and the effect they have had (and 
will continue to have) on our economy. The belief is 


* Based upon a presentation to the Oklahoma City Chapter, 
AITE, Cost Control Clinic, February 15, 1958. 
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expressed that the doubling of expenditures for research 
and development during the past ten years has resulted 
in this nation being not in a single technological revolu- 
tion, but in no less than sixteen separate, although inter- 
related, technological revolutions. 

According to Mr. Shields, these sixteen technological 
revolutions are as follows: 


1. A revolution in research itself, through utilizing new elec- 
tronic and atomic tools and techniques 
A revolution in medical technology which, with increased 
birth rates, is causing a “population explosion.” 
A revolution in population redistribution to suburban and 
southern areas. 

. A revolution in income redistribution with great increases 
in middle income brackets and fewer poor peopl 
A revolution in techniques to handle clerical jobs 
A revolution in the production of power due to atomic 
developments. 
A revolution in production techniques through electronic 
automation, 

3. A revolution in distribution through new methods and de- 
vices. 

._A revolution in agriculture through chemical as well as 
mechanical developments 
A revolution in metallurgy as new metals and alloys be- 
come available. 
A revolution in transportation as new engines, new fuels, 
new roads and new waterways come into use 
A revolution in communications as transistors and closed 
circuit television become prominent. 
A revolution in education as we take advantage of closed 
circuit television and other techniques, (It is my personal 
hope that this revolution in education will include a re- 
turn to the teaching of reading, writing and arithmetic to 
our children in grammar schools, and of mathematics and 
science in our high schools. This nation cannot survive if 
it does not.) 
A revolution in the art of warfare through missiles, nuclear 
devices, ete. 
A revolution in planning by government, business and fi- 
nance through the use of statistical analyses of problems by 
electronic computing devices. 

(Please note carefully this 16th revolution.) 

“A revolution in management techniques which are slowly 
evolving into a science, assuring that all of the other fifteen 
revolutions will be put to use by business to improve 
productivity and production.” 


Need I point out to you that “management techniques” 


and “to improve productivity and production” are 
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phrases which are synonymous with Industrial Engineer- 
ing? 

This 16th revolution which is forecast after sound 
reasoning by 
should be 
of the production team, and to Industrial Engineers in 
particular. 


an authority in the field of economics 
a challenge to each of us who is a member 


To determine just how much of a challenge this fore- 
cast presents to us and why it is important, let’s ask our- 
selves a few questions and see if we can find answers to 
them. I have brought along with me a genuine crystal 
ball to assist us, and am in a position to bring into play 
an Ouija Board if necessary. 

First Question: Why was it said that “management 
te chnique s are slowly evolving into a science?” 

Until late in the last century management was a 
haphazard and individualistic entity which had de- 
veloped “willy nilly” in the hundred odd years which 
had elapsed since the Industrial Revolution. Few of its 
principles had been codified, perhaps because it was 
predominantly unprincipled. The picture which comes 
down to us of those years is one of ruthless exploitation 
of the possibilities of the moment, with a blind trust 
in the manifest destiny of our nation and our economy 
to take care of the future 

It is difficult to reconcile such a picture with the 
origins of industrial organizations which we know today 
as enlightened and progressive companies which com- 
mand the respect of the general public as well as of their 
customers and employees. Yet many such companies 
had their origins in those years 

Obviously a change occurred somewhere along the 
line. I believe that two factors were primarily responsible 
for that change: 

1. An awakening social consciousness finally recognized the 

shameless exploitation of labor, and realized that labor or- 
ganizations were not all monsters 


2. The advent of analytical thinking in relation to industrial 
problems 


It seems to be a characteristic of important discoveries 


and of significant new ideas that their inherent simplicity 
is astonishing 


that is once discovered or stated. So it 
should not surprise us too much that it took over a 
hundred years for someone to decide that problems re- 
lating to the production of goods could be subjected to 
a reasoning, quantitative analysis somewhat akin to tech- 
niques used by engineers in dealing with problems not 
involving human beings. 

So we find that there evolved from the turmoil and 
ferment of those early years three men who (rightly or 
wrongly) represent in our thoughts the three basic con- 
cepts in which the profession of Industrial Engineering 
found its origin. Those three men were: 

Taylor, who represents to us “time,” or how long it should take. 


Gilbreth, who represents to us “method,” or the best way to do 
it. 
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Gantt, who represents to us planning or scheduling. 


Regardless of how simple in concepts or how crude 
in application, these three basic ideas were (in essence) 
the whole of Industrial Engineering for many years. 
With certain possible exceptions Industrial Engineering 
was (in essence) the whole of “modern management’”’ 
during those years. 

Taylor began his work in 1881. By 1912 the practi- 
tioners of Taylor’s and similar techniques had brought 
them to such questionable repute as to warrant a Con- 
gressional investigation. At that time Taylor testified 
that his techniques were “scientific.” We know that this 
was questioned by many. I can testify that as late as 
the early 1930's an Industrial Engineer had precious few 
techniques or refinements available to him other than 
the three basic concepts referred to above. I can also 
testify that, in those days, an Industrial Engineer was 
never quite sure of his status in society or in industry. 
He was somewhere between a knight in shining armor 
and the despised efficiency expert. Remnants of this 
questionable status are still found, but fortunately on 
fewer and fewer occasions. 

Actually the past twenty years have produced perhaps 
90% of the refinements, advances and new techniques in 
the management and Industrial Engineering fields. So, as 
a broad generality, we might say that it took us half a 
century to start bringing our profession out of its de- 
servedly questionable beginnings and into some sem- 
blance of a scientific approach. 

Is there any wonder that Mr. Shields says that “man- 
agement techniques are slowly evolving into a science’’? 

Second Question: What has happened in the past 
twenty years to justify hopes that management tech- 
niques will actually qualify as “scientific” some day? 


First, and perhaps most important, we have recognized that our 
techniques and methods are not scientific, and an increasing num- 
ber of us are acquiring the guts to stand up on our hind legs and 
admit it. 

Second, research is nibbling away at unscientific features and is 
gradually reducing the element of judgment involved in so much 
that we do. 

Third, we are using mathematical tools which have been availa- 
ble for years, but which we were regrettably slow in adapting to 
our use. 

Fourth, new concepts and ideas are occurring with increasing 
frequency as a result of more people with better education and 
background consciously and with malice aforethought searching 
for them. This is another aspect of research. 

Fifth, we are borrowing concepts and ideas from other sciences 
or professions and adapting them to our uses. 

Sixth, practitioners are recognizing that the strange products 
of the academic world are not the playthings of pale-faced scholars, 
but that a large portion of those products can be used to ad- 
vantage in practical applications. 


Dean David of the Harvard Graduate School of Busi- 
ness Administration once stated, “Usually some label 
of academic calm or ivied walls or ivory towers is put 
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on those who work in universities. I sometimes think 
there are today more ivory towers in the business com- 
munity than in the universities. Far too many business- 
men have secluded themselves with their own groups 
without opening their minds to what is happening. . . .” 

That puts the monkey on our back, but I must admit 
that I cannot help but agree with him. 

Along this same line, it is interesting to us old timers 
to recognize the difference between the present attitude 
of business and industry as a whole towards a college 
education and that same attitude twenty-five or thirty 
years ago. 

In those days a young engineer was pretty apt to be 
told to forget his highfalutin education and get some 
“practical” experience. Those days are gone and with 
them most of the thinking which looked upon higher 
learning as a frill, regardless of whether it was acquired 
in a university or at night alone and at home. 

There are a number of reasons for this change. So 
many more people of all economic groups of society are 
acquiring higher learning that it has lost its “class 
stigma” and thereby is more readily palatable to some 
people. However, the plain and indisputable fact is that 
people who have become educated 
where 


regardless of how or 
have out-performed the so-called “practical” 
man by so wide a margin and in so many instances that 
there remains no serious question of supremacy. 

I dislike using the words “scientific” and “practical” 
in a contrasting sense, because science is as practical as 
anything can possibly be. It is only the impractical who 
have been unsuccessful in adapting science to practical 
use. However, in the accepted lingo of a few years ago 
the educated man has beaten the “practical” man by 


being more nearly scientific in his approach and practice. 


But, let’s be a little more specific for a change, and cite 
a few examples of what is recent or new in application 
and in research. 

A number of people are trying to relate elemental 
times to basic motions, and to produce standard data 
more accurate and more nearly universal in its applica- 
bility. Several “systems” of such data are in use today 
and are being refined and improved almost constantly, 
through use and through research. 

At least one group is doing basic research on the 
exact nature of body motions. They are measuring 
velocities, acceleration, deceleration, ete., using the 
Dopler effect as the means of translating those motions 
into readily measurable entities. 

Adaptations of statistical techniques are becoming 
commonplace. Statistics offer one of the most readily 
available sources of refinement and original thinking. 
Adaptations include work sampling, quality control and 
numerous others. Research continues on the range of 
human capabilities. Statistical and other mathematical 
and analytical approaches have resulted in such tech- 
niques as operations research with attendant tools in- 
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cluding queueing theory, theory of games, linear pro- 
gramming, Monte Carlo, model making, gaming and 
other devices used in solving management problems. The 
very names of these devices are still strange to many of 
us. 

The list is long, so let’s let it stand as it is. However, 
we should realize that each of these named (and many 
unnamed) is a device which we can use to arrive at a 
better, more nearly scientific, answer to some problem 
which would have gone unanswered or 
swered 10 or 20 years ago. We are 
toward becoming scientific! 


half-way an- 


making progress 


Third Question: How are we failing to keep pace with 
these developments, and what, in general, is our primary 
shortcoming? 

I do not know that we are failing to keep pace with 
these developments. The recent growth of technical so- 
cieties and the interest displayed in published literature 
is evidence to the contrary, Your presence at this splendid 
clinie is evidence to the contrary. (Incidentally, I would 
like to commend to your attention the Journal of Indus- 
trial Engineering. During the past two or three years it 
has developed into a publication of which AIIE can be 
proud and which is an excellent source of information on 
new developments.) 

We may, however, be failing to do all that we can to 
further the cause. I think our greatest failing is in not 
keeping our superiors (and in particular, top manage- 
ment) appraised of new possibilities, and in not educat- 
ing them to use what is new. Too often the impetus is 
not from us, but from the top as a result of “the boss” 
having read an article in some journal of business or 
finance. Even when we are well informed of new de- 
velopments, we are pretty poor salesmen in too many 
instances. 

As to our primary shortcoming, I believe it lies in the 
imaginary boundaries we ourselves have used to cireum- 
scribe our sphere of operations. We think of ourselves 
too often as limited to matters pertaining to direct labor 
and the production of goods. As examples, matters per- 
taining to the production of clerical records would be 
beneath our dignity, or matters pertaining to indirect 
labor are the problem of the plant engineer, not ours. 
Yet each of these two items is consuming an increasing 
portion of the sales dollar, year after year. 

In the past fifty years the ratio of clerical employees 
to productive employees has increased ten fold, and the 
ratio is getting worse all the time, in spite of the high 
degree of automation already available. How many of us 
realize that our techniques are directly applicable in this 
field? And of those who realize it, how many are willing 
to do something about it within their respective com- 
panies? 

In these days of increasing automation indirect labor 
is increasing rapidly (particularly in maintenance per- 
sonnel) while direct labor is decreasing. In the process 
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industries where automation is relatively advanced, 
maintenance crews are nearly as large as operating crews 
now, and in the near future will be larger than the operat- 
ing crews. How many of us have recognized this and are 
doing something about it within our respective com- 
panies? 

Too often we have failed to pick up the challenge of 
being management instead of working for management. 
We must realize that a modern business is so complex 
and its components so closely interrelated that the carving 
out of a single segment as our sphere of operations 1s 
dangerous and unjust to ourselves and to the business 
itself 

To do this we must not only keep pace with new 
developments in our own and related fields, but we must 
also acquire a better knowledge of the fields and prob- 
lems of the other members of the management team. 

How many of us know the problem of, or stand ready 
to help, the top sales executive of our company? How 
many of us realize that nine out of ten of us have at 
our fingertips knowledge and techniques which could 
help him tremendously? How many of us realize that 
the answers he is searching for will materially affect our 
work on the production floor? 

How many of us know the problems of, or stand 
ready to help, the top financial executive of our com- 
pany? The Controller? Yet they could use our help, and 
their decisions may well have a material effect on our 
own work on the production floor 

How many of us know the problems of the chief ac- 
countant or cost accountant? How many of us realize 
how closely related our own activities are to those of 
the cost accountant, particularly if our company has a 
standard cost accounting system? 

How many of us share the problems of the personnel 
manager, or realize how closely they relate to our own 
problems? 

My experience has been that the answers to these 
questions are unfavorable in far too many instances. 

And so our challenge in this 16th revolution is a 
three-fold challenge: 


First, to jealously guard and foster dissatisfaction 

Second, to learn and to use each new development or technique 
to insure that our work is the best that can be done 

Third, to erase the imaginary boundaries that surround us and 
to apply our abilities in areas we have shunned in the past. 


If we fail to pick up this challenge I can assure you 
that some other group will do so. I feel sure that you 
realize that the sole requirement for founding a new pro- 
fession today is to coneoct a new jargon, so don’t bother 
wondering which group might pick it up if we don’t, 

But if we do pick up this challenge we will find that 
we are welcomed to the councils of the great; and almost 
before we know it, we will have become an indispensible 
part of the management team. 
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Waiting-Line Models in Materials Handling 


by ROBERT B. FETTER 


Assistant Professor of Industrial Management, Massachusetts Institute of Technology 


and HERBERT P. GALLIHER 


Assistant Director, Operations Research Proj cl, Massachusetts Institute of T chnology 


Tue OBJECT of this paper is to give an expository 
treatment of the application of “waiting-line” models in 
determining the least-cost number and type of materials- 
handling facilities to provide in a given operation. Be- 
cause individual materials-handling requirements vary 
so much from one situation to another, only general 
principles can be treated, and illustrations given with 
what may seem to be relatively artificial situations. 

Our chief interest is to indicate that waiting-line 
analyses of the materials-handling function in production 
yield more realistic measurements of the effects on total 
production rate and costs of a characteristic but evasive 
phenomenon of all production. This phenomenon is that 
of the cumulative effect of random delays, in this case 
delays in handling materials. By radom delays is meant 
no more than the familiar ones which always occur dur- 
ing a shift or day due to randomly spaced requests for 
goods to be moved, or to variations in the time required 
to perform jobs. 

The cumulative effect of such delays, which can be 
viewed as random variation in production flow, is diffi- 
cult to measure short of utilizing the rather sophisticated 
mathematical waiting-line theory. This 
theory has, however, had application elsewhere in In- 
dustrial Engineering, notably in textile mill operation 
and in telephone engineering, the latter field having 
pioneered its development. In this paper, the mathe- 
matical methods shall be avoided and concentration 
made on approach and problem formulation. A sub- 
stantial technical literature is available to the inter- 
ested reader, some of which will be found in the list of 
references. 


statisties of 


As a focus for discussion, the operation of material- 
handling units to transport goods between producing cen- 
ters in a factory has been chosen. In the discussion, the 
decision as to types and number of units to provide and 
the consequent average delays predicted by waiting-line 
formulations is related to the basic economic considera- 
tions of least over-all production cost. 

*The research underlying this paper has been supported in 
part by the Army Office of Ordnance Research under contract 
DA-19-020-OR D-2684, at M.I.T. and in part by the Sloan Research 
Fund of the School of Industrial Management, M.L.T. 
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OPERATION OF MATERIALS-HANDLING CREWS 

The problem envisaged here occurs typically in a 
fairly large job-shop. A considerable volume of materials 
and partially finished work must be transported con- 
tinually from some department to another. Usually this 
work is the responsibility of a materials-handling depart- 
ment, staffed with the crews and equipment necessary, 
which receives calls from many producing centers to 
render service for a variety of moving jobs arising during 
a day’s activities. 

In such an operation the assumed objective of the 
materials-handling effort is to move materials at least 
cost, considering the cost consequences both of delays 
and of investment in moving facilities. In some cases 
advanced scheduling of moves is possible. However, the 
problem of interest here is the not infrequent case in 
which, due to the very size, complexity and activity of 
the plant, calls for materials-handling units cannot be 
predicted much in advance, if at all. Instead, these calls 
occur in some random fashion, steady in average rate, 
but at any given time exhibiting considerable variability 
in frequency of occurrence and in kind of service re- 
quested. Thus, the materials-handling facilities may be 
swamped at one time and idle soon after. 

The result is a kind of congestion problem, in which 
it is no longer easy to predict the least-cost materials- 
handling capacity to provide. Delays in movement due 
to insufficient handling capacity mean an increase in the 
amount of in-process inventory associated with a given 
outflow of finished goods. Too large a capacity on the 
other hand, in addition to getting in its own way, will 
not pay off in a commensurate reduction in delay. 

The use of waiting-line models to determine the opti- 
mum balance between cost of facilities and cost of delay 
represents a sophisticated but practicable and effective 
approach. The sophistication may be illustrated in terms 
of a single lift truck whose average moving task takes 
15 minutes, though the time required varies in a random 
fashion from one job to the next. Table 1 displays the 
resulting delays and the net average percentage of time 
the truck is busy for various “loadings” measured in 
average number of calls for work per 15 minutes. Some 
assumptions are made here concerning the kind of prob- 
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TABLE 1 


Delays and Idle Time for a Single Unit with Various Loadings 


Average delay, in hours, of goods 
to be moved 


Loading, in calls per 15 Average “( of time truck 


minutes is idle 


l o0 
5 50 
8 20 
9 10 
O5 5 
99 l 
1.00 0 


75 
24.75 
Infinite! 
(The assumptions underlying this table are that calls are dis- 
tributed according to a Poisson distribution and service times 


according to an exponential. These distributions are discussed 
in the article 


ability distribution which describes calling and servicing 
intervals. These will be explained later and an indication 
given of the kinds of probability distributions which may 
be anticipated in various operational situations and 
which may be readily utilized in the mathematical cal- 
culation of the waiting-line formulations. 

It can be seen from Table 1 that if delays are to be kept 
below 15 minutes per call on the average, the truck must 
be idle half the time. On the other hand, if the trucks 
are kept nearly always busy, the average delay is quite 
large. These paradoxical comments do not exaggerate 
the consequences which must be faced in a congestion 
situation. Rather, they stress the need for explicit bal- 
ancing of costs. A truck crew which is almost always 
idle may by no means be uneconomic if there are com- 
pensations in terms of reductions in delay. 


rHE ECONOMIC PROBLEM 


The basic economic problem is one of determining the 
amount of materials-handling capacity to provide. The 
cost of additional handling facilities must be balanced 
against alternative costs incurred by delays in move- 
ment. Whenever there is any variability present in such 
situations, then delay will occur if when a call arrives 
all handling facilities are busy with prior calls. This 
delay could have been avoided if more handling units 
were available. There is, therefore, some optimum level 
of facilities at which the cost of additional handling 
facilities is just balanced by the delay cost saved. 

The cost of additional handling facilities is made up 
generally of two parts: 1. a fixed cost occasioned by in- 
vestment in physical equipment, and 2. variable ex- 
penses, primarily those due to labor and maintenance. 


FIXED COST 


Any costs which will be incurred whether the handling 
units are operated or not should be included in the fixed 
cost category, while those associated with operation 
should be included as variable costs. The fixed cost is 
necessary in order to determine the optimum investment 
in handling units. For example, if the average volume 
of movements changes due to changes in production level 
from shift to shift or seasonally month to month, the 
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cost of delay would be computed for each possible set of 
facilities and the optimum set established by balancing 
this cost against the fixed cost associated with each set. 
Then, given this set of facilities, the optimum operational 
level (number to man) as the volume of movements 
changes can be established by balancing the cost of de- 
lay versus the variable cost of operating additional 
trucks. 


COST OF DELAY 


The cost of delay is somewhat more difficult to deter- 
mine than is the investment cost. For this reason it is 
apt to be overlooked. It is often expressed in several 
forms, one of which is extra costs of expediting and 
supervision, and another, loss of production. 

A subtle but potentially appreciable component of the 
cost. of delay is that occasioned by the additional in- 
process inventory which results from delay. This cost is 
equivalent to a reduction in turnover, and an increased 
cycle time for producing any given lot of finished goods. 
To illustrate this, suppose that a given job must pass 
through a number of departments in the course of produc- 
tion, and that it must be “handled” in going from one 


department to the next. Its total production time, from ~~ 


start to finish, is the sum of the processing, or job, times 
in the departments plus the handling times. If these 
handling times include a delay, then a simple algebraic 
analysis will show that if 


average delay per job 


d= 
average production time per job if no delay occurs 


then the ratio of net flow (including delays) of finished 
goods, to capacity flow (without delay) is 


1 
1+d 


= fraction of turnover capacity actually achieved 


This last is the fraction of the capacity rate achieved 
with some given set of facilities. As facilities are in- 
creased (and, therefore, d decreased), this fraction ap- 
proaches unity, but only of course at an increasing cost. 

Since costs of idle personnel, lost production and extra 
in-process inventory are usually known on a unit basis, 
there is no great difficulty in costing a given delay. 
Rather, the problem is to measure the incidence of delays 
and to determine their magnitude. 

It is in the measurement and correct prediction of these 
delays that a waiting-line approach is of special utility. 
Calls for handling will always occur in a random way, 
in spite of efforts to schedule them; this is no more than 
& universal comment about attempts to schedule any- 
thing. Some delays will consequently always occur. How- 
ever, because of the complex effects of random accumula- 
tions of calls, the prediction of the size of delay is not 
easy to accomplish in a thorough way without resort to 
waiting-line models. 
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Accordingly, we turn now to a discussion of the basic 
concepts and terminology of waiting-lines. 
WAITING LINES 

The conceptualization here is that there is a servicing- 
point, at which units of some sort are arriving individu- 
ally to receive service. Arrivals are not necessarily evenly 
spaced in time, nor their exact arrival times known in 
advance. At the servicing point there may be one or 
more servers (or service-stations) available to handle 
the arrivals. Individual servicings do not always take 
the same amount of time, nor are these times wholly 
predictable. The variable spacing in time both of arrivals, 
and of servicing are described by saying that they are 
random. 

Because of this randomness, arriving units are from 
time to time forced to wait, and the group waiting is 
called the waiting line or queue. Time spent in the queue 
is called the waiting time, or the delay. Calculation of 
this delay is a major concern of the mathematical analy- 
sis of a waiting-line. 

Daily experience affords many familiar examples of 
waiting-lines: banks, restaurants, highway intersections, 
repair shops, the in-box on an office desk. A less obvious 
example is the operation of a telephone exchange. Much 
of the mathematical theory now available to analyze 
waiting-lines has been built up over the past 50 years 
by telephone companies around the world (10). Addi- 
tional contributions have come from Industrial Engi- 
neering in connection with the manning of semi-auto- 
matic machines in textile plants (7) (8). 

In applying the basic conceptualization above to ma- 
terials-handling, obviously, the “arriving units” are goods 
to be moved. The servicing-point may not necessarily 
be a point at which the goods arrive physically; it might, 
for example, be a central dispatch station at which calls 
for servers are received and servers dispatched. (In the 
conveyor model to be discussed later, the servicing point 
will be the discharge end of the conveyor.) The servers 
are clearly the handling-units or crews, and the servicing 
is the task of moving the goods. The delay is not the 
movement time, which is inescapable, but rather the 
potentially unnecessary wait until a handling unit arrives 
to pick up the goods. 


RANDOMNESS OF CALLS 


Let us next discuss the features connected with the 
randomness of arrivals, or as we shall term them, “calls.” 
First, by calling rate, is meant the average number of 
requests per unit time, for goods to be moved. The 
mathematical approach of waiting-line theory is statisti- 
eal, and consequently considerable variability of indi- 
vidual calls is tolerated even though the average rate is 
a constant. 


This average rate is to be associated with the average 
production rate, over a period even of months, of the 
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production centers initiating the calls. The period to be 
chosen for averaging the rate is just that for which a 
definite allocation of handling facilities is being made. 
If multi-shift operation is the case, with production rate 
characteristically different on the separate shifts, the 
number of physical handling units, such as trucks, will 
be related to the maximum rate on any shift, although 
the number of crews scheduled to be available to man 
these units may be varied to fit a rate which is char- 
acteristically lower on certain shifts. 

Within the period of constant average calling rate, the 
frequency of individual calls will vary in a random way. 
This variation is described by the probability distribu- 
tion of calls. An illustrative distribution of calls received 
in the course of a one-hour period at a central dispatch 
point is portrayed in Figure 1. Note that although the 
average is 10, in less than 15 out of 100 one-hour periods 
will 10 calls be received. 

The type of probability distribution which can be ex- 
pected in any particular materials-handling situation will 
depend upon the situation itself. Both statistical and op- 
erational validity should be checked before preferring 
any distribution to another. However, there is one special 
distribution, known as the Poisson distribution, which is 
quite apt to characterize calls in a complex materials- 
handling operation such as the dispatch office in a large 
plant (indeed this distribution has found widespread 
application in machinery breakdown, in telephone traffic, 
in truck arrivals and in other operations which are 
thereby revealed to be similar in the oceurrence of calls 
for service). 

When this kind of distribution holds, the mathematical 
formula for the probability p(n;T) that n calls will be 
received in a period of time T 

(AT)? 
p(n; T) = , 0,1,2 


n! 


where A is the calling rate per unit time. A typical plot 


. RELATIVE FREQUENCY 
° 
= 


Pw 
































10 5 20 
w = CALLS PER HOUR 


Fic. 1. Frequency distribution of calls for Handling Service 
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Gi(t)= PROBABILITY OF A 
TIME GREATER THAN 








| 
T = HANDLING TIMES 
(ALSO CALLING INTERVALS) 


Fic, 2. Schematic Distribution of Handling Times or 
Calling Intervals 


A detailed dis- 
cussion of the properties of this distribution can be 


of this distribution is given in Figure 1. 


found in many textbcoks on probability, for example (5). 

When it comes to gathering data on arrivals of calls, 
a corresponding notion of greater utility is that of the 
calling interval, which is the time interval between suc- 
cessive calls. This is, of course, a continuous-time quan- 
tity. It will have a probability distribution of the sort 
illustrated in Figure 2. In the ease of “Poisson” calls, 
the distribution of the calling interval will be exponential 
in form (and therefore linear on semi-log paper). That 
is, the probability p(T) that between two successive calls 


a time greater than T elapses is given by 
p(T) =e" 


where again A is the calling rate per unit time. A plot of 
a distribution of this type is given by the dashed-line in 


Figure 2 
HANDLING-TIMES 


In order to separate out delay times, handling times 
must be carefully defined. Basically, by such a time is 
meant the interval from the moment a handling unit is 
assigned to move a certain load until it is ready to be 
assigned to move another load. When units are centrally 
dispatched, handling time begins with the moment of 
dispatch and terminates when the unit reports back. 

The same considerations about average times and 
randomness of individual times apply here as in the 
case of calling intervals. Averaging is to be done over 
the interval for which handling facilities are to be per- 
manently acquired. Randomness of individual calls is 
described in terms of the probability distributions of their 
lengths. These lengths must therefore be observed by 
sampling measurements in order to construct this prob- 
ability distribution. 
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NECESSITY FOR MEASURING PROBABILITY DISTRIBUTIONS 


In data-gathering, many people are prone to make a 
number of measurements, average them, and then ignore 
the dispersion of the individual measurements from the 
average. In waiting-line models the dispersion is, how- 
ever, of major importance. To illustrate this, let us take 
for simplicity an example involving a single server. When 
calls are “Poisson” it is known that the probability P, 
that the server is idle is 


Py, = 1 — Ah 
where A is the calling rate, and h the average servicing 
(handling) time. That is, P, depends only on averages. 
However, the mean delay time W is known to be (9) 
(11) 


(1 7. Po) 


W = (1 + c?) 
2Po 


where c is the coefficient of variation of the handling 
time, that is 


standard deviation of handling time 


c= 


average handling time 


Here W is given in units of the holding time. Thus, delay 
is a direct function of the variability of the handling 
times, and can be increased by any given amount by 
increasing that variability sufficiently even while aver- 
age handling time remains the same. The variation of 
W with e¢ is plotted in Figure 3 in terms of the value 
of W when ec = 0. Note that ¢ = 0 corresponds to the 
case where handling time is constant; W is then a mini- 


at ¢c+#0) 


W= AVERAGE DELAY PER CALL 
(wel 








1.0 2.0 
c = COEFFICENT OF VARIATION 
OF HANDLING TIMES 


Fic, 3. Increase of Average Delay with Variability of Individual 
Handling Times. “c” is the Coefficient of Variation of the Han- 
dling Times. 
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D* DELAY IN MINUTES PER CALL 


M*AVERAGE NO. OF IDLE UNITS 








5 


N * NUMBER OF UNITS 


Fic. 4. Average Delay and Number of Idle Units for 
Various Service Levels. 


mum. Thus, any variability in handling times results in 
a greater delay. 


HANDLING DISCIPLINE 


By handling discipline is meant the routine procedure 
for assigning handling units to calls. The discipline may 
be first-come-first-served in a central dispatching ar- 
rangement. In addition, a certain proportion of the calls 
may be given priority over other calls. There may be 
special purpose units for handling heavy, fragile or other- 
wise special jobs, including gang service obtained by 
grouping crews and units to handle a large task. 

On the other hand, the discipline may be random, as 
when handling units patrol the plant, taking jobs as they 
encounter them. Each type of discipline is characterized 
by an average delay, which will in general vary with the 
discipline employed. Consequently, consideration of the 
type of handling discipline to employ is an important 
part of the search for a least-cost solution to the general 
problem. 


ILLUSTRATIONS 


The details of solving mathematically the equations 
that arise in a waiting-line formulation of materials- 
handling and other production-flow congestion problems 
are not included here. Later, in discussing the approach 
which an Industrial Engineer should plan in tackling an 
actual application, references will be given where these 
details may be found. 

Rather, two illustrations will be given of the kinds of 
results that can be predicted in certain cases. In both 
illustrations it will be assumed that the arrival of calls 
is characterized by a Poisson distribution and that 
handling-time has an exponential distribution with suc- 
cessive times statistically independent. As to the validity 
of these assumptions in any particular case, nothing can, 
of course, be said without inspecting actual data. These 
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distributions were chosen for the illustrations partly be- 
cause numerical results were readily available for them,’ 
and partly because in many applications the presence 
of these distributions is the first one which should be 
suspected. 


A. RELATIONSHIP BETWEEN AVERAGE DELAY AND NUMBER OF 
IDLE SERVERS 


A large job shop, with identical multi-purpose handling 
units centrally dispatched to answer calls in order of 
arrival constitutes an especially simple waiting-line situ- 
ation. The basic economic problem is taken to be “what 
is the optimum number of units to provide?” Therefore, 
a direct comparison is desired of average delay and 
average idle time for the handling units provided. 

In Figure 4 this comparison is made for a numerically 
hypothetical case in which the calling rate is 15 calls 
per hour and individual handling times average 20 
minutes. The plot illustrates the general features of any 
specific numerical case:° 

First, 5 units are completely insufficient, the average 
delay being “infinite.” The general principle involved 
here is a fundamental one in all waiting-lines, namely 
that in order to keep the average delay finite, it must 
be true that 

(calling rate) X 

servers 
(Not even a “<” 


(average holding time) < number of 
sign can be tolerated.) 

Second, the amount by which delay is reduced by add- 
ing servers decreases in a non-linear way as the number 
of servers added increases. Consequently, there will be 
some optimum number of servers if the cost of idle facili- 
ties is proportional to idle time, and the cost of delay 
proportional to average delay. 

Effect on in-process inventory. Suppose that in this 
illustration each unit of material receives a 3-hour proc- 
essing time at the next producing center to which it is 
moved. Then its total time per move-cycle, namely 

processing-time + delay + handling-time 
will be 

180 minutes + delay + 20 minutes 
Comparing, for example, the advantages of having 7 
handling units, it can be seen from Figure 4 that the cor- 
responding delays are approximately 3 and 9 minutes. 

The addition of one extra unit from the 6-unit level of 
operation means therefore an increase in turnover, and 
a reduction in in-process inventory, of approximately 4% 
(180 + 12 + 20 vs. 180 + 4 + 20). In an actual applica- 


* The numerical values were taken from a volume of tables of 
waiting-line probabilities currently under preparation at M.L.T. 
under the direction of Dr. Galliher. 

*The calculations upon which figure 4 is based may be made 
using formulas available in (1), (3) or (6). Results for these same 
assumptions are tabled in (1) and (6). 
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tion, the corresponding change in cost would be obtained 
from a specification of the cost of additional in-process 
inventory and of idle units. 


B. GENERAL-PURPOSE VS. SPECIAL-PURPOSE UNITS 


Suppose that in the type of operational situation dis- 
cussed in (A), some of the calls require a type of 
service which only certain handling-units are qualified 
to give. This is often the actual case and in attempting 
to cover requirements of this sort in the discussion here, 
one might visualize all sorts of complex specifications as 
to capacities of handling units and frequency of call for 
them. A basic question would be, “What reduction in 
delay is achieved by having general purpose units?” 

For illustrative purposes, suppose that calls are divided 
evenly among 6 different kinds of jobs, with 2.5 calls per 
hour for each. Assume that each job takes the same 
average time as before, namely 20 minutes. To illustrate 
the effect of versatility in handling units, consider four 
alternative schemes. Since there are 6 different types of 
jobs, number them 1 to 6. Now one strategy would be to 
have all units similar, i.e., general purpose, and capable 
of handling only one type of eall. 

As alternatives to these a comparison of two additional 
strategies, namely two different types of handling units, 
with three identical units of each type, and three differ- 
ent types of handling units, with two identical units of 
each type. Units of different types are assumed to be 
incapable of handling calls of the same type, and it is 
assumed that call types are allotted to unit types so as 
to equalize the work loads of each type. 

The results are portrayed in Table 2, from the bottom 
row of which it will be seen how great is the increase in 
delay if only special purpose units are available. 


PRACTICAL CONSIDERATIONS 


In the selection of illustrations and in the discussion 
so far, the intent has been to suggest rather than to 
codify. The basic thesis has been that the cumulative 

TABLE 2 
Number of unit-types 1 2 3 6 


Number of units of each type assigned to 
Job-type 


l 


9 


Delay per call, 
in minutes 12 28 j 93 


(These values may be obtained from tables available in (1) and 
(6).) 
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effect of delays in production such as occasioned by 
materials-handling is a complex statistical phenomenon, 
but one which can be formulated in the mathematics of 
waiting-line theory. A proper question at this point is 
“what are the practical consequences in considering 
whether to apply a waiting-line model to a particular 
materials-handling situation? 

There are four main phases of such a project as fol- 
lows: operational description, data gathering, mathe- 
matical solution, and experimentation. These are dis- 
cussed briefly in turn. 


OPERATIONAL DESCRIPTION 


The best operational description is probably a flow 
chart, showing 1. sources of calls, 2. percentages of each 
type of such calls requiring service of a special type or 
special destinations, 3. unit-handling types presently 
available, and 4. alternative dispatching procedures avail- 
able. Of course, the feasibility of operational alternatives 
should be explored in order that the technical description 
allow for a comparison of economic alternatives. 


DATA GATHERING 


The ultimate mathematical waiting-line model to be 
used will employ assumptions about the probability dis- 
tributions of calling intervals and handling times. Con- 
sequently, data on these times must be gathered with this 
in mind. 

Times must be observed on a sampling basis which 
allows for appropriate stratification. There may be a 
different distribution of calling intervals for each depart- 
ment, or of handling times for certain categories of calls, 
as for example priority vs. non-priority. When all units 
are multi-purpose for example, all calls may be aggre- 
gated into a single probability distribution of handling 
times. 

For planning purposes, data on calling rate and han- 
dling times should be related to the production rate in 
the several departments. This is one way of treating 
problems imposed by seasonal variation in production 
rate, and characteristic differences between shifts. 


MATHEMATICAL SOLUTION 


The general mathematical formulation of a waiting- 
line problem is simply a set of equations relating the 
probabilities that at any moment some calls will be wait- 
ing for service, some in process, and some serving units 
busy or idle. While the formulation of these equations is 
not difficult, it is too long a subject to deal with here. 
Ample illustrations are available in the references cited, 
particularly (3) and (5). 

Advantage should be taken of solutions to special 
problems already known and published. The following is 
a summary of many of the useful cases which have been 
treated: 


1. Small shop operations—the problem here is analogous to the 
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assignment of operators to automatic machines (4). Tables 
are available for this case. 

Large shop operations—here the calling population is large 
and calls are independent of one another. Tables of the rele- 
vant probabilities, queue sizes, and delays for a variety of 
handling time distributions are currently in preparation (see 
an earlier footnote). 

Priority calls—the use of priorities to expedite servicing has 
been studied by various authors in articles in the Journal 
of the Operations Research Society of America (2). 
Random servicing order—this problem is of interest to thé 
telephone companies in determining delays experienced by 
telephone users (10). 


One particularly useful technique for obtaining numeri- 
cal results in cases where straightforward solution of the 
equations is difficult is a method known as Monte Carlo 
Simulation. Indeed this method may be applied in any 
problem at all, and for this reason has considerable util- 
ity. Its chief shortcoming is occasional uncertainty as to 
the reliability of results due to the fact that it is a statis- 
tical-sampling method. 

Basically, in a simulation one simply operates the ma- 
terials-handling effort on paper exactly as it would op- 
crate in practice. Beginning at a certain time, the actual 
value of a calling interval is chosen at random from the 
probability distribution of these intervals, a unit is as- 
signed and a handling-time selected at random from the 
appropriate probability Meanwhile, the 
length of the next calling interval is chosen again at 
random and the “clock” advanced until either the first 


distribution. 


unit finishes or the new call arrives, whichever is first, 
and so forth. 

In such a detailed “play by play” of the game, a record 
is kept of the delays experienced, of duration of unit idle 
times, and any other pertinent facts desired, from which 
the desired averages are easily tabulated. The play is 
carried on for a sufficient period to allow these averages 
to stabilize numerically (subject to an error of statistical 
estimation which decreases, occasionally slowly, with the 
length of play). 

Simulations, sometimes referred to as “operational 
gaming” can be performed by hand. Some manufacturers 
of large-scale computers, and other groups active in the 
use of computers, have developed computer routines for 
simulation. A basic requirement here is to have a supply 
of random numbers. Tables of these are fairly plentiful 
(1). 


EXPERIMENTATION 


No solution proposed as a result of a waiting-line ap- 
proach (or other theoretical approach for that matter) 
could be regarded as acceptable without some experi- 
mental testing. This phase, often neglected, is not always 
easy to perform, since it may require a major alteration 
of existing procedures. 


It should be noted that simulation is often a suitable 
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substitute for an experimental test, and in the authors’ 
experience is the more so as it is thorough and realistic 
in every detail. 


SUMMARY 


While attention here has been focused on a centrally 
operated materials-handling function, there are other 
materials-handling situations which exhibit analogous 
features. A very obvious one is the operation of shipping 
terminals, as for example, a truck-loading platform. In 
that case both platform size and number of handling 
crews is the economic problem of concern. Still another 
application is the operation of a slip-feed conveyor. Due 
to random interruptions in loadings and unloadings, a 
slip-feed conveyor acts as a storage well for goods in 
transit. When the conveyor is full, loading must be inter- 
rupted until space is available for the unit to be loaded. 
Thus, one has a finite waiting-line in which the penalty 
is exceeding the maximum length of line. 

It does not need to be emphasized that the problem in 
materials handling is one of congestion, and that due to 
the variety of work handled, a statistical approach is 
practicable. Waiting line models are specifically designed 
to handle such situations. The solutions which are avail- 
able currently will cover many cases when the physical 
situation is relatively simple. When such solutions are 
not available in particular cases, simulation may be used 
to get estimates of the variables of interest (1). 
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How to Set Up Proper Budgets 


by PHIL CARROLL* 


Professional Engineer 


Bouncers are set up in many companies to help in 
the control of costs. Some managers use them to try and 
look ahead by forecasting. Such forecasts are built up 
from projected sales. Thus, budgets may be set up for 
an expected volume of business, then later for the actual 
output in production and in sales. 

To determine expenses for differing volumes, you need 
what are called “flexible budgets.” These are based upon 
the relations between costs and volumes. To find these, 
the easiest way, perhaps, is to plot curves of historical 
expenses. 

Expense trend lines will be mostly of the type called 
“semivariable” by accountants. That means you will find 
nearly every expense consists of a constant plus a vari- 
able. An engineer would think in 
(Y) b + mx 


terms of Budget 


WHAT MEASURES VOLUME 

To set up such expense trend lines, you have to be 
careful what you use to measure volume. Watch out if 
you use sales dollars. Remember, a dollar today isn’t 
the same as a dollar tomorrow. Disregarding inflation, 
let me illustrate. Suppose the central point of your ex- 
pense plottings represents normal times when you may 
sell a sales dollar for a $1.00. When demand is greater 
than normal, meaning larger volume, you sell a dollar 
for $1.05 or $1.10. Later, should business go into a “re- 
cession,’ you sell a dollar for $.95 or $.90. 

The same thing happens with man-hours and labor 
dollars. When you expand volume, your man hour effici- 
ency drops because you hire new people. When you con- 
tract, it goes up. These changes in yardsticks of your 
volume scale will tilt your expense trend lines. Above nor- 
mal volume, inflation moves your plotted points horizon- 
tally to the right further than they should be. Below 
normal, your points will be further to the left in the ratio 
of, for example, $.90 to $1.00 of sales price. The result is 
to turn your trend line about normal volume as a center 
to raise the constant cost and lower the slope of your 
expense trend lines. This tendency is shown by Fig. 1. 

The only reliable measure of output I know is standard 
time and that only when it represents good salable pieces. 


* Author of McGraw-Hill books, Timestudy for Cost Control, 
How to Chart Timestudy Data, Timestudy Fundamentals for 
Foremen, How Foremen Can Control Costs, How to Control 
Production Costs and Better Wage Incentives 
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If you do not have standard times, then try to guesstimate 
them. One way is to build up volume measures by using 
the times equivalent to standard labor costs. Another is 
to adjust labor hours by percentages representing changes 
in productivity. Be sure to deflate for such waiting time 
and indirect time as may be included. 

Having obtained your volume measure, you set up 
curve sheets. You may need 100 to 200. I make them on 
a production basis. I set up the horizontal volume scale 
in ditto typing and run off a quantity. On this scale, I 
mark the years at their corresponding volumes to save 
the counting off. 


ARRANGE EXPENSES 

The years just mentioned are determined by several 
factors. Primarily, what you want are those having the 
widest range in volumes from low to high. Obviously, 
the farthest apart you can get your plotted points, the 
more correct will be your trend lines. Correctness is also 
related to number and so I suggest at least five years of 
expenses. 

Next you get the expenses for those years. Here the 
fun begins. You must collect them together in terms of 
the current responsibilities. The way I illustrate is to say 
in 1951 the Timestudy Department reported to Joe 
Black. In 1953 we reorganized and moved it under John 
Jones. This year, we plan to rearrange responsibilities 
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Fic. 1. (Your apparent volume changes from actual in times of 
expansion and contraction.) 
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and have it report to Dick Smith. That sort of changing 
happens in all organizations many times. 

So the next step is to arrange the year’s expenses re- 
arranged in terms of your present organizational account- 
abilities. The important thing, later in the control of ex- 
pense, is to tell Dick Smith that he’s responsible for the 
budget you work out. 

After you regroup expenses, you must change unlike 
dollars into current expenses. Maybe there have been 
several wage rate changes in the span of years you are 
analyzing. Finally, you must adjust for major changes 
contemplated to translate the effected expenses into 
future probable expenses. Prepare for the major changes 
both in expenses and in organization that will be in effect 
by the time budgets are put into operation. 

Some of these revisions may be more easily made after 
the curves are drawn. Either way, the next step is to plot 
the several years of expenses against corresponding vol- 
umes. 


CURVE PLOTTING 


The first thing I do in this step is to select three or 
four vertical scales for expense dollars. Then I have the 
sheets with the volume scale already duplicated run off 





DOLLARS 


THOUSANDS OF 











100 
STANDARD HOU! 











— 


Fic, 2. (Draw trend line through your plots of historical expenses 
and extend to cross zero volume to read the constant cost.) 


again to get quantities of dollar scales. Now you are 
ready to make a production job of curve plotting. 

Each expense should be plotted separately. This can 
mean that any one manager may have his accountability 
represented by several budget curves. For instance, I 
always separate labor from materials. In Maintenance, 
you might have six curves. 

Machines Buildings 
Maintenance Labor 
Maintenance Materials 
Contract work 


Maintenance Labor 
Maintenance Materials 
Contract work 
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Like in timestudy, I believe in more rather than less de- 
tail. Remember, you may hardly get your budgets set up 
before other changes in organization will be made. 


TREND LINES 


To move on, the five years suggested earlier will enable 
you to plot five dollar amounts over five volume quanti- 
ties. These will form a “scatter” diagram. Through these, 
I stretch a rubber band giving consideration to the fac- 
tors behind the points. 

Don’t try to carry a guess to the fourth decimal place. 
These points represent series of errors. The first is lack 
of control. There could not have been much good contro! 
in the past because you are now setting up budgets to 
help overcome that weakness. 

Second is lack of control related to changes in product 
mix. This will be discussed later. 

Third is the lack of measurement. Usually, budgets are 
based on past performances, Generally, those for overhead 
labor are at day work pace. We might say that budget 
measures are comparable to those for “productive” labor 
back about 1800. 

These errors are pointed out only to make sure we un- 
derstand. Regardless, budgets give you a means for ex- 
pense control that many firms do not yet have. 

So you squint one eye and draw in trend lines. Prac- 
tically, they represent the relations betwen expenses and 
volume for a going concern. Theoretically, you should 
dot the extensions of these lines from your lowest points 
until they cross the dollar scales of zero volume. See Fig. 
2. I say dotted because the sheriff would have padlocked 
the front door long before you could get down to zero 
volume. 


CONSTANT COST 


These zero intercepts are the constant amounts in each 
expense. You can expect a constant in almost every 
curve. Take direct labor as one example most people 
think is purely variable. Suppose you have 100 people. 
Then suddenly, you are forced to reduce your work force 
to 50. If you are like most managers, you keep your 
better men in order to rebuild. Thus, your average wage 
cost per hour goes up. Hence, you have a constant cost 
even in direct labor. 

The sum of all these constant costs is what causes the 
breakeven point on your profitgraph. I call this company 
constant the cost of the nucleus of the organization. Inci- 
dentally, contrary to the notion held by many, this con- 
stant is mostly people cost. 

Anyhow, the constant amount for any expense is the 
first figure which is needed to set up budgets. I read off 
the amounts and record them beside each expense in a 
colunm headed Constant. This reading is a yearly 
amount. Therefore, to use with monthly budgets, you 
divide by 10.4 for 5-week and 13.0 for 4-week months. 
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VARIABLE EXPENSE 

Now you ean figure the variable costs. These are the 
slopes or rates of change of expense with volume. The 
slopes are relatively easy to compute. All you need are 
two dollar amounts 


and their two corresponding volumes, You have these for 
zero volume the constants, 


two sets of readings for each curve 


Suppose for the curve of 
Production Control this yearly constant is $35,000. Now 
assume this same reaches $100,000 expense at a 
volume of 200,000 standard hours. Then we can set down 


our readings as 


eurve 


Volume I Xperia 

200.000 SH $100,000 

Subtract 0 Constant 35,000 
200,000 S.H $ 65,000 


Dividing the difference in standard hours into the differ- 
ence in dollars, you get $.325 per standard hour, This is 
the slope. It is the variable cost per standard time unit 
and, of course, applies to yearly and monthly volumes. 
After you compute these for each curve, you should 


record the rates alongside their constants in a column 


labs led slope 


EXPENSI CONSTANT SLOPE 

rimestudy $20 000 $.200 

Accounting 36 000 620 

lool Room 29 O00 755 

L. H. Power 25 000 125 

Depreciation 10.000 000 
ee sit eile sited 


Some curves like depreciation, taxes and insurance on 
equipment may not have slopes. Too, some curves may 
have negative slopes For instanee, | found one com- 
pany'’s advertising expense, contrary to usual practice, 
to be high at low volume and low when business was 
good. In any event, your usual expense curves could be 
set down in equation form. Let’s use Production Control 


on a 4-week basis as an example. 


Budget $2692 $.325 Standard Hours 


I never show a budget basis in this form. But I set. it 
down that way here to bring the parts together so you 


can more readily see where we are at this stage. 


BUDGET DOLLARS 


Now let's apply our results. We can compute the 
budget for any period in advance when we know the 
forecast volume. And we can determine the budget after 
we know what the actual output was. 

Take 11,056 as the, actual standard hours of output for 
a 4-week month of June. Then, as one example, our bud- 
get for Production Control is 11,056 < $.325 plus $2692 
making a total of $6285. 


May—June, 1958 


You can see by this example that to compute budgets 
for many expenses is easy. A good comptometer operator 
could figure those for a 100 expenses in about 25 minutes. 
That means you could compute them for planning ex- 
penses ahead of time and again afterwards to check ac- 
tuals at very little cost. 

The next step is to compare actuals with budgets. I do 
this on a sheet that has four columns for dollars. In the 
first column are the budgeted amounts for each expense. 
Next to these are the actuals. The third column is for 


gains—that is savings. The fourth shows losses. 


VOLUME JUNE 

11,056 STANDARD HOURS 4 WEEKS 
EXPENSE BUDGET) ACTUAL GAIN | LOSS 
Timestudy 3,754 3,795 41 
Accounting 9,626 9,510 116 
Tool Room 10,577 10,206 371 
L. H. Power 3,303 3,197 106 
Depreciation 3,077 2,906 171 


~~ 





tT TT tT 


BUDGET DEFECTS 

To digress for some explanation, you should recognize 
certain defects in budgets in order to improve upon their 
effectiveness. One may be obvious to you already. Bud- 
gets are dollar allotments. In no way do they specify 
what work should be done for the money budgeted. 
To illustrate, suppose you were to cut budgets 15 percent. 
Would the productivity improve that amount or would 
the work be piled in the corner? 

You can see, then, that budgets can be improved and 
made more realistic by establishing work measures. In 
this process, you would discover a second defect. This is 
lack of count. We do not specify how often indirect work 
is to be done. 

To illustrate, I like to tell the story about window 
washing. We set standards for the work and the men 
wanted to make more money. They worked diligently. 
They washed the windows six times in six months when 
they had not washed them previously but once in six 
years. 

You see this in the offices. There we pile one report on 
top of another. I laugh to myself when I get a purchase 
order for a Discussion Leader’s Manual or a film rental 
after I have been paid for the service. 

Again, study of overhead operations can bring about 
important cost reductions. We should recognize that op- 
portunities for improvement are at least as great as we 
have found in our long study of shop operations. 


FUNCTIONS VERSUS PRODUCTS 


The third defect you should be aware of is that of 
faulty measurement. It results from setting budgets, as 
we do, for functions of our organizations as distinguished 
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from products. For instance, I have talked about Pro- 
duction Control. 

Carrying on, suppose for simplicity that you turn out 
only two products in your plant. Let’s call them shirts 
and motors. Assume shirts are made up of 9 parts, motors 
of 90 parts. Right away, you can see there is less Produc- 
tion Control required for one shirt than one motor. 

And Production Control work is also governed by 
orders. So quantity is a factor. Thus, if you make shirts 
in large lots and motors in small lots, the difference in 
Production Control effort is further exaggerated. Then 
we come to the factor of shop time. In comparison, one 
shirt takes very much less time to make than one motor. 
This fact tends to offset the other two. 

Maybe in the aggregate, shirts take one fourth as 
much Production Control per shop standard time unit 
as motors. Such a supposition enables me to show the 
defect in arithmetic. Take the 11,056 standard hours and 
budget of $6285 for June. With our 1-4 ratio for Produc- 
tion Control, we could say that June Consisted of 


Hours Prod. Control 


Shirts 5528 


Cost Rate 
$1257 $227 


Motors 5528 $5028 909 


11,056 $6285 


Now, let’s assume that our shop output in July is ex- 
actly the same—11,056 standard hours. But our cus- 
tomers want more shirts and less motors. Suppose their 
orders raise shirt production to 8845 and reduce motor 
output to 2211 standard hours. 

Then, making an assumption not wholly correct that 
the Production Control cost rates will be the same as for 
June, we can set budgets for July as 


Hours 
Shirts 8845 
Motors 2211 


Prod. Control 
$2008 
$2010 


Cost Rate 


11,056 $4018 


Compare our new total of $4018 for the changed product 
mix with $6285 that would be allowed by the usual com- 
putation using an average budget variable rate. You see 
how far wrong budgets can be that neglect the inherent 
differences in overhead expenses caused by the different 
products in a business mix. Our overhead expenses are 
different for different products, different quantities, differ- 
ent customers and other differences. These will be recog- 
nized when you get around to seeking correct different 
overhead costs for your several products. More of this, 
if you are interested, in my book How To Control Pro- 
duction Costs. 


COST CONTROL 


Despite the weaknesses pointed out, budgets are valu- 
able tools for cost control. As I put it, any control is bet- 
ter than “crisis hysteria.” At the same time, you must 
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keep in mind that budgets are just one more system. And 
systems are lifeless. 

People spend money. People must control costs if budg- 
ets are to be worth their costs. Therefore, budgets are 
useful only to the extent that people are required to 
account for differences. Notice, I didn’t say losses. Gains 
should be accounted for also. Maybe the work was put 
under the bench. That happened in one plant. There was 
a gain for three weeks in a row. Finally, someone dis- 
covered all the submerged repair work. You can guess 
what the budget showed the fourth week. 

Management by exception calls for examining both 
gains and losses. That is especially true with budgets. 
One could say, “There should be very few losses,” since 
most of the budgets are for people costs on an unmea- 
sured basis. We should look for gains resulting both from 
better methods and better performances. We should not 
expect people in industry to spend all the budgets allow 
so as to get the same relative amounts next period as 
they do in our governments. Somebody has to make a 
profit in order to pay the taxes. 

The point is that cost control comes about through 
called to 
account for performances as measured by budgets. 


management. This means people must be 


And cost reductions come about through better man- 
agement. That’s why I stress the importance of analyz- 
ing the gains. If we can operate at a lower than budget 
cost this month, why not next month also? Said differ- 
ently, if we always meet the budget, we have not made 
any improvements. We are not keeping up with compe- 
tition. We are not increasing our standard of living. In 
America, there seem to be but two choices in managing 
business. These are, “Make profits or go broke.” 
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An Application of Game Theory in Incentives 
and Quality Control Problems 


By LEON H. NISSIMOYV 


Industrial Consultant, Israel 


Tw ) facts are established everywhere in industry, when 
norms and standards (usually based on time and motion 
study) are employed:' 

1. Production increases, since the individual worker's output 
is quantitatively improved. (Accelerated production to attain 
higher earnings is a logical consequence of applying incentives). 


2. If not efficiently controlled, quality is seriously deteriorated. 


These two facts are expressed by the statement: ‘“‘Produc- 
tion tops when quality drops.” 

In order to keep production at ‘“‘an acceptable quality 
level,” it seems, at first glance, necessary to inspect the 
standardized operations 100 percent. At times, such oper- 
ations may be controlled 200 percent or more. But invari- 
ably, management arrives at the conclusion that 100 per- 
cent inspection is not completely efficient and as a matter 
of fact is always very costly. 

The problem posed is very clear:— How to control most 
efficiently and economically hundreds (sometimes thou- 
sands) of standardized operations? The best and most 
economical solution often is by sampling. (Sampling, in- 
deed, is the only alternative in cases where a destructive 
inspection is demanded. This is the case, for instance, 
where the tensile strength or chemical composition are to 
be checked.) The sampling technique of inspection is 
especially applicable for checking those operations and 
products which cannot be checked by automatic devices 
and the application of the Game Theory in such cases 
results in an extremely effective system. 

The operator is usually in a position to keep the output 
within the accepted quality level and this is chiefly 
dependent upon both his skill and conscientiousness. 
But no matter how skilled and diligent the operator 
may be, a number of 


certain defective items will 


always be produced. Thus management must stipu- 
late an “acceptable quality level,” i.e., an allowable per- 
centage of defective pieces. This allowable percentage is 
named “tolerance.””’ When the percentage of defective 
pieces exceeds the tolerance, the entire lot may be rejected 
or each piece may then be inspected for acceptance. When 
an incentive system of remuneration is in force, it occurs 
frequently that an entire lot is rejected; then the rejected 
lot would be inspected piece by piece only if the cost of 
inspection is not prohibitive. 


In this paper, the standard time is accepted equal to 0.75 
“Normal time.’ 
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It is always disruptive when quality is reduced. The 
responsibility for this is usually placed upon the operator. 
Part of the fault, however, is chargeable to the inefficiency 
of the inspection system as well. An economic and effec- 
tive inspection system should: 

a. Employ sampling methods of inspection. 

b. Insure that neither the operator nor the company will lose 
or earn standard minutes in a long run, except in the cases 
pointed out in f and g. 

c. Prevent any pay for defective work. 

d. Decide on a sample size which being representative enough, 
will not impose an undue strain on the available inspection force. 

e. Be practical and free from excessive clerical work. 


The Game Theory when applied in practice will re- 
sult in an inspection system which not only fulfills the 
above conditions, but in addition, it is easily applicable 
and has the definite advantage of keeping the output al- 
ways within the accepted quality level. This is possible 
because the Game Theory takes into account the psycho- 
logical behavior of the individuals operating in incen- 
tives. Thus: 

f. In case an operator’s defective output increases above the 
tolerance allowed, there is some risk of losing standard minutes. 
Practice confirms that few operators will deliberately reduce 


quality of their output, thereby impairing the chances of decent 
remuneration, 

g. In case an operator improves quality and keeps the defec- 
tive work below the allowable tolerance, there is increased chance 
of obtaining additional standard minutes. Practice proves that 
many operators will improve quality of their output, thus increas- 
ing the chances of supplementary remuneration. 


Following is a brief description of a Game Theory situ- 
ation in quality control, illustrated by an example, where 
the standard time for operation demanded to be in- 
spected by sampling is | (one) minute (s,;=1), the sample 
size is n=20 percent, and the allowable defective per- 
centage (tolerance) is 10 percent. 

Figure 1 describes a Game situation between the 
operator A and the inspector B (in small shops B may 
be the foreman or other supervisor). 

Let us examine the Game situation in Figure 1. 

Player A—the operator is allowed two actions or two 
strategies: to operate satisfactorily or not to operate satis- 
factorily. 

Player B—the inspector is allowed two strategies also: 
to inspect or not to inspect the job completed. 

In Figure 1, Xi, X, Xs, X,4 are fictitious standard 
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INSPECTOR B 
1—P,=2/10 P,=8/10 
Action Action “does 
“inspects” not inspect” 
P,=1/10 
Action “does not X.= 
operate satisfactorily” 


1—P,=9/10 


3.675 X,=0.918 


Action “operates X4 X,= —0.102 
satisfactorily” 


minutes representing the pay-off of operator A. For any 
of his actions, A will get the appropriate pay-off which 
depends also upon the action chosen by B. For example: 


1. A decides not to operate satisfactorily and B decides not to 
inspect the job completed; then A will get 0.918 standard minutes 
for each piece of bad quality. 

2. A decides to operate satisfactorily and B decides to inspect; 
then A will get 0.408 standard minutes for the inspected piece 
found satisfactory 

3. A decides not to operate satisfactorily and B decides to 
inspect; then A will lose 3.675 standard minutes, for each piece of 
inadequate quality. 

4. A decides to operate satisfactorily and B decides not to 
inspect; then A loses 0.102 standard minutes for each piece of 
good quality 


In fact, the application of the Game Theory is sub- 
jected to the condition that both players will choose their 
actions “at random,” and that neither is able to guess 
what action the opponent player is likely to take. This 
condition is really fulfilled in practice for B, since table 
of random numbers may be utilized for the purpose of 
taking sample from current production. (Only sample 
drawn at random is believed to be representative). 

Actions taken by A are believed to be randomized too. 
The mere fact that a certain percentage of defective 
pieces is allowable, confirms that it is highly probable 
that, during an 8 hours’ work-day, an operator will pro- 
duce some defective pieces at random. 

In Figure 1. P,=1/10 (or 1—P,=9/10) shows the 
probability that A may not do the job properly or the 
reverse. In our example, 1/10 is the tolerance limit 
adopted. 

P,=8/10 (or 1—P,=2/10) shows the probability with 
which B will choose not to inspect or to inspect and is the 
size of the sample established. 

To clarify how the play is laid, let us imagine that be- 
tween ten pieces produced one is not done properly. 

B inspects at random only two pieces and, let us sup- 
pose he discovers a single defective piece, (this is highly 
improbable). Then the pay-off of A will be: 1X0.408 
—1X3.675—8 X0.102 = — 4.083. 

A loses — 4.083 standard minutes. 

In Game Theory’s language, P,=1/10 (1—P,=9/10), 
P,=8/10 (1—P,=2/10) are called the best strategies 
for A and B respectively. Their meaning is clear enough. 
For instance, if B plays according to his best strategy, 
i.e., inspects at random 20 percent of the output, he in- 
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sures that in a long run no player will benefit or lose 
standard minutes, no matter what percentage of defec- 
tive production; and the opposite: if A plays according 
to his best st rategy, i.e., holds poor production closed to 
the lower limit of the tolerance allowed (P?,,=1/10), he as- 
sures that in a long run nobody will benefit or lose stand- 


ard minutes—no matter what the sample size. 


DETERMINING THE VALUES OF X;, Xo, Xs, X4 


In the beginning we will consider the method of de- 
termining the above values, and we will analyze the rules 
of the Game. Thereafter, several numerical examples will 
illustrate the simplicity of applying the Game Theory in 
practice, as well as its unlimited possibilities and great 
advantages. 

Ordinarily, in Game Theory the payoff X,, Xs, Ns, X, 
is predetermined, while the best strategies are not. But in 
our case, we are confronted with the opposite problem. 
The best strategies for both A and B are predetermined, 
these being the lower limit of the tolerance P,=1/10 for 
A and the sample size of 1—P,=2/10 for B, while the 
four values of X,, Xo, X;, X4 are unknown. Then, four 
independent equations are to be solved. When the best 
strategies are played for the purpose of insuring that 
neither A nor B will lose or benefit standard minutes, in a 
long run, the average payoff M to A should be zero (see 
fig. 1). Thus: 


M = P,P,.X, + P.(1 — Po)X2+ (1 — Po) PoXs 
+ (1 — P,)(1 — PX, = 0 
or after algebraic manipulation 
M = a(P, — b)\(P, —c) +d 0 
where 
X, — X2— X3 + Xj 
X,— NX; 
a 
X, — X- 
a 
X,X,— X2 NX; 
a 
Then three of the four required equations are: 
d 0 
c=P, 
b = P, 


The fourth equation is related to the Basie standard 
time S,;=1 and to the sample size 20% 


Xi +0.2X,= 1 


The meaning of this fourth equation is that in case the 
operator A turns out 100 percent quality work (that may 
happen) he should without any risk be entitled to get his 
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100 percent standard minutes. For example, in case the 
operator completes 100 units at 100 percent quality, he 
should receive what is due to him. In fact, it is possible 
to admit another expression for the fourth equation.’ 


100 & O.YLS + 20 & 9.408 100 standard minutes. 


Below —are resumed the four demanded equations: 
VY, NX, X2 X3 0 (1) 
\ \ 
8/10 = 0 11) 
Y; \ X; + NX, 
= a 
1/10 0) Il) 
\ \ \ X4 
XxX, T O23 Xe l 0 (iv } 


The Jacobian is different from zero and, therefore» 


there are four independent equations 
Of, Of, Of, af, 
OX, AN» AX; AX, 
Of, OAfe Ofe OAfe 
Difi, fe, fs, fs OX, AX» AX; OX, 


= () 
D(X,, Xo, Xs, Xe Of; Of Ofs fs 


ON, 0Yo ON, OX, 
Ol, of; Ol, af, 


OX, aX OX, ON, 


In practice, the four found values are necessary for 
computing the coefficient a 


a XY, X X,; + NX, 5.103 5.1 


and the basic expression 2 will receive the form 
MV = 5.1(Pa — 1/10) (Pb — 8/10 iq. 3. 


RULES OF THE GAME AND EXAMPLES 


Analyzing the basic expression Eq. 3. we obtain the 
rules of the Game 

First rule: Whenever the inspector plays according to 
his best strategy, i.e., inspects at random 20 percent of the 
output, then ?,=8,/ 10, and in a long run, the expected 
average payoff W/ in standard minutes to A will be zero, 
no matter what the percentage of defective items P,. In 
this case the computation of the standard minutes is 
very simple and does not differ at all from the ordinary 
way of calculation. 

Numerical examples: 1. The total lot is 100 pieces. The 
sample size is 20 percent. The inspector finds one defective 
item among 20 inspected (V/ is zero because P,=8/10). 


* If we admit the fourth equation to be X, =1, it will change 


slightly the absolute value of a. Then X,= 1, X,;=1/9, X,=4/9 
55 
and a- For each basic standard time with value V, (that is, 
9 
55 
S.= Vv), then a= | 
9 
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I 
P =— X 100 = 5% 
2%) 


Operato: should get 


100 X 1.0 — 5 & 1.0 = 95 standard minutes 


2. The inspector finds 4 defective items among 20 in- 
spected 


P = x 100= 20% 


Operator should get 


100 * 1.00 — 20 * 1.0 = 80 standard minutes.’ 


Second Rule: Whenever the inspector suspects that 
quality is deteriorated and the percentage of defective 
items much greater than the tolerance allowed, then he is 
in position to abandon his present strategy and increase 
the size of the sample over 20 percent (P,<8/10). 

Analyzing the basic expression Eq. 3. we realizethat any 
increase of the sample size wil! jeopardize the payoff to 
A where the latter is actually turning out inadequate 
production over the tolerance allowed (P,>1/10), the 
expected average payoff M becoming negative (WM <0O). 
The opposite is likewise true that if the operator is moving 
within the tolerance (P,<1/10), his chances for an in- 
creased payoff are likely to materialize; 
positive (M>0). 

The computation of the standard minutes is the same 
as the previous, with some correction of M that has to be 
introduced. 


M becoming 


We have named this correction ‘“‘quality level factor.” 
Table 1 indicates the scale of the correction M (Prin- 
cipally negative 


‘ 


operator loses standard minutes!) when 
A increases the percentage of defective units from 1/10 
to 2/10 and the inspector increases the sample size from 
20 percent to 30 percent, the total lot produced being 
N = 50. 

Table 1 for P,=7/10, P=2/10, N =50. 

From Table 1 we conclude as follows: 


1. The loss most probable to occur to A is M = —5.1% with 
probability of 0.224 (probabilities are computed approximately 
by the Poisson distribution). 

2. The upper limit is positive and M =5.1%, but the chance of 
not drawing any defective piece is very small (probability 0.05). 

3. The lower limit is negative and M = —28.9. This is a con- 
siderable loss for A, but the probability of this ever occurring is 
very small too (probability <0.001). 

4. In general, there are 0.8 chances 
standard minutes. 


against 0.2 that A loses 


Example: lf three defective units will be discovered 
(P, = 20%), the operator should get: 


*In the course of his routine work, the inspector will find 
sometimes higher and sometimes lower percentages instead of the 
true defective percentage, but over a period of time, they will be 
equalized and neither the operator nor the company will earn 
or lose standard minutes. 
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TABLE 1 


Probability 
M= P, for discovering 
defective items 


Percent of defective 
items discovered 


Number of defective 
items discovered 


P, ¢ 


0.0 : 050 
6.7 l 3.149 
13.3 > 224 
20.0 : } 224 
26.7 8.é 168 
33.3 f ( 101 
10.0 j 5.; .050 
46.7 8 022 
53.3 sS 22 OOS 
60.0 9 25.5 003 
66.7 10 28 .¢ .001 


50 X 1.0-—-0.2 X 50K 10= 40. 
M — 0.051 & 50 -= —2.55 


, 37.45 standard minutes 


The operator loses 2.55 standard minutes. 
Table 2 indicates the situation where with added ef- 
fort A improves quality, decreasing the percentage of 
defective units from 1/10 to 5/100. Sample size 


10%. 
TABLE 2 
N =100, P, =6/10, P =5/100 


10.2 1 
Number of defective M = P 
items discovered - 10 = 


Probability 
for discovering 
defective items 


Percent of defective 
items discovered 


.135 
270 
.270 
.160 
090 
.036 


Example: If one defective unit will be discovered, P, = 
2.5%, the operator should get: 


100 X 1.0 —0.025 & 100 X 1.0 97 .50 
M =0.0765 XK 100= 7.65 
105.15 standard minutes 
~ 105.2 


In this case the operator will be remunerated with 10.2 
(ten point two) standard minutes. 

Note: we can check this result with the scales of figure 

. A will receive: 

39X0.048= 15.912 when A operates satisfactorily 

and B inspects 

4X0.918= 3.672 when A does not operate satis- 

factorily and B does not inspect 

—560.102=— 5.712 when A operates satisfactorily 
and B does not inspect 

— 1X3.675=— 3.675 when A does not operate satis- 


factorily and B inspects. 


10.197 ~10.2 standard minutes at re- 
muneration 
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RECAPITULATION 


In order to apply the Game Theory in quality control 
where an incentive system is available, the following has 
to be accomplished: 


1. Standardize the operation through a time and motion 
study. 

2. Determine the inspection method. If sampling is used, the 
size of the sample has to be defined in view of the available inspec- 
tion force. This size will represent the “best’’ strategy 

3. Determine the defective tolerance. This tolerance moves 
within different limits (and is always subject to discussions) but 
in industry rarely does it exceed 10 percent 

4. Calculate the values of X,, X2, X;, NX, and afterwards the 
coefficient a. This will make it possible to obtain the expression 
for the quality level factor M 

5. Before introducing the method, both operator and union 
representatives have to be briefed and the basic principle of the 
theory explained to them. 

6. Instruct inspectors. Inspectors should periodically increase 
the sample size over the best strategy (but never decrease it!) in 
order to maintain the interest of operators in turning out high 
quality production. The sample size is increased in every case 
when there is indication of quality deterioration 

7. Explain to the clerical staff how the computation of the 
standard minutes is to be performed, and prepare tables for M 
to facilitate the calculation. 
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Travel Charting with Realistic Criteria 


by ROBERT W. LLEWELLYN 


Associate Professor of Industrial Engineering, North Carolina State College 


Mosr Industrial Engineers were first introduced to 
travel charting by Wayland P. Smith’s article (3). Some 
aspects of his method were reviewed by Lundy (2). An 
alternate method of determining machine placement in 
plants having a non-uniform product flow was presented 
by Buffa (1). This article will deal with a type of travel 
charting which extends the work of Smith and Lundy and 
Incorporates some of the concepts presented by Buffa. 

Following Smith's lead, the method will be presented 
by means of an example. Consider the eight products 
listed in Table 1. The sequences of operations, parts per 
month and unit load sizes were assumed. The total num- 
ber of loads per product per month were then calculated 
to complete the table. Table 2 is a statement of the num- 
ber of square feet of space needed for each department. 
While these data were assumed here, they can always be 
determined from production data. Figure 1 shows a trial 
layout of the departments concerned. In many instances, 
the first trial layout would be the layout in use when the 
analysis was started 

Having this layout drawn to seale, it was then pos- 
sible to construet the Distance Chart of Table 3. In 
determining the distance between departments, the fol- 
lowing assumptions were made: 

1. In order t 


i truck must first go out to the aisle, then along the aisle 


» go from any department to any other department, 


to a point opposite the next department and then into that 
de partment 
2. It was assumed that the average point moved to or away 


from in each de partment was the center of that de partment 


3. Moves from the raw material area were assumed to start, 


on the average, from points X or Y (Figure 1) rather than 
from the center of the area. The same reasoning was applied 
to the finished goods area, 


TABLE 1 


Products and Se quences 


Parts/month | Parts/load Loads 
month 


Sequence 


R M-A-C-F-D-B-FG 1000 200 20 
RM-C-D-C-F-FG 10000 500 20 
RM-A-F-B-E-D-FG 6000 200 30 
RM-B-F-D-FG 2000 500 4 
RM-C-F-E-D-FG 8000 400 2 
RM-E-D-F-C-D-FG 3000 600 5 
RM-C-B-F-D-FG 1000 800 5 
RM-A-F-E-D-FG 12000 1000 12 


116 
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TABLE 2 


Department Areas 


RM (Raw Materials) 1600 Square feet 


700 

700 

1050 

1125 

1725 

F 1575 
FG (Finished Goods) 1600 


The next step was to construct the Move Chart (Table 
4), which was done in the same manner in which Smith 
constructed his travel chart of unit moves. It shows the 
total number of unitized loads for all products from each 
department to each other department. Movements above 
the diagonal line indicate backward travel as they did in 
Smith’s chart. 

The Travel Chart (Table 5) was then constructed by 
multiplying each entry in the Distance Chart (Table 3) 
by the corresponding entry in the Move Chart (Table 4). 
The result was a table which shows the total movements 
of the products from each department to each other de- 
partment in move-feet per month. By adding columns 
and rows in Table 5, the total travel from each depart- 
ment and the total travel to each department was ob- 
tained. A partial check on the calculations is that the 
row totals should equal the column totals. This grand 
total is the number of move-feet per month necessary to 
accomplish all moves. 

In order to establish a criterion for determining the 
efficiency of the system, the following reasoning was used: 


1. To get out of the department, a load must be moved 22 feet 


TABLE 3 
Distance Chart of First Layout 


FROM 
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TABLE 4 
V ove Chart of First Layout 


TABLE 5 
Travel Chart of First Layout 




















to get to the center of the aisle, To get into another de part- 
ment, the load must be moved an equal distance. Thus 44 feet 
of “internal” travel was required per move 

Table 6 was used to determine the average amount of aisle 
movement per move. First the number of moves per product 
(between departments) was multiplied by the number o 
loads per month of that product. Then the weighted average 
number of moves per product was obtained by adding the 
results of the above multiplications and dividing by the total 
number of loads per month from Table 1. The result of this 
calculation was that the average number of moves per 
product is 5.45, Since each product starts in the raw material 
area and ends in the finished goods area, it must move 120 
feet in the “forward” direction. Therefore, the average travel 
along the aisle per move would be 120/5.45 or 22 feet if no 
backtracking occurred, 

Adding the “internal” travel to the aisle travel gives a total 


TABLE 6 
Calculation of Average Aisle Distance per Move 


Product No No. of Moves Loads/ month Moves, product /month 


6 20 120 

5 20 100 

30 180 

4 16 

20 100 

5 30 
5 25 
12 60 

116 631 

Weighted average moves/product =631/116 =5.45 moves per 
product. Average distance per move = 120/5.45 =22 feet. 
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Fig. 1. Original Layout (Scale 1/16” 


of 66 feet of travel for the average move for the condition 
of no backward travel. 


The last step in the analysis of the first trial layout, 
then, is shown in Table 7. The Optimum travel from each 


TABLE 7 
Calculation of Optimum Travel and of E fhic 1encies 
Layout 


Dept Distance Moves Optimum 


MOVES FROM 


116 7656 S874 
62 1092 6084 
59 3894 7158 
90 5940 6740 

121 TOR6 11616 
67 4422 5427 
116 7656 9255 


11646 


55154 
MOVES TO 


62 4092 3968 
59 3804 5401 
00 5940 6760 
121 T7986 
67 4422 
116 7656 
116 7656 


41646 
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department was obtained by multiplying the sums of the 
columns of the Move Chart (Table 4) by 66 feet. The 
Actual travel from each department is the total of the 
corresponding column of the Travel Chart (Table 5). 
The Optimum and Actual travel to each department was 
obtained in the same way by working with the row totals 
from the same charts. The ratio of optimum to actual is 
the efficr ney of each combination, The result is the effi- 
ciency of each department in relation to the work leaving 
and entering the department. The overall efficiency for 
the entire layout is also obtained 

In the problem, departments A, B and D were poorly 
located in relation to the destinations of materials leav- 
ing the departments, as indicated by the efficiency figures. 
Departments B and F and the finished goods area were 
poorly located in relation to the departments immedi- 
ately preceding them in the processes. A consideration of 
these facts together with a study of moves charted above 
the diagonal line on the Travel Chart lead to the con- 
conclusion that department B should be further down the 
aisle and that department D should be located adjacent 
to the finished goods area This rearrangement of depart- 
ments is shown in Figure 2 

This layout was then evaluated in steps as follows: 

1. A new Distance Chart was made (Table 8) 

2. A new Move Chart was made (Table 9), Note that this 


rABLE 8 


of Second 


TABLE 9 


t of Second Layout 
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Fig. 2. Revised Layout (Seale 1/16” = 1’) 


involves merely a relisting of departments as compared to 
Table 4. This chart was made to simplify the next step 
A new Travel Chart was made (Table 10) 

Efficiencies of the layout were computed (Table 11), Note 
that the optimum travels are the same as in the first layout 
(Table 7). 

The efficiency of the overall system has been raised 
from 75.5% to 88.6%. More significant, the total travel 
has been reduced from 55,154 move-feet to 46,984 move- 
feet, a saving of 8,170 move-feet per month. It might be 
possible to further improve the layout, but the example 
has now served its purpose. 


TABLE 10 
Travel Chart of Se cond Layout 
FROM 


Fa Totals 
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TABLE 11 


Calculation of Optimum Travel and of Efficiencies of Second 


Department 


Layout 


Optimum Actual 


No. of Moves Move-Feet Move-Feet 


Efficiency 


MOVES FROM 


7656 8094 
4092 4214 
3894 5073 
5940 7465 
7986 9796 
4422 3484 
7656 R858 


$1646 46984 
MOVES 


4092 3968 
3894 3871 
5940 6685 
7986 8720 
4422 5447 
7656 8397 
7656 9896 


41646 416984 


Some comments are needed on the assumptions and 
criteria used. 


1 


9 


- 


3 


4. 
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It was assumed that all movements must be made via the 
aisle rather than go directly across department lines. That is 
not essential to the system and if more direct movements 
are possible, they should be so handled. 

Backward travel was given the same weight as forward 
travel. The penalty for backward travel is automatically 
included in the method. If a product goes backwards at 
some point in the process, it must traverse a given aisle 
length three times (forwards, backwards, then forwards 
again) instead of once. Also, it costs no more to move the 
material backwards than it does to move it forwards. Elimi- 
nation of the artificial penalty for backwards travel allows 
the problem to be worked in terms of actual travel distances 
and avoids a “loading” of the method that could easily lead 
to layouts of less than optimum efficiency, 

The method of computing the optimum distance traveled in 
an average move was rather arbitrary. Its use leads to effici- 
encies of over 100% for some departments. This happened 
when most of the moves from or to a department were of 
distances up or down the aisle shorter than the average 
computed in Table 6. A substitute criterion could be the 
shortest move possible in a forward direction. This, how- 
ever, could still lead to efficiencies in excess of 160% if shorter 
backward moves were possible. Still another criterion could 
be the shortest move possible in either direction; this might 
lead to evaluating forward moves in terms of backward 
moves which are shorter but inefficient, The prime advantage 
of the criterion used is that the optimum move distance is 
the same for all departments and remains the same in late 
trial layouts unless the raw materials and finished goods 
areas are moved, This is not true of the alternate criteria 
suggested. The criterion is used only in determining the 
additional trial layouts, in any event. The real test of a 
given layout is the total number of move-feet required to 
complete all processes as compared with the move-feet re- 
quired with alternate layouts. 

This problem was worked with unit load data rather than 
weight. Because of the nature of the problem, conveyor sys- 
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tems can not be considered. The material must be moved 
with, fork trucks, platform trucks, hands trucks or similar 
ecuipment, all of which demand unitizing the load to the 
largest. practical size for maximum efficiency, Once that is 
done, the weight differences of loads of the various products 
is a small factor, while the number of moves and their dis- 
tances are very important, 


The advantages of this type of charting appear to be: 


1. The distance figures are realistic. They reflect the actual 


areas occupied by the departments and include the travel 
within the departments, 


2. Efficiencies are obtained for each department in addition 


to the overall efficiency. These are of benefit in proceeding 
to the best layout in the minimum number of steps 

The calculations are in a form which the line personnel can 
appreciate and which do not contain any assumptions con- 
trary to their concepts of the situation, 

The method can be extended to any number of products, any 
number of departments and any shape of building. Some in- 
genuity may be needed in determining the criterion on which 
to base the department efficiencies when working with some 
odd shaped buildings, but a working criterion should always 
be possible 


5. The method is not limited to working with any given list 


of products. When the product mix is constantly changing, 
a sampling procedure can be used in the shop to estimate 
the number of moves per some unit of time between de- 
partments. These would then be posted directly to the Move 
Chart. Then, working with a Distance Chart of the existing 
plant, the first Travel Chart may be prepared and the analysis 
begun 
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CONFERENCE EXHIBITS 


AMERICAN AIRLINES 


) 


523 HW est Surth Street, Los Ange le 8 14, California 

As the 
the United States, our distribution system has become increasingly 
compli ited. For this reason 
and the 


total production of goods and services has expanded in 


distribution costs have tended to rise 
ichievement of greater distribution efficiency has become 


in increasingly important objective for more and more forward- 


looking companies. The 20th Century Fund study, “Does Distribu- 
tion Cost Too Much? 


toward the cost of distributing goods 


shows that 59 cents out of every dollar goes 


Our exhibit will show how a firm can effectively reduce thei 


over-all distribution costs or increase their sales in new ot present 
markets through the use of air freight 


sultant will be available 


A trained distribution con- 


it the exhibit to discuss specific applica- 
tions 


GREAT BOOKS OF THE WESTERN WORLD 


South Lafayette Park Place at Wilshire Boulevard. 
Los Angeles 87, 


California 


GREAT BOOKS OF THE WESTERN WORLD—published 
ind presented by Britannica in collaboration with the University 
of Chicago. The publication of this work is regarded as an out- 
standing event in the fields of literature, philosophy and science. 
It is not just a reprint of books already in your library. The 54 
volumes which comprise the GREAT BOOKS were selected after 
8 years of research by 100 eminent scholars at a cost of over two 
million dollars. Many of the books have been especially trans- 
lated into English. Many of them are out of print and unobtain- 
ible through normal channels, Together they include all the 
vccumulated wisdom of 3,000 vears of civilization. Their magni- 
tude however is not in their authors and subject matter alone 
Published with them is the great new SYNTOPICON, designed to 
make your reading more meaningful. The SYNTOPICON is quite 
literally a great teacher “living” in your home, always at your 
disposal to guide your reading, to interpret the great ideas and 


make clear to you the most abstract thoughts 


THE WORK FACTOR COMPANY 


0G Weat Atlanti& 


Avenue, Haddon Heights, New Jersey 


The WORK-FACTOR Company exhibit is designed to acquaint 
visitors with the management consulting services which the com- 
pany provides for business and industry 
WORK-FACTOR predetermined 
motion times to standard data, day work and incentive plans will 
be shown 


Interesting applications of 


Information will be supplied about Mims, the newest and simpl- 
est technique for estimating, methods and measurement 

A section will be devoted to « urrent Wwe IRK-FAC “Tt IR research, 
especially in the area of mental processes and visual inspection. 

Displays will be made of WORK-FACTOR applications in 
Japan and Europe 

Information will be available about other services including 
interesting work now being done in the fields of maintenance cost 
reduction and hotel management 

Members of the WORK-FACTOR Staff will be available to ex- 
plain the material on exhibit and to answer specific technical 
questions 

ROYAL McBEE CORPORATION 
Westchester Avenue, Port Chester, New York 


Royal McBee will present its Keysort Plant Control Plan to 
the industrial engineering profession, This Plan is a simplified pro- 
cedure, using Keysort marginally punched cards and forms, for 
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handling such important functions as Production Planning, Sched- 
uling and Loading, Timekeeping and Production Reporting, In- 
ventory Control and Material Requisitioning. These reports and 
forms are designed to elicit statistical Load and Efficiency reports 
for in-plant operations 

These plant reports are then sent to management for the prep- 
aration of five “quick” reports: 1. comparative earnings statement, 
2. daily labor report, 3. cost recovery report, 4. weekly work load 
and 5. monthly plant operating statement. With these statistics, 
plant management personnel is more intelligently equipped to 
make decisions in our present rising cost economy. 


INTERNATIONAL BUSINESS MACHINES 
CORPORATION 


590 Madison Avenue, New York 22, New York 


Automatie Production Recording fills a vital need. Thousands 
of hours are now being spent in plants and factories on data collec- 
tion and recording. Much of this information is poorly or incor- 
rectly recorded, and a substantial amount finds its way into ac- 
counting systems. Management has been aware that a great deal 
of these data are unreliable, as well as expensive and difficult to 
collect, and thoroughly inadequate for the purpose of sound man- 
agement decisions, 

With APR, production variables such as weight, count, length, 
and temperature, together with the related information that 
identifies the product and the process are automatically collected 
in great volume and recorded in printed and punched form. This 
information can be fed directly to data processing machines cap- 
able of preparing production, cost inventory, and other manage- 
ment reports. Management will have available a running picture 
of current, production performance for on-the-spot supervision. 

APR is made up of a system of components which may be com- 
bined in small, simple systems or in complex networks, depending 
on the application. These components include various types of 
input devices—clocks, keyboards, and a device that converts elec- 
trical or mechanical impulses from measuring instruments to 
digital form; storage devices; a programming unit; and output 
devices—an automatic typewriter and a tape perforator. These 
components have been developed to meet the needs of many and 
varied production problems and to be compatible with commer- 
cially-available measuring instruments, 


MARCHANT CALCULATORS, INC. 
1475 Powell Street, Oakland 8, California 


A special feature of the exhibit of Marchant Calculators, Inc., 
Oakland, California (Booth No. 15) will be a display that pictures 
and describes the vital part played by Marchant’s Industrial En- 
gineering Department in operation of the company’s plants and 
manufacture of its products, 

This leading manufacturer of calculators and adding machines 
has a strong industrial engineering department that is closely 
identified with development engineering, production engineering, 
and processing, production and assembly operations. 

The product line to which Marchant’s industrial engineers con- 
tribute through these activities will be on display and will be 
demonstrated for visitors. It includes a full range of models of 
electric desk calculators and a 10-key adding machine. 

Probably of major interest to industrial engineers is Marchant’s 
new Deci.Magic calculator, which ends decimal point worry, as 
all decimals are set automatically in all entries and the answer. 
Also, it is never necessary for the operator to shift the carriage or 
clear the dials, as the Deci.Magic performs both operations auto- 
matically at all times. 
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The American Institute of Industrial Engineers 
Will hold its 
NINTH ANNUAL CONFERENCE AND CONVENTION 


Thursday, Friday & Saturday, June 12, 13 & 14, 1958 


at 


The Hotel Statler in Los Angeles 
HIGHLIGHTS OF ATTE CONFERENCE 


Business Game—Automated Decisions — Exhibits 
Chief Industrial Engineers Clinic Ladies Program 
Small Business Forum Plant Visits 
Electronic Data Processing Complete Case Studies 
THURSDAY—June 12, 1958 General Session Il Productivity Realized Through Industrial 
8:00-9:00 A.M Registration & Exhibits 2:00 p.m Engineering Analysis 
I-A Engineering Applications 
Product Design 
Melvin H. Best, President, Melvin Best As 


sociates 


Keynote Address: Gateway to Productivity 
9:00 A.M Gen. Ben I. Funk, Deputy Director Ballistic 
Missiles, Air Materiel Command 


General Session | The Industrial Engineers’ Concept of Pro- New Product Development—Pre-production 
ductivity Planning 
10:30 A.m I-A Productivity in Manufacturing Arthur J. Casebeer, Planning Director & Pro- 
Electronics duction Manager, Cannon Electric Com- 
R. B. Parkhurst, Vice-President, Manufactur- pany 
ing, Hughes Aircraft Facilities Utilization & Planning 
Aircraft Dr. William T. Morris, Department of In- 
T. L. MeCarthy, Director of Masters Pro- dustrial Engineering, Ohio State University 
grams and Analysis, Northrop Aircraft, Inc Chairman: N. Perkowski, Assistant Professor 
Light Manufacturing University of Southern California, Sierra 
W. H. Trumbull, Vice-President, Paper Mate Room 
Manufacturing Company 


. . . -B ! >me Application 
Chairman: Harry J. Kraig, Ernst & Ernst, II-B Management Applications 


Sierra Room Factors in The Economie Analysis of 


I-B Productivity in Processing matic Equipment 
Petroleum Raymond R. Mayer, Associate Professor 
R. M. Brown, General Superintendent of School of Business, University of Chicago 
Operations, Union Oil Company The Techniques of Profit Control 
Steel Charles A. Bogenrief, Department Head 
T. L. Carroll, Chief Industrial Engineer, Co- Industrial & Plant Engineering, Robertshaw 
lumbia-Geneva Division, United States Fulton Controls Co 
Steel Organization Analysis—A New Fronti of 
Food Industrial Enginec ng 
A. L. Buffington, Production Manager, Dia- Charles F. Rowbotham, Long Range Planning 
mond Walnut Growers, Ine Coordinator, Rocketdyne Div North 
Chairman: Walter R. Herbst, Consolidated American Aviation, Inc 
Western Steel Division, United States Steel Chairman: Howard P. Emerson, Professor, 
Wilshire Room University of Tennessee, Wilshire Room 


I-C. Productivity in Service ie . ' = . . 
; roductivity in Service Industries Special Session | Productivity Demonstrated—A Case Study 
nsurance 


Wesley 8. Bagby, Comptroller, Pacifie Mutual 
Life Insurance Company 


2:00 P.M of Industrial Engineering in Action 
D. D. Henion, West Coast District Manager 
Management Services Division 
J. D. MeFadden, Management Consultant 
Ernst and Ernst 


Transportation 

John M. Gilbreth, Manager of Operations 
Research, Grace Lines, Inc. 

Retail 

Alvin M. Ferst, Jr., Supt. Planning & Plant 
Management, Rich’s, Inc Technical Session Linear Programming—Planning for ‘Opti- 

Chairman: Donald L. Mihelich, Bobrick I mum Productivity 


Chairman: Peter P. Pruce, Ernst and Ernst, 
Garden Room 


Manufacturing Corporation, Garden Room 2:00 P.M Dr. William Karush, Systems Development 

LUNCHEON Human Engineering Corporation 
‘ Che f t t co ‘opp 

12:00 NOON Charles Luckman, Pereira & Luckman nomen: ten Ki. Hearn, Kennecott Copper 

Chairman: Arthur L. Chilman, Columbia- 

Geneva Division, U. 8S. Steel, Pacific Ball- BANQUET Some Economic Aspects of the Cold War 


room 7:00 P.M. Dr. Neil H. Jacoby, Dean, Graduate School 


( ‘orporation, St Louis Room 
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of Business, University of California, Los 
Ang les 
Chairman Howard Dickason 


Nichols & Co., Pacific Ballroom 


FRIDAY—June 13, 1958 


Anderson- 


General Session Advanced Industrial Engineering Method- 
II! ology 
9:00 A.M III-A Systems Analysis 
Vonte Carlo Methods 
Dr. G. W. Brown, Director 
Processing Center | CLA 
Simulation, Game Theory and th Theory of 
| m 
Martin 
etric Co 
Practica 
John B 
Research 


Chairman 


Western Data 


Shubik, Consultant, General 


Simulations of Operations 
Lathrop, Manager Operations 
Lockheed Aireraft Corp 
Arnold A. Cowan, Bobrick Mfg 
Corp., Sierra Room 
111-B Manufacturing Analysis 
futomatic Production Recording 
kK. Howard Gee, Manager, Western Region 
Time Equipment Division, IBM 
omatic Production Control 
1 C, Fisher Special Representative, West- 
rn Region ta Processing Division, IRM 
rate ed Production Control 
r Clark Production Manager 
Plant IBM 
Lee S Sharp Consolidated West- 
Steel, Wilshire 


Pough- 


n Steel Division, U. S 


> 
Loom 


Electronic Data Processing—The Fourth 
Dimension of Productivity 
Vultiplying Defense Capabili- 
ough Data Processing 
Phillips 


Ofthee of Asst. Secretary of 


Director, Data Systems 


liz ng Computers in the 
Vanagement Control Loop 
Hawk, Applied Science, The 
Bureau Corp 
uct of EDPM on Jobs, Procedures 
md People 


J. D. Elliott, Supt. of Revenue 


Director 


Accounting 

Detroit Edison Company 

Maurice D. Pratt, IBM, Garden- 
West Room 

1l—Increased Profits in Small Plants 

Production, 

N. A. Lamberri, Vice-President and General 
Manager, Ryder-Elhott, Ine 

Working Capital, Replacement Capital & 
Expansion Capital for Small Plants 

Leonard Weil, Vice-President & Manager, 

Union Bank & 


Chairman 


Purchasing and Inventory Con- 


Installment Loan Dept., 
Trust Company 
Small Plant Sales 
Donald L 


& Sales, Cal-Tronics Corporation 


& Contracts 


Driscoll, Vice-President, Contract 


Industrial Relations & Incentives in Small 
Plants 

Martin S. Meyers, General Manager, Utility 
Cabinet Co 
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Chairman: Homer H. Grant, Head, Industrial 
Engineering, University of Southern Cali- 
fornia, New York Room 

I1I—Psychology and Productivity 

Drive The m—or Lead Them 

Dr. Harry L. Coderre, Partner, Rohrer, Hibler 
& Replogle 

Dr. Milton Gordon, Associate Director, Man- 
agement Development Center, California 
Institute of Technology 

Mark Lundin, Industrial Relations Manager, 
Western Division, The Dow Chemical Co 
Pittsburg, California 

Edwards R. Fish, Jr., Northwest- 

ern Glass Company, Washington, Garden 
Room 

LUNCHEON Motivating Engineers 
12:00 NOON Dr. Robert S. Bell, President, Packard-Bell 
Electronics Corp 

Chairman: C. Wilson Whitston, President, 
Markets Unlimited; President, Los Angeles 
Chapter AILE, Ballroom 

Management of New Products 

Ralph W. Jones, Booz, Allen and Hamilton, 
Management Consltants 

Chairman: John E. Jardine III, 


Laboratories, Sierra Room 


Chairman 


Spe cial Session II 


2:00 P.M 
Maghead 


Technical Panel Job Simplification vs Job Enlargement 
IV Dr. R. N. Lehrer, Chairman, Industrial Engi- 
2:00 P.M. neering Dept., Northwwestern University 
Dr. Neil D. Warren, Prof. & Head Dept ol 
Psychology, University of Southern Cali- 
fornia 
Chairman: Joseph D. Carrabino, Associate 
Professor, UCLA, Wilshire Room 
Productivity Without Compromise 
II Industrial Engineering versus The Burden of 
2:00 P.M the Past 
Frank H, Squires, Director of Quality Control, 
Topp Manufacturing Company 


Technical Session 


Productivity Through Attention to Quality 
Prof. W. Grant Ireson, Executive Head, De- 

partment of Industrial Engineering, Stan- 

ford University 
Chairman: Dale L 

Lines, Garden Room 
Human Implications of Productivity—The > 
IV Social Responsibilities of Industrial Engi- 
3:30 P.M neering 


Lobsinger, United Air 


General Session 


Dr. Adam Abruzzi, Professor of Industrial 
Engineering, Stevens Institute of Tech- 
nology 
Chairman: Donald L. Johnson, Convair Di- 
vision, Consolidated Electrodynamics Corp., 
Pacific Ballroom 
SATURDAY—June 14, 1958 
NATIONAL CONVENTION 
8:00 Delegate Registration 12:00 Luncheon 
9:00 Convention Session dress of the 


Keynote Ad- 

President-Elect 

2:00 Afternoon Convention Ses- 

sion 

The Conference—Thursday and Friday—is open to non-members 

as well as members. The Convention meeting on Saturday is 
open only to members. 

For a detailed announcement or registration write to: Ninth 

Annual Conference American Institute of Industrial Engineers, 

P.O. Box 22069, Los Angeles 22, California. 
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THE INDUSTRIAL ENGINEER IN GOVERNMENT, by Frank 
=; Gever, Journal of Industrial Engine ering, November-December, 
1957. 


My compliments on your article by Mr. Frank Geyer, ‘‘The 
Industrial Engineer in Government,’’ in the November—Decem- 
ber, 1957, issue. Particularly, I refer to the sections on the Mili- 
tary Industrial Engineer and the Military Industrial Engineer as 
a Supervisor. 

My keen interest and appraisal of these sections is a natural 
turn of events because of my background. I am a graduate of the 
United States Military Academy (West Point). Having resigned 
from the Regular Army several years ago, I am now in Industrial 
Engineering in non-government work. Considering my education 
at West Point, furthered by some graduate work, I believe that 
I can speak with some degree of experience as the ‘‘generalist”’ 
you speak of, and as the ‘‘specialist’’ you refer to. 

My field and garrison experience in the military has been 
primarily as an Infantry Company Commander, and on staff, 
I wish to point out that there lies a closeness in these areas for 
the Industrial Engineering “thinking.’’ These are easily recog- 
nizable in the scope of the commanders’ and staff officers’ duties 
and responsibilities: the administrative functions, supply re- 
sponsibilities, manpower management (personnel), education 
and training. Even the awareness to the comparison of a layout 
of “foxholes and fortifications’ to a plant layout should not be 
overlooked. A commander finds problems of a logistical nature, 
communications, proper use of ancillary personnel and decisions 
beyond the pure military tactics and strategy. My further mili- 
tary education at basic and advanced officers schools covered 
aspects directly associated with Industrial Engineering. In fact, 
certain forms and methods used may be found identical with 
those in Industrial Engineering Handbooks. 

Thus, the place of the Industrial Engineer, I believe, extends 
beyond those areas listed in the article. Jn all connections with the 
military services, a knowledge, understanding, and proper applica- 
tion of the military aspects commensurate with one’s position is an 
absolute necessity. The two go hand-in-glove. Perhaps your classi- 
fication of an Industrial Engineer in the capacity of ‘ Military 
Administrator” is a closer acknowledgment of what I bring out. 
For indeed, there is a likeness of Industrial Engineering “think- 
ing’ and the mental processes a military leader, from squad 
leader up to senior commander, must go through. Melvin A. 
Young, Creve Coeur, Missouri. 


THE HIGHER OBJECTIVES OF INDUSTRIAL ENGINEER- 
ING, by M. A. Payne, Journal of Industrial Engineering, March- 
April, 1957. 


I have recently re-read Mr. Payne’s, “The Higher Objectives of 
Industrial Engineering” after several months. In this article Mr. 
Payne has, so to speak, forged out an ideal for Industrial Engineer- 
ing. This is something that Industrial Engineering has needed 
since its inception, for it has too long been chiefly concerned with 
its details, namely, its techniques such as motion and time study, 
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production control, ete, As valuable as these techniques are, the 
fact remains they are easily acquired and have little appeal to the 
idealism of people. What Industrial Engineering has needed and 
what Payne has supplied is a grand ideal to work toward—an 
objective that is not only sound but emotionally appealing. | 
salute him for his approach. 

Organization, which is in my view the Industrial Engineer's 
real area of operation, is man’s greatest invention. Essentially 
organization is a labor saving invention, But it is even more than 
this, for human satisfactions are created by organizations, thus 
aiding people to realize their aspirations. This concept, it seems to 
me, needs to be crystalized in the objective of Industrial Engineer- 
ing for it to have wide appeal. 

In my mind the Industrial Engineer is essentially a manager 
who employs materials, machines and physical and mental efforts 
of people in production of utilities for the satisfaction of people. In 
my opinion, the function of a manager is to direct persons in 
such a manner that he and those he directs more nearly realize 
their aspirations than they otherwise could, In other words, the 
function of a manager, and so, the function of Industrial Engi- 
neering, is the realization of human aspirations through organized 
effort. 

Tead, in his Art of Leadership, published by McGraw-Hill many 
years ago defines leadership as the “activity of influencing people 
This idea is 
essentially embodied in Mr. Payne’s statement which reads, “The 
objective of Industrial Engineering is to help mankind attain per- 
fection in the application of its abilities and talents.” However, 
the idea of perfection in his statement appears to me to miss the 
point slightly. In my way of thinking, perfection in the applica- 
tion of talents, is not an end but a means, This leads me to sug- 


to cooperate towards ends that they come to desire 


gest, “The basic objective of Industrial Engineering is to help 
mankind to apply its abilities and talents with optimum fruitful- 
ness (with respect to both objectives and means).” This objective 
is similar to that advanced in 1908 by a Professor Stott in a defi- 
nition that reads, “ENGINEERING—The art of organizing and 
directing men and controlling the forces and materials of nature 
for the benefit of the human race.” 

Our local Oklahoma Society of Professional Engineers recently 
asked a leading lawyer to talk on the subject of “legal profes- 
sionalism.” He stated that the preparation for this talk had done 
him a great deal of good because of the occasion of his reading 
the lawyer's oath and code of ethics. This was the first time he had 
read it since being admitted to practice—some 14 years before 
He had forgotten the ideals he once professed—and still believed 
in. Likewise, it would do us well to read Payne’s message every 
once in a while. 

Mr. Payne is doing Industrial Engineering and AIIE a great 
service in seeking to crystallize an ideal toward which we can 
work. We should all join him in his effort—H. G. Thuesen, Pro- 
fessor, School of Industrial Engineering and Management, Okla- 
homa State University. 


MEASURES OF THE EFFICIENCY OF ACCEPTANCE SAM- 
PLING PLANS, by Tee H. Hiett, Jr., and Don S. Holmes, Jour- 
nal of Industrial Engineering, July-August, 1957 
Equations 5 and 6 should be as follows: 
c+ 1 l 


zr, (nAQL)‘e~*4eb 
nAQL } 


nAQL r= 0 ind i! 


1 ec, 2. (nAQL)ie—*A40L 
n(l — AQL) za0 (=O i! 
The charts presented in the article are correct as they were de- 


veloped from the above equations.—Tee H. Hiett, Jr., and Don 8S. 
Holmes. 
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AUTOMATION 


“Automate with ‘Off-The-Shelf E quipme nt,” by Chests 


April, 195? 


Linsky, 


FLOW, 


loo many manufacturers stay clear of automation because 


they are afraid it will inevitably involve expensive, highly special- 


ized machines which must be amortized over short periods, says 


the author, Pointing out that a firm does not have to make com- 


goal, he describes some low-cost, 
gives 


a plant’s present 


plete automation its immediate 


standard equipment available and concrete examples of 


how it can be incorporated with facilities to 


profitably increase mechanization of operations 


Evaluating Production Equipment for Automation,” by D. A. 
Cargill, P. H. Richardson, Val Wallace Baran, Robert Sattler, 
and J. H, McRainey, avtomation, May, 1957 

This special 27-page roundup of basic automation equipment 
ind techniques should be a useful guide in helping a company 


select the type of equipment most suited to its specific needs and 
Included are 
building block” techniques 


purposes sections on l 


using standard equipment, 
2. applying 3. using transfer machines, 


1. developing special-purpose equipment, and 5. using tape- and 


card-controlled machines for short runs and job lots 


“ Mechanical-Assembly 


MECHANICAL ENGINEERING, April, 1957 


by G R Fitzgerald, 


Equipme nt, ; 


Companies should be on their guard against mechanizing their 
assembly processes on the assumption that “because it is automatic 
Suvs the author 


it is good,” pointing out that automatic assembly 


is not always the best solution from a cost standpoint. He recom- 


mends a detailed study of existing facilities to determine the 
exact degree of assembly automation necessary to produce maxi- 
mum efficiency at reasonable cost 
“The Astonishing Computers,” by William B. Harris, rortune, 
J ine, 1 15? 
Since 1954, when the first sale of a large-scale electronic com- 
data was made, more than 1,200 


But despite this daz- 


puter to process business-office 
computers have gone into commercial use 
zling boom, says the author, computer manufacturers face difficult 
new owners in how to use the 


problems It is costly to educate 


complex machines, production is painfully slow, and, since 80 


percent of computers are rented rather than sold, manufacturers’ 


financial requirements are enormous 


“The 
21, 1957 


Impact of Automation,” AMERICAN MACHINIST, October 


The broad evaluation of the progress of automation in industry 
in the nine-year period since the work was first used, Based on 
the editor’s experience in reporting developments during that time, 
on a special survey of the metalworking industries, and on scores 


of interviews with men in industry, this special report reviews the 
extent to which automation is being used in U. 8. plants today, 
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the success it has enjoyed, its effect on productivity, and some 
current applications, In addition, one article assesses the role that 
plant automation will play in the future. 


COST CONTROL 


“Getting the 


Facts to the Foreman for Control” by Paul 


Scharninghausen, N.A.C.A. BULLETIN, Section One, April, 1957. 

In setting up cost-control procedures, management too often 
fails to supply the line supervisor with the accounting tools he 
needs to maintain a close watch on costs in his department, the 
author believes. He describes how cost data supplied to foremen 


at Tung-Sol Electric, Inc. (Newark, N.J.), including daily labor 


analyses and reports on material usage, controllable overhead, 
and quality level, have resulted in savings far greater than the 
extra expense involved, 


“How to Ease the Pressure of the Big Profit Squeeze .” by W. 
VcNeill, CHEMICAL WEEK, page 93, January 25, 1958. 


The lean look apparent in many process companies’ new-profits 
column isn’t entirely the result of economic pressures beyond 
management's control. Shrinking profit margins may often be 
traced to the lack of up-to-date cost-control techniques in more 
than one phase of a company’s operations. Without good controls, 
rampaging costs can be as damaging as outside economic influences 

That cost controls are sorely needed in many process companies 
is evidenced by the increasing number of cutbacks in personnel, 
budgets and production. In most cases, cuts like these are last- 
minute attempts to save profits, 

It usually takes a setback of the kind that industry is now 
experiencing to convince management people that profits must 
be continually fought for. Management's weapon: a well-thought- 
out, well-administered cost-control plan. It can keep operating 
costs in check, bolster a firm’s ability to meet the most stringent 
emergencies—even widespread business recession. 

How to go about adopting such an organized approach to cost 
cutting is the subject of this report. 





“1958 Production Planbook and Buyers’ Guide Issue,” 
MACHINIST, Mid-September, 1957. 


AMERICAN 


This special issue offers, in condensed form, all the new cost- 
cutting, production-increasing developments and ideas reported in 
American Machinist during the past year, The material is or- 
ganized under eight classifications: 1. management and personnel; 
2. machining; 3. tooling; 4. pressworking, molding, and casting; 
5. inspection, testing, and quality control; 6, assembly, heat treat, 
and finishing; 7. materials and comporents; and 8. materials han- 
dling and services, Also featured is a iyers’ guide to equipment 
and supplies and a preview of metal-working developments ex- 
pected in 1958. 

“Time for a Fresh Approach to Cost Cutting,” 
CHEMICAL WEEK, page 39, January 11, 1958. 


by Editors, 


Increased profits with no increase in sales and little or no 
capital outlay. That’s the attractive proposition that a big segment 
of the chemical industry is overlooking at a time in its history 
when it can least afford to do so, So said Ray Reul, coordinatcr 
of industrial engineering for Food Machinery and Chemical 
Corporation’s chemical divisions, in talks with editors of Chemical 
Week. 


Reul’s suggested route to increased profits: 


more use of the 
industrial engineer—a specialist in the most efficient use of man- 
power and facilities. One segment of the chemical industry, he 
says, isn’t using such experts at all, and another is trying a “do- 
it-yourself” approach (i.e., industrial engineering without indus- 
trial engineers), This, in the face of a year-and-a-half-long profit 
squeeze that may well continue through ‘58. 
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In applying industrial engineering, Reul states that vou have 
1 choice of teaching chemical engineering to an industrial engi- 
neer or teaching industrial engineering to a chemical engineer. 
You are probably better off teaching chemistry to the industrial 
engineer, although the alternate plan may work 

“The important thing,” says Reul, “is to try industrial engineer- 
ing. Part of the chemical industry is profitably doing so now. The 
rest of the industry can improve its profit picture by following 
this lead.” 


25 Ways to Ease the Squeeze on Profits,’ by Varilyn French 
AMERICAN BUSINESS, April, 1957 


\ report on what a number of large companies are doing to 
cut down on office and administrative costs Among the effective 
steps they have taken are: 1. reducing the number of reports 
coming into headquarters by simplifying the financial reporting 
system; 2. intensifying clerical work analysis and simplification 
programs; 3. installing tighter budget controls; 4, making use of 
more modern equipment; and 5. using a sampling approach in 


many accounting and data-gathe ring areas 


GENERAL 


* Diagnosis of Vanagement Problems,” by E. T. P. Watson, 
HARVARD BUSINESS REVIEW, page 69, January-February, 1958 

Executives, long trained in the art of doing and immersed in 
the day-to-day operation of a company, seldom can take time 
to examine ways in which the theory of administration can be 
of help to them in solving the pressing problems of a modern 
industrial enterprise 

The author urges that top managers check their thinking against 
the essential ingredients of these processes—setting objectives, 
organization, control, and planning—instead of treating a drop-off 
in sales as though it were completely a sales problem, or treating 
production weaknesses as if they were unrelated to the business 
as a whole. Using this approach, he sets up a hypothetical top 
manager and carries him step by step through the job of examin- 
ing these basic functions of administration 


“Guides to Internal Profit Veasurement,” by Gordon Shilling- 
law, HARVARD BUSINESS REVIEW, March-April, 1957 

A reliable method of measuring the profit performance of in- 
dividual divisions is essential to effective decentralization, says 
the author. Discussing various techniques of profit measurement, 
cost recording and analysis, and internal transfer pricing, he con- 
cludes that the “controllable profit” concept is the most useful 
approach to division-profit evaluation 


“How Can Office s Meet the Rising Costs of Production?” by 
Harry L. Wylie, rue orrice, March, 1957. 


Although there is no pat answer to the question of whether to 
buy or lease office equipment, In many situations a company can 
benefit by using the leasing method to obtain cost-saving modern 
equipment without having to wait for traditional budgetary appro- 
priations, says the author. He discusses the effect of tight money 
and the liberalization of depreciation rates on equipment leasing 
trends and presents tables comparing net operating charges in- 
volved in buying equipment or using either of two leasing methods. 

“Industrial Diagnostics,” by J. M 


Juran, THE MANAGEMENT 
REVIEW, page 79, June, 1957. 


Industrial problems classify themselves, for planning purposes 
into two major groups: 


problems of maintaining the status quo, 
and problems of changing the status quo 


The steps for maintaining the status quo follow an unvarying 
sequence : 


1. Establishing a standard of performance, whether by executive 
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fiat or by common consent, 

Setting up a systematic means for measuring and summariz- 

ing actual performance, using the “regular” score-keepers 

Interpreting the departures of actual performance from 
standard, done by the line supervision responsible for meet- 
ing the standard 

1. Decision on what to do about the departures also by the 
line supervision 

5. Action to restore the status quo, also by the line supervision 

Owing to the rapid growth and change in the character of 

industry, a great deal of managerial effort is devoted to changing 

the status quo—to reducing costs, 


increasing sales, improving 


morale, reducing the accident rate, increasing inventory turnover, 
ete. The essential approach to this type of problem can be sum- 
marized in a sequence of three stages 
1. Discovery of the problems, i.e., of what elements of the 
status quo need improving 
2. Diagnosis, to determine what changes are needed to bring 
about an improvement 


> 


3. Remedy, ie., carry out the changes 
‘Modernization Makes a Million.” by Wilham M. Sto kee 
AMERICAN MACHINIST, April 8, 195? 


\ two-phase improvement program, begun in 1955 by a large 
manufacturer (American Bosch Division of American Bosch-Arma 
Corporation, Springfield, Massachusetts), is saving the company 
$900,000 annually and providing sizable contingent benefits, the 
author reports. This article describes the planning and operation 
of the program, which covers both manufacturing controls and 
plant facilities and layout 

“The Case for Benevolent Autocracy,” by R VeMu 
HARVARD BUSINESS REVIEW, page 82, January-February, 1958 

The author states, “I have recently participated in the appraisal 
of nearly 1,000 top-level and middle-management executives, and 
I have become conscious of the extent to which middle manage- 
ment is composed principally of security-conscious, anxious, and, 
for the most part, ineffective people who want all the trappings 
of authority but are very reluctant to exhibit it when the chips are 
down. Finally, I have come to the conclusion that it just isn’t 
possible in business to delegate much autonomy below the top 
echelons of management.” 

After measuring the participative management ideal against 
the intensely practical yardstick of how well it works, Mr, Me- 
Murry goes on to construct a case for his “benevolent autocracy 


and shows how he feels it can be instituted 


‘The Benefits of Bate hing, by Ralph 
Jerome Hoffman, orFrick MANAGEMENT, Octobe 


One group of relatively unskilled workers can do the major 
part of almost any office’s work, the authors maintain, by using 
the technique of “batching” the simple tasks and processing all 
items as a group in step-by-step fashion. Complex jobs, they say 
can be handled by more highly skilled workers, and part-time 
workers can accomplish the rest after very little training. This 
article describes the operation of this technique, which, in the 
authors’ view, will increase production and eliminate peakload 
crises in clerical tasks, 


MATERIALS HANDLING 


“Here’s How Machines Take Over in the Modern Warehouse.” 
by J. J. Brown, CANADIAN BUSINESS, April, 195? 

To eliminate the warehousing bottleneck, the same mechanized, 
high-volume methods that have revolutionized production must 
be applied to this function, the author believes, Concentrating on 


the input side of the warehouse operation, he describes some equip- 


Volume IX - No. 3 





nd svstems that can Wm ve the efimency ind speed ot 


unloading goods from boxcars or trucks, conveying them to then 
proper storage point, and arranging them so that orders can be 


made up on a first-in, first-out basis 


The ¢ oO nal il F A. T. Gaudreau 
FLOW, August, 19 


Improvements handling equipment and structural 


design have brought back some of the popularity enjoved by 


multi-story plants before the wicle-spre vl swing to sing'e-story 


buildings during World War II, the 


he cautions, a choice between the two types of plants depends on 
] | ] 


suthor reports However, 


specific needs and circumstances, and he lists some of the ad- 


vantages of both types mm terms ol capital investment, cost ol 


peration, production facilit ind materials handling activities 


lic Assembly.” by G. C. Thomas 


in-process handling is cutting costs by 
rrying met through ten assembly operations with 
only one manu ition. Further, it is extremely flexible in 
terms ot 1 a struction as well as the jobs it can do 
svstem looks like a regular assembly line, but 
-econd look shows vou a master control panel 
onorail which runs the length of the line and then returns 
oval to the beginning of the line 
Riding the monorail, starting and stopping and entering the 
machines, one after anothe ive litth irriers, Unlike the toy 
train, each is powered. It is a whole string of locomotives, Like 
the tov train, however, each‘gets its current from the rail 


The principal handling benefit is the cut in index time. The 


ideal in any assembly operation is to have materials arrive at 
work stations exactly as thev are needed to be fed through as fast 
as the machine in handle then 


does 


It is accomplished bv h ! oO carrie! 


rhis is what the tov train svstem 


bearing its cargo of 


meter components, always in a work station, being processed, and 


Total 


riers is based on two per work station plus some 


another always right behind it, waiting to be processed 
number of 


extras for the return loop of the ral 


OPERATIONS RESEARCH 


if Linear Programming Computing Techniques,” by 


Hays, MANAGEMENT SCIENCE, page 183, January, 1958 
linear programming concept and the formulation of 
have value in themselves, the technique would 
omise without efficient computing procedures 

The simplex me s proved to be the most successful approach 
but it still leaves range for detailed algorithms. At first, 
the method was applied by hand or with the aid of punched-card 


W ith the 


mtomati 


equipment 


vuivent of internallv-stored-program com- 


puters routines were designed, However, the early 
machines were adequate only for small problems and the original 
simplex method was not efficient for many LP models. A program 
of development was started at Rand to provide better computing 
ues. Using first the IBM Model II CPC, then the 701 and 
now the 704, general LP routines of considerable power and flexi- 


bility have 


techni 


been developed. Future improvements will probably 

be possible only from higher level abstractions which take ad- 

vantage of structure in the model matrix or which produce more 
forms of the inverse of a sparse matrix, 

Theory of Dynamite Programming—Transporta- 


an, MANAGEMENT SCIENCE, page 191, 


The purpose of this paper is to illustrate some applications of 


the functional equation technique of the theory of dynamic pro- 
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gramming to a general class of problems arising in the study ol 
networks, particularly those arising in transportation theory 

“Qn a Class of Minimum Cost Problems.” by W. Karush 
MANAGEMENT SCIENCE, page 137, January, 1958 

The following type of problem has arisen in various contexts 
in applications of management science: to determine a program 
of future levels of activity (e.g., production or employment) sub- 
ject to known future requirements, which will minimize the total 
cost of the projected program over the entire planning interval of 
time, Mathematical methods have been developed for treating 
variants of this problem, and the purpose of this paper is to pre- 
sent an outline of methods appropriate to problems which share 
a certain common mathematical form 
Vanne, 


“Programming of Economic Lot Sizes,” by A.S MAN- 


AGEMENT SCIENCE, page 115, January, 1958. 

This paper studies the planning problem faced by a machine 
shop required to produce many different items so as to meet a 
rigid delivery schedule, remain within capacity limitations, and at 
the same time minimize the use of premium-cost overtime labor 
It differs from alternative approaches to this well-known problem 
by allowing for setup cost indivisibilities 


“The Prospects of a Unified Theory of Organizations,” by 
O. Helme) 


Despite the success of numerous efforts in the study of organi- 


MANAGEMENT SCIENCE, page 172, January, 1948 


zations, there is at present no unified theory of organizations. This 
would require a clearcut conceptual apparatus and a methodology 
lor prediction To achieve the former within the foreseeable future 
it might be wise to tie into the existing terminology of game 
theory; the latter may require taking a new look at the psycho- 
logical proble ms involved and introducing some thing like an 
operations re search approach to them. 

“Value Analysis Issue,” PURCHASING, May, 195? 

This special issue devoted to value analysis is designed to help 
both small and large companies gain the maximum benefits from 
this cost-cutting technique, In addition to articles on analyzing 
component parts and materials, gaining supplier cooperation in 
value analysis, analyzing price increases, “selling” the value analy- 
sis program, and other aspects of the subject, there is a section of 
500 brief case 


panies 


histories deseribing specific ways in which com- 


have achieved savings and production improvements 


through their use of the techniques of value analysis 


QUALITY CONTROL 


“Automatic Statistical Filling Control,” by W. C 
Ww. M. Spence 


1958. 


INDUSTRIAL QUALITY CONTROL, page 13, 


This article discusses the problem of a production line method 
for controlling the fill count of a bottle of pills by means of weight 
measurement—also the methods of controlling raw materials and 
pressing methods so that the variability in total weight wouldn't 
be greater than the weight of a single pill. 


“Statistical Method and _ the 
Union,” by J. A. 


February, 1958 


Quality Problem in the Soviet 


Gwyer, INDUSTRIAL QUALITY CONTROL, page &, 

The article was written to give a bird’s-eve view of the progress 
of statistical quality control in the US.S.R., based on a review 
of unclassified literature. This literature is available to anyone who 
is willing to consult Russian technical periodicals. It is not the 
author’s purpose to measure in depth the extent of the USS.R.’s 
interest in quality control. This would require a considerably more 
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penetrating search of the literature than the author’s survey rep- 
resents. The author’s intent is simply to give the reader a general 
insight into what is developing in Russia and thus to stimulate 
interest in a subject of far-reaching importance 


BOOKS 


AUTOMATIC CONTROI A SCIENTIFIC 
Schuster, New York 


AMERICAN BOOK, Simon and 
1956, 148 pages, $1.01 

In this volume, compiled from articles originally published in 
the magazine Scientific American, 12 distinguished scientists discuss 
the essential principles of automatic control, its current applica 
lines of development to be 


tions in industry, and the major 


expe cted in the future 


HANDBOOK OF 
H.H. Katz, Allied Institute of Technology, Chicago, Ill., published 
Vacmillan Co 60 Fifth Ave., New York 11 N.Y., 479 


LAYOUT AND DIMENSIONING FOR PRODUCTION OY 


by the 
pages 
dimensioning procedures are 


Industry-defined layout and 


All steps in product development, from 


illustrated and detailed in 


stressed in this book 
technical sketch of final drawing, art 
terms of procedures, principles, and theories, The relationship of 
each step to efficient mass production is discussed 

Major sections include layout practices, sketching, projective 
ind descriptive geometry, layout applications, dimensioning prin 


ciples and applications, datums, and elements of gaging 


FACTORS AFFECTING EXECUTIVE DECISIONS, by Alfred 
Me G aw-Hill Book Tne Ve u 


$15.00 


MAKE OR BUY 
R. Oxenfeldt, et al 
York. 1956 


C'ompany 
99 pages, 
The first of a series of Consultant Reports on Business Prob- 
lems, this study analyzes the procedures employed by management 
in deciding whether to make or buy company supplies. The au 
thors conclude that the heaviest losses usually result from decisions 
to make what could be more advantageously purchased, and that 
the current “do-it-yourself” trend in business, a by-product of 
the merger movement, may hold dangerous pitfalls for manage- 


ment 


PLANT MANAGEMENT, Factory Manage- 
VcGravw-Hill Publishing Company Tn 


128 pages, 50 cents 


MODERN METHODS OF 
mont and Vaw fenance, 
Veu York, 1957. 

Among the topies covered in this handbook, compiled from 


monthly issues of Factory Management and Maintenance, ar 


plant organization and maintenance, inspection and quality con- 
trol, materials handling and plant layout, automation, work meas- 
urement and wage incentives, and production cost-cutters 

NOTES ON ANALOG-DIGITAL CONVERSION TECHNIQUES, edited by 
Alfred K. Susskind, published by The Technology Press of M J.T 
Cambridge, Mass., 417 pages 

Designed for practicing engineers, this book includes an intro- 
duction to the theory of sampling, quantizing, and coding; detailed 
analysis and evaluation of basic coding and decoding methods for 
electrical and mechanical analog quantities; and a case study 
showing how basic principles were applied in a digital flight-test 


instrumentation system 


FORECASTING, PLANNING, AND contTroL, by E. H 
MacNiece, John Wiley & Sons, Inc., New York, 1957, 374 pages, 


SS 75 


PRODUCTION 


Included in this second edition are new materials on automation, 
operations research, and production levels in relation to the guar- 
anteed annual wage, as well as a first-hand report on production 
engineering education and practices in Europe. The basic principles 
ind techniques of production management are examined with an 
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eye to their economic and social implications as well as their 
engineering aspects. 


THE MATERIALS HANDLING HANDBOOK, ediled by Harold A. Bolz 
and George E. Hagemann. Ronald Press, New York, 1250 pages, 


$20 
This latest volume on materials handling is said to be one of 
the most complete reference works available on the subject 
Illustrated with photographs, charts, tables and diagrams, the 
work is divided into 47 sections covering methods of analyzing 
handling problems, principles, procedures and techniques for effec- 
tive operation and control; systems design and installation; inte- 
gration of materials handling activities with the manufacturing 
processes ; 


plus the design, selection and classification of materials 
handling equipment 





Successful ideas for 
increasing plant output 
with AUTOMATION 
fully outlined in this book 








Just Published ——— 


PRACTICAL AUTOMATION 


Methods for Increasing Plant Productivity 





By L. R. Bittel, M. G. Melden, and R. 8. Rice 
Associate Editors, Factory 
376 pp., 


81x11 illustrated $7.50 


This book clearly explains and illustrates fundamental methods 
and thinking essential to planning and setting up for effective 
iutomation. It shows how to solve problems likely to be met in 
installing automation—how to combine machines and equipment 
ilready in the shop—where to look for possibilities of applying 
feedback control—how to solve new maintenance problems and 
personnel problems :ssociated with automation. In short, it guides 
you in every practical aspect of automation. Every major area 
of plant operation which is affected—including production, main- 
tenance, cost control, administration, methods, and inventory 
is covered in a really practical way 


Order from: 


The Journal of Industrial Engineering 
A. French Building, 225 North Ave. N W., Atlanta 13, Georgia 








CONFERENCE AND CONVENTION 


The Ninth Annual Conference and 
Convention of AIIE will be held: 
Los Angeles, California 
Hotel Statler 
June 12, 13, and 14, 1958 


PLAN NOW TO ATTEND 
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CALENDAR 


June 1-6: Ninth Annual Industrial Research Conference; Co- 
lumbia University, New York, N.Y. Write Robert 7 
Director, Department of Industrial and Management Engineering, 
Columbia University, New York 27, New York 

June 9-20 


Livingston, 


Intensive Course in Operations Research and Sys- 


tems Engineering sponsored by the School of Engineering of the 
Johns Hopkins University, Homewse i Campus ol the University 
Write Dean, School of Engineering, The Johns Hopkins Univer- 
sitv, Baltimore 18, Marvland 

June 10-20: Advanced Short Course in Quality Control by 
Statistical Methods is being held at Purdue University for 12th 
onsecutive yeat Limit 50 enrollees W rite Professot Irving W 
Burr, Statistical Laboratory, Purdue University, Lafavette, In- 
diana 


June 17-20: Annual Cornell University Industrial Engineering 


Seminars ( wed by the Department of Industrial and Engi- 
neering Administration, Sibley School o 
Cornell Um Write D 
Industrial and Engineering 
Ithaca, New York 
June 15-28: Fiftl 


Mechanical Engineering, 
Andrew Schultz, Jr.. Department of 
Administration, Cornell University 
Annual Materials Handling Training Con- 
Industrial Management Center, Lake Placid Club, New 
York. Write James R Director, Industrial Management 
Center, 56B Robbins Road, Lexington, Massachusetts 


Bright 
June 16-26: Fifth Annual Southern Regional Graduate Summer 
Session in Statistics, Oklahoma State University, Stillwater, Okla- 
homa. Write Dean of the Graduate School, Oklahoma State Uni- 
Stillwater, Oklahoma 

June 18-21: The Western Regional Leadershiy 
Human Relations and Supervisory Skills; University of California, 
Santa Barbara Campus Writs 


Special Activities, University Extension, University of California, 


versity 


Laboratory in 
Ly partment of Conferences and 


Los Angeles 24, California 
July 21-August 16: Survey Research Techniques; 
Michigan Survey Research Center, Ann Arbor 
Survey Research Center 
Michigan 
September 8-19 


University of 
Michigan. Write 
University of Michigan, Ann Arbor, 
Industrial Engineering Intensive Courses 
Basic; Washington University, St Louis, Missouri, Write Univer- 
Missouri 
Engineering 
U.C.L.A. Write Engi- 
Department of 


sity College, Washington University, St. Louis 5, 


September, 1958: Fourth annual offering of the 
Executive Program starting in September; 


neering Executive Program 


Engineering, Uni- 
versity of California, Los Angeles 24, California 
October 30-November 1 1958 Northeastern Regional Confer- 


ence, SVTAcUSsE 


PRESIDENT CARSON HONORED AS MAN-OF-YEAR 


Dean Carson, President of the American Institute of Industrial 
, was selected recently as the Technical Man-of-the- 
Year by the Columbus Technical Council 


Engineers, Inc 


Following are excerpts from the February 21, 1958 issue of the 








May—June, 1958 


Ohio State Journal, which will be of interest to chapter members: 


Selection of Dean Carson as recipient of the Council’s annual 
award was announced at Winding Hollow Country Club during 
the annual banquet for members of the 24 technical organiza- 
tions comprising the council. . 

The OSU educator was chosen for the honor on the basis of 
his outstanding career as an executive and engineer in private 
industry, and as a college educator and research worker 

He was presented with a scroll and a U.S. savings bond. 

Dean Carson became the second recipient of the Council’s 
innual award. Its first presentation last year was made to Dr. 
Robert B. Filbert, chief of the chemical engineering division of 
Battelle Memorial Institute 

The head of OSU’s engineering college was for many years 
a member of the faculty at Case Institute of Technology at 
Cleveland and later an executive of the Selby Shoe Co. at 
Portsmouth before joining the university here. 

Dean Carson was graduated from Case in 1931. He then went 
to Yale University as a graduate assistant and later returned to 
Case to serve as an instructor, assistant professor and associate 
professor. He received his master’s degree in mechanical engi- 
neering from Yale in 1938 

At Case, curriculum for the 
graduate program leading to the master’s degree in Industrial 
Engineering. At the same time, he also served 


Dean Carson developed the 


as a research 
engineer and director of research for the Cleveland Automatic 
Machine Company 

He left Case in 1944 to become 


maneger of Selby Shoe Company 


assistant to the general 
He later became manager of 
engineering and then secretary. He has invented several devices 
used in shoe manufacturing, and has patents pending on other 
items in connection with the automation of consumer goods 
production 

At Ohio State, Carson also is director of the Engineering 
Experiment Station and vice pre sident of the Research Founda- 
tion. He is chairman of the State Selective Service Advisory 
Board for Scientific, Technical and Specialized Personnel, and a 
member of numerous technical and professional organizations. 
He is married, has four children and lives at 2125 Elgin Road, 
Columbus 


GILBRETH LIBRARY 


Industrial Engineers around the world are invited to visit the 
Gilbreth Memorial Library which has been established in the 
Industrial Engineering Department of Purdue University. 

This collection is possible because of the generosity of Mrs 
Lillian Gilbreth who in 1939 presented to Purdue University the 
private professional library of her husband. To this collection 
Mrs. Gilbreth, an eminent member of our profession, has con- 
tributed supplementary material so that this library now presents 
one of the greatest sources of information for Industrial Engineer- 
ing research. 

One will find in this collection all of the classics in the fields 
allied to Industrial Engineering. Many of these volumes have 
marginal notations made by Mr. Gilbreth which give an exciting 
insight to his perception of modern Industrial Engineering. Con- 
tained in this collection are many slides and pieces of equipment 
used in his studies. Most revealing is the extensive “information” 
or “N” files which contain a wealth of information about In- 
dustrial Engineering 

Frank Bunker Gilbreth was born in Fairfield, Maine, on July 7, 
1868. When he was but a young child his widowed mother moved 
first to Andover and then to Boston to give her children the 
advantages of a better education. Although Gilbreth showed better 
than average ability in school, he elected to enter the building 
trades as a brick-layer rather than go to college, He was eminently 
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successful and soon was a contractor in his own right, Nor did 
he ignore his inventive abilities, for during this time he developed 
aids for construction, such as concrete mixers, dry basement de- 
signs, and others, which he sold by pioneering advertising tech- 
niques, Early in his life Gilbreth started his pursuit for “the one 
best wav” which was later to absorb most of his energies 

The Industrial Engineer of today must live in continual grati- 
tude to his imaginative and creative ability. His professional 
ethics determined the standard for the Industrial Engineering 
profession. It is therefore the purpose of the Gilbreth Library to 
serve as a shrine for the memory of this great engineer, and also, 
as he would wish, a source of stimulation for scholarly contribu- 
tions, You, as an Industrial Engineer, will be welcomed to th 
Gilbreth Library at Purdue University. For further information 
please write Professor H. T 


Amrine, Head, Department of In- 


dustrial Engineering, Purdue University, West Lafavette, Indiana 


RESEARCH INFORMATION 


The Research Information Committee of the American Insti 
tute of Industrial Engineers is starting to secure abstracts of re- 
search performed in the period 1 July 1952 to 1 July 1957. Sources 
from which information will be solicited are universities, industrial 
organizations, research institutions, and non-profit organizations, 
including government agencies and professional societies. The in- 
formation collecting program will provide a valuable service t 
industry and universities and especially to Industrial Engineers 


Research abstracts are to be collected in the areas of 


WORK MEASUREMENT 
METHODS 

PLANT ENGINEERING 
HUMAN ENGINEERING 
ENGINEERING ECONOMICS 
ORGANIZATION PLANNING 
INDUSTRIAL STATISTICS 
PRODUCTION CONTROL 
DATA PROCESSING 
OPERATIONS RESEARCH 
COST ANALYSIS 


The committee will appreciate all information on Industrial En- 
gineering research past and present, about which it might gathet 
more specific details, Write: Research Information Committee 
AILE Department of Industrial Engineering, Washington Univer- 


sity, St. Louis 5, Missouri 


CENTRAL ILLINIOIS CHAPTER 


We are Chapter 80 in the AITE, and our charter is dated Janu- 
ary 13, 1958. Our area encompasses fourteen counties in Illinois 
from Ottawa in the north to Springfield in the south. At present 
our headquarters is in Peoria, but we hope to attract members 
from the entire area, and held meetings in different cities from 
time to time 

The first official technical meeting of our Chapter was on March 
10, at which time our regional Vice President, Dr. Marvin Mundel, 
formerly presented our Charter and addressed us on the subject 
“Functions of Industrial Engineering.” Among other points, he 
emphasized the advantages to be derived from membership in 
AIIE. This was primarily directed at the large number of 
prospective members in attendance 

We are currently planning an extensive membership drive under 
the able leadership of Cliff Gillett, our membership Chairman 
Wide use has been made of the AIIE membership kits and in- 
formation brochures, with distinct success, Our Program Chairman, 
Frank Mergen, is making preparations for our first fall conference, 
to be held at and co-sponsored by Bradley University’s Industrial 
Engineering Department. Arjay Platt, our Publicity Chairman, has 
been rather severely hampered in his efforts to inform the resi- 
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dents of Central Illinois, and especially Peoria, of the existence of 
an AITE Chapter, because of the prolonged strike of our one and 
only Peoria newspaper. Because of this our publicity has been 
almost entirely by mailings and personal contact 

Our temporary officers, serving until elections in April, are 
L. J. Fletcher, Jr. President; A. J. Knarb, Vice President; D. J 
Knaub, Secretary; and Homer Smith, Treasurer. Bob Maier 
served as Chairman of our nominating committee, a most difficult 
job at this stage in our chapter development, as few of the mem- 
bers know each other personally 

We are a small chapter, newly organized, but we have great 
plans for the future. Watch the Central Illinois Chapter! 


CHICAGO CHAPTER 


Frank Wier, General Superintendent of Materials Handling for 
the Timken Roller Bearing Company at Canton, Ohio, was the 
guest speaker at the January meeting. The subject of Materials 
Handling proved to be an interesting one for members and guests 
Attendance and participation at the meeting were evidence that 
the subject and speaker were well received, The Chicago Chapter 
is grateful to Mr. Wier for his presentation and for taking the 
time to make the trip 

In December the Chicago Chapter of AITE made another strick 
toward its goal of providing its members with programs designed 
to familiarize or increase their knowledge of the tools and tech- 
niques of this expanding profession. The Western Society of 
Engineers in Chicago's loop provided the scene for a one-day con- 
ference on “Work Sampling.” The program was ably conducted by 
Wallace J 


Richardson, besides being a recognized consultant in the field of 


Professor Richardson of Lehigh University. Prof 
Work Sampling, is also co-author of an excellent book on the 
subject, Each of the approximately 40 persons present received 
copies of Prof. Richardson’s book, Work Sampling, which was 
used as an outline for conducting the program. The morning 
session was primarily devoted to the introduction and explanation 
of the uses of sampling techniques as applied to work measure- 
ment. The afternoon session featured a group participation 
example of how sampling techniques function, As a conclusion 
to the program, Prof, Richardson held a short question and 
answer session, This served to put the finishing touches on a very 


interesting and informative conference 


DAYTON CHAPTER 


Our January meeting was held in the ROTC building at the 
University of Dayton on Monday, January 20. Our speaker and 
Marvin E. Mundel, Vice Director of the 
Management Center of Marquette University. Dr. Mundel spoke 
most interestingly on the subject 


honor guest was Dr 


“Memomotion Study.” 


DETROIT CHAPTER 


The Conference on “Work Measurement In the Plant and In 
the Office” held January 23 and 24 was a huge success, The en- 
thusiastic support given by various organizations in this area to 
the first AITE sponsored conference indicated the great potential 
for growth of our Chapter and the AIITE. As a result of the con- 
ference, 25 applications for membership have been received. Pro- 
ceedings of the conference are being compiled and will be available 
shortly. Anyone interested in obtaining a copy of the proceedings 
may do so by sending $3.00, name, and address to H. Brumback, 
Industrial Engineering Dept., Great Lakes Steel Corp., Ecorse 
Michigan 

We are very proud to announce that Arthur D. Even, one 
of our Chapter members, was awarded the Dept. of the Army 
Commendation for Meritorious Civilian Service, the second high- 
est award granted to a civilian, for his outstanding performances 
in designing an improved recorded-keeping system and data 
processing system. This system is to serve as a pilot for similar 
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systems to be adopted world-wide at other Ordnance Commands 
ind installations 
Central Region Vice President, Harold T. Amrine 


it our February meeting, At this same meeting, M1 


was present 
Donald R 
Bolle, Director of Planning and Scheduling, Materials Handling 
Systems, Inc spoke on Materials 
Handling.” The March meeting was devoted to Industrial Appli- 
cations of Operations Research 
Roger B. Crane 


(George B. O'Brien 


“Recent Developments in 
Speakers for this meeting were 
Director of Management Sciences, and Dr 
Manage ol Operations Research, both of 
rouche, Niven, Bailey and Smart 


JACKSONVILLE CHAPTER 


Our speakers at the various meetings so far this vear have 


ll been quite outstanding. In September, E. P. Martinson, Di- 
tor of the Department of Industrial Engineering at the Uni- 
versity of Florida, spoke to us on “Industrial Engineering Prog- 
At the October meeting, Mr. Bernard L. Meyer, who is 
Industrial Engineer at the Mever Fish and Produce Company her 
in Jacksonville, told us about “Industrial Engineering Applications 
in the Food Processing Industry The November meeting took 
the form of Plant Tour of Florida Machine and Foundry 
(Company featuring University of Florida Student Chapter guest 
Thomas Peacock, who is Works Manager of the Company, In 
December, Emmett L. Cochrane, Industrial Engineer, of the 
Public Works Dept. at the Naval Air Station here in Jacksonville, 
spoke to us on “Controlled Maintenance.” “Industrial Expansion 
in Florida” was the subject of Januarv’s meeting. Mr. Harold 
Colee, Vice President and General Manager of the Florida State 
Chamber of Commerce, was guest speaker. The featured speaker 
it our February meeting was Tom Peltier, Engineering Manage- 
ment Services Division, Ernst and Ernst Atlanta, Georgia. His 


ce was “Slicing Costs Through Better Inventorv Control 


LOUISVILLE CHAPTER 
\ handy grou ol AITI 


visitors were guests of Brown-Forman Distillers on December 11, 


members, their wives, and a few 


1957. Serge Birn took us on an interesting exploration of the vast 
gions of the underwater area of our planet by way of color 

took while vacationing in the Bahamas, the Virgin 

Islands and on the French Riviera. In addition to the excellent 
color photography and interesting commentary on the pictures, 
Serge also presented a display of equipment used in skin-diving 
fishing and under-water photography. After the program 


were guests of Brown-Forman for coffee, soft drinks and sand- 


Professor Harold T. Amrine, head of the Industrial Engineering 
Dept. of Purdue University and Vice President of the Central 
Region of AITE, spoke briefly at our January meeting. Principal 
speaker at the January meeting was Mr. Gray L. Carpenter 
President of Gray L. Carpenter & Associates, Management Con- 
sultants, New York, New York, who spoke on “New Trends in 
Thinking.” He 
outlook as predicted by Matt Murphy in “Factory Management.’ 
He said that 1958 and 1959 will give Industrial Engineers an op- 


Management discussed the immediate business 


ortunity to show their ability to effect cost reductions and thus 
iid in helping business ride out this slump or submit to the 
pressure of the marketing group, who are currently selling man- 
Industrial 
Engineers should find out what ammunition is available for re- 


wement on their scheme for riding out the slump 


ducing costs. No single method is good enough for 1958, and the 
I. E. must keep himself abreast of new techniques. Some phases 
noted by Mr. Carpenter wer 


Organization analvses, Manage- 


nt development, Standardization of maintenance and clerical 


work through the use of predetermined time standards 


MEMPHIS CHAPTER 


For our Januarv meeting, the Chapter took a conducted Mill 


May—June, 1958 


Tour of the Buckeye Cotton Oil Plant here in Memphis, This 
was most informative, as well as enjoyable 

The February meeting was held at the Highland Heights 
Branch of the Union Planters Bank. Our speaker was Mr. E. C 
Stimbert, Superintendent of the Memphis Public Schools. His 
chosen topic was “Accent.” 

During Engineers Week in February, our Chapter accepted the 
responsibility of depicting the Engineers’ Contribution toward 
Progress, through the medium of posters. These were displayed 


prominently in windows throughout the downtown area 


METROPOLITAN NEW JERSEY CHAPTER 


Gordon Carson was guest and principal speaker at a March 24 
dinner meeting of our Chapter, Other invited guests included Mr, 
Harry Davis, Eastern Region Vice President, Elmer Easton, Dean 
of Engineering, Rutgers University, and Dr. Lillian Gilbreth. 
Governor Robert Meyner of New Jersey proclaimed March 24 as 
Industrial Engineering Day in the state. This proclamation was 
read at our meeting 


MID-HUDSON CHAPTER 


Members of the Organizing Committee of the Mid-Hudson 
Chapter of the American Institute of Industrial Engineers as they 
finalized plans for the Charter meeting to be held in the Central 
Hudson Auditorium, 47 Canon Street in Poughkeepsie at 7:30 p.m 
on Thursday, October 17, 1957 


MILWAUKEE CHAPTER 


We have had a most interesting and educational line-up of 
programs this year. In September, Ray Klockzim spoke to us on 
Industrial Engineering and Management in Japan” at our meet- 
ing held at Marquette University Management Center. The 
October meeting took the form of a dinner followed by a plant 
tour and discussion of the Harnischfeger Corporation, heavy ma- 
chinery manufacturing concern. Mr, D. Drewery was speaker on 
this occasion. In November, Mr. D. G. Malcolm, past national 
president of ALLE, spoke on “Operations Research”; again at 
Marquette University Management Center, At our January meet- 
ing, a panel from the Milwaukee area discussed “Cost Reduction 
New Techniques.” Dr. M. E, Mundel was our speaker for Febru- 
ary; he took as his topic, “Allowances for Weight in Time Study.” 
In addition to our regular March meeting, where “Statistics in In- 
dustrial Engineering” was the subject under discussion, the Chap- 
ter also took a daytime plant tour through Giddings and Lewis 
Machine Tool Company of Fond du Lac. The trip featured 
“Numercord Control on Skin Milling.” At our April meeting, 
Mr. J. Conway's talk on “Industrial Training” was followed by 
the election of officers for the coming vear. The May meeting 
featured a social hour, dinner, installation of new officers and a 
talk on “Human Engineering.” 
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MOBILE CHAPTER 


The formal presentation of Charter and installation of perma- 
nent officers of the Mobile Chapter, AIIE, took place on Febru- 
ary 13 at a dinner meeting at the Admiral Semmes Hotel, James 
T. French, Southeastern Regional Vice President, presented the 
Charter and officiated at the installation. Col. Frank F. Groseclose, 
Director of the School of Industrial Engineering, Georgia Institute 
of Technology, and past national President, AITE, was featured 
speaker. His “People, 
Engineering.” 

Officers of the Mobile Chapter are: President, N. K. Rogers; 
First Vice President, W. E. McKay; Second Vice President, 
T. M. Warschauer; Secretary, J. J. Barnes; Treasurer, J. P. Jones 


subject was Places and Things 


PHILADELPHIA CHAPTER 

For the first meeting of 1958, the Philadelphia Chapter was 
honored to have as its speaker, the well known author and con- 
sulting engineer, Mr. Phil Carroll. The subject of his lecture 
was “How to Cut the Costs of Setting Standards” and was pre- 
sented to the largest audience of the current season on Wednes- 
day evening, January 15. 

Mr. Carroll indicated that there are two methods of using time 
study to measure work; namely, 1. rate setting, that is, time study 
of every job and 2. standard data application. There are two 
errors which arise in the use of rate setting method: those which 
are caused by the selection of elements and those errors intro- 
duced by performance rating. According to Mr. Carroll, it costs 
about seven times as much to set standards by the rate setting 
method as compared to use of standard data, In addition, the 
coverage which can be obtained with the former method is about 


fifty percent. The only way coverage can be increased is to set 


the standards before the jobs are processed by using standard data. 


Since consistency is more vital than accuracy and in the inter- 
est of saving clerical time and reducing the chance of errors, Mr 
Carroll recommended the use of standard data, In order to 
demonstrate the potential of this method, Mr. Carroll distributed 
passouts which enabled the members of the audience to follow an 
actual example of development of time study data from which 
standards could be issued. A lively discussion period followed 
Mr. Carroll’s presentation. 

On Wednesday evening, February 19, the Philadelphia Chap- 
ter presented the Rev. Stephen F. Latchford, SJ., who spoke on 
the subject of “The Problem of Union Leadership.” Father 
Latchford currently is assistant director of the Institute of In- 
dustrial Relations of St. Joseph’s College in Philadelphia. He is 
a graduate of Georgetown University and after spending several 
years in Jamshedpur, India, returned to the states and received 
his M.A. in industrial relations 

Father Latchford believes that the labor leader today must be 
an idealist who is dedicated to the service of the members of his 
organization and not to his own personal gain. Much of the mis- 
conduct of certain labor leaders brought to light by the recent 
Congressional investigations has been the result of a shift in the 
interest of the labor leaders from the welfare of their members 
to their own personal and material wealth. However, the labor 
movement should not be characterized by the people who make 
the headlines with their misdoings. As Father Latchford pointed 
out, there are many instances where individuals and organizations 
are doing excellent jobs but do not receive any publicity 


SEATTLE CHAPTER 

The January meeting of the Seattle Chapter was devoted to 
Automation, A sound film was presented, and an active question 
period was led by Sam Nelso, Applications Engineer for the Gen- 


eral Electric Company. Emphasis was on the step by step intro- 
duction of automated sections of a 


production process, and 
applications to industries which although not mass production 
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plants have volume runs of some parts or products 

On January 20, a visit to the new Seattle Terminal Post Office 
was scheduled. 

Programs have been lined up for the first half of 1958 and 
printed programs issued. Of particular interest is the March pro- 
gram which will be devoted to presentation of the winning entries 
in the second annual Technical Paper Contest for members of 
Seattle Chapter. Prizes start at $100 cash. Last year’s winning 
paper by Edwards R. Fish, Jr., P.E. of Northwestern Glass Co., 
was published in the Nov.-Dec. 1957 Journal 

Plans are well under way for the Fourth Annual Cost Re- 
duction Conference under the chairmanship of Jerry Watson, 
Boeing Airplane Company, Tentative dates are April 11 and 12 

Monthly meetings are held on the second Wednesday at the 
Stewart Hotel, Seattle 


ST. LOUIS CHAPTER 


The Midwest Regional Cost Reduction Conference and a 
special reception for Dr. Lillian Gilbreth have highlighted the 
Spring program of the St. Louis Chapter. 

Under the direction of Charles Wicks, the attendees at the 
three-day conference on cost reduction heard representatives 
of industry, government and the armed services describe modern 
cost. reduction techniques. Mr. Ralph Hardin, USAF Air Re- 
search and Development Command, described the effect on the 
technical manpower crisis of management cost control. Dr. Marvin 
Mundel discussed the Industrial Engineer’s role in modern man- 
agement. The opening session banquet heard the Honorable Ray- 
mond R. Tucker, Mayor of St. Louis and professional engineer, 
explain the cost of good government. 

Mr. R. P. Muller of IBM Corporation, Dr. J. D. Hanawalt of 
Dow Chemical Company, Mr. H. C. Johnson of Ford Motor, M1 
J. M. Allderige, of Eastman Kodak, Mr. O. 8. Hully, of General 
Electric and Mr. W. A. Watt, of Motorola Incorporated, joined 
Dr. William Gomberg, of Washington University, and Mr, Walter 
Burk, of McDonnell Aircraft, in presenting other techniques and 
ideas to those in attendance 

In February, local members and their wives attended a recep- 
tion for Dr. Lillian Gilbreth during her two-day visit to Wash- 
ington University. Dr. Gilbreth spoke on Industrial Engineering 
Around the World and later appeared on KETC, the St. Louis 
educational television station. 

The regular February meeting heard Mr. Robert Cummings 
of Union Bag-Camp Paper Corporation’s Savannah, Georgia, plant 
present a highly informative program on Brainstorming 

Mr. James Biggane, of the Maytag Company, was the January 
speaker. His program was a fine description of the application of 
planning, scheduling and management of maintenance work at the 
Maytag Company. Mr. Biggane last spoke to the local Chapter 
during the 1955 national AITE convention held in St, Louis 

The final programs of the year are the Washington University 
students night and the annual spring dinner-dance 

The Department of Industrial Engineering and the University 
College of Washington University in St. Louis are co-sponsoring 
some Industrial Engineering Intensive Courses—Basic from Sep- 
tember 8 through September 19, 1958. They are intended for 
personnel desiring a basic introduction to the subject of the course 
The objectives of the course will be to help prepare the partici- 
pants to apply the course concepts in their own organizations, 
and to help train others in their companies in the principles of 
the course. The following subjects will be offered: Quality Con- 
trol; Motion and Time Study; Elements of Integrated Data 
Processing; Engineering Economy; Plant Layout and Materials 
Handling; Production Control; Collective Bargaining for Engi- 
neers; Engineering Psychology; Materials and Process of Manu- 
facturing; and Tool Engineering, These courses are being pre- 
sented with the co-operation of the St. Louis Chapters of AITE, 
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Members or THE Newty OrGcAnizep Toronto-HAMILTON CHAPTER 


American Society of Mechanical Engineers, American Society of 


lool Engineers, American Society of Quality Control, American 


Materials Handling Society Association for Computing Ma- 
chineryv, and Society for Advancement of Management 


TORONTO-HAMILTON CHAPTER 


More than 20 prominent Industrial Engineering executives of 
major organizations in Southern Ontario gave unanimous approval 
on January 30 to formation of the first Canadian Chapter of the 
American Institute of Industrial Engineers 

Meeting at the Avro Aircraft Limited plant at Malton, where 
they were guests at a dinner given by the company, the visitors 
were welcomed by 8. L. H. Wilson, Avro’s Industrial Engineering 
Manage! 

Guest speaker was M. A. Payne. past president of the national 
organization, who is 
for the All} 

Mr. Payne outlined the history of the AIITE from its incep- 
tion at Columbus, Ohio, in 1948, and pointed out the benefits to 


now serving as Director of Chapter Expansion 


members in keeping abreast of current developments through 
the association, He emphasized that these benefits were two-fold 
in that the organizations with whom the members were associated 
received the advantage of the latest techniques of the profes- 
sion, Assistance was also given to students of the profession 
through the 40 student chapters of the AITE 

The following femporary officers were elected to carry out the 
organization of the Canadian Chapter and to report progress at 
the next general meeting to be held in March: Chairman, W 
Graham Eves, Assistant Industrial Engineering Manager, Avro 
Limited, Malton; 


Chief Industrial Engineer, Steel Company of Canada, Hamilton; 


Aircraft Vice-Chairman, Paul W. Bennington, 
Secretary, John M. Hughes, Staff Consultant, Stevenson & Kellogg, 
Limited, Toronto; Treasurer, W. J. MeQuire, 
British American Oil Company Limited, 
Toronto; Publicity Chairman, M. Parkinson, Specialist Incentives, 


Administrator, 
Operations ‘ontrol 


Canadian General Electric Company Limited, Toronto; Program 
Chairman, G. Fisher, Manager, Manufacturing Standards, Ford 
Motor Company, Oakville; Constitution Chairman, William W 
Loucks, Mgr. Works Analvsis, Ontario Hvydro-Electric Power 
Toronto; Qualifications Chairman, G. B. Bailey, 
Director, J. D. Woods & Gordon, Toronto 


Commission 


WESTERN VIRGINIA CHAPTER 

The Western Virginia Chapter #81 of AILE was granted a 
Charter between the initial organizing meeting called by N. H 
Friedman on January 15, 1958, and election meeting of Febru- 
ary 15, 1958. The following officers and Board members were 
President, N. H 


elected Friedman, Lynchburg, Virginia: Vice 


May—June, 1958 


President, W. E. Carroll, Roanoke. Virginia; Secretary, J. F. 
Blackburg, Virginia; Treasurer, J. H. Crutchfield, 
Roanoke, Virginia; 2 Year Board, J. E. Hillsman, Pearisburg, Vir- 
ginia and R. L. Smith, Blacksburg, Virginia; 1 Year Board, B. E. 
McCauley, Radford, Virginia and R. Downey, Salem, Virginia 
Formal presentation of the Charter took place on March 19, 
1958, at the S & W Cafeteria in Roanoke at 7:30 p.m. following the 
dinner hour é. sy 


Lindsey, 


French, Vice President of the Southeastern 
Region, made the Presentation. 

Chapter meetings will normally be held on the second Wednes- 
day of eachymonth and in all probability will be rotated among 
various geographical locations which this Chapter covers. The April 
9 meeting was held at the S & W Cafeteria and featured a talk 
by Professor R. L. Smith of V.P.I. on “Statistical Concepts of 
Organizational Control.” 





Bringing you 
needed design facts and 
technical data on today’s 
engineering materials 


In this handbook you will find almost 2,000 
pages of answers to both routine and 
unusual problems that crop up whenever 
engineering materials are being selected. 
Technical tables, design information, 
structural characteristics, and tabular 
data—a wealth of useful and specific facts Just 
are made quickly available. Out! 


ENGINEERING MATERIALS HANDBOOK 


Edited by CHARLES L. MANTELL, Consulting Engineer 

Newark College of Engineering. 1906 pp., 648 illus., $21.50 

Each of the 43 sections was prepared by one or more spe- 
cialists. A staff of 150 of these experts cover metals, organic 
materials, and inorganic materials. Emphasis is placed on 
the fabricated forms of materials, their physical and me- 
chanical properties, their adaptations, advantages, limita- 
tions, competition with each other, protection against de- 
terioration, and increase in their stability to withstand use 
and abuse. 

In line with today’s needs, the Handbook covers such 
items as the uncommon metals which are rapidly reaching 
commercial importance and production, and the materials 
of construction of apparatus for control and utilization of 
atomic forces and fission products. 


Order from 
Journal of Industrial Engineering 
A. French Bidg., 225 North Ave., N.W. 
Atlanta 13, Georgia 
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WHAT IT IS 


opportunities 


The I.E. Opportunities service is a functional committee ac- 


tivity of the AILE. Information concerning employment oppor- 
tunities is collected on a nationwide basis and is provided without 
charge to members upon request. The committee is composed of 


members from the Columbus, Ohio chapter. 


SERVICES PROVIDED 


Current job openings are published in condensed form in each 


issue. 


In addition, a monthly I. E. Opportunities Bulletin is supplied 
to over seventy chapters located throughout the United States. 


Each job opening is assigned a 


“p” 


number for identification. 


The name and address of the person to contact for additional 


information concerning a specific job opening is sent to members 


on request. 


EMPLOYERS 


Employers having openings for qualified Industrial Engineers 


are invited to list them. Government agencies 
stitutions as well as business and industry 
advantage of this free service. 

Industrial Engineers are often employed in 
Measurement, Production Control, Plant E 
tions Research, Industrial Relations, Sales, 


Position 
number 


Consult 
Education 
Warehouse 

Steel Bldg. Mfg 
Air Force 
Electric, Mfg 
Education 
Education 
Education 
Education 
Garment Mfg 
Paper Mill 

M. Consulting 
Education 

M. Consulting 
Hospital 

Graphie Arts 
Army Ordnance 
Airline 

Army Ord 
Mining & Smelt 
Chem. Process 
Textile Co 

Public Utility 
Foundry 

Syn. Fibers & Films 
Foundry 

Sugar 

Consulting 
Chemical 
Chemicals 

Paper 

Printing 
Chemical 
Coppert 
Magazine-Editorial 
Steam Electric 
Lithography 


+ 3 yr contract 


234 


Industry 


Power 


location 


INDUSTRIAL 


Travel? 


and educational in- 
are urged to take 


such fields as Work 
Ingineering, Opera- 
and Management. 


Broad 
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Cal 
Pa, Va, W Va 
Il 


MD, La, Se 


Conn 


Overseas 


Ala 
NJ 
Ga 
NY 
Mich 
Chile 
Mass 


SA 


Toronto 


Vt 
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5O, 


Industrial 


31, 37,7 


For a more complete coverage, see the following list of job classi- 
fications. Please do not hesitate to forward information on jobs 
in any area where it is recognized that an Industrial Engineering 
background will be of value. 

To list your job openings with the Opportunities Service, send 
all or part of the following information with the name of your 
contact raan to the address below: Type of industry, location, 
job classifications, minimum educational and experience qualifica- 
tions, and salary range. 

This information will be publicized to the members in con- 
densed form in the JouRNAL and in monthly chapter Bulletins. 
Company names are not shown. 


MEMBERS SEEKING JOB OPPORTUNITIES 


The following list shows job openings available just prior to 
press time. If you would like more information about one or more 
of the positions listed, mail the ‘‘P”’ 
address to the Opportunities Service at the address below 


numbers with your name and 
The 
Service will advise you by return mail of the name and address 
of the person to contact for further information, or advise you if 
the position is no longer available. Your name will not be for- 
warded to the company with the job opening. 

For more current listings, contact your local Chapter Secre- 
tary or Opportunities Chairman for the latest monthly Bulletin. 


ADDRESS OF THE SERVICE 


I. E,. OpportuNITIES SERVICE 

American Institute of Industrial Engineers 
145 North High Street 

Columbus 15, Ohio 


ENGINEERING OPPORTUNITIES 


Salary Qualifications required 


Job classification number 
See k 


re range 
ey Range in Age rang 


$1,000 


Ady Years of 


exper 


degree 


$ 
req from to 


30 38 
Ph.D 


Engineering Volume 





Salary Qualifications required 
. Job classification number . . 
ee 7 See key Range in Adv. degree Years of Age range 
$1,000 req.? exper from 

Electronics Texas 13 
Plastics Texas 
Govnmt Inspection 0 
Precision Mach Shop Texas 
Electro-Mechanical Calif 
Paper Mil! Pa 
Weapons Systems Wash Dt 
Education Mich 
Power Shovels 
Highway Dept ch x 38, 45, 70 : 
Education 50 +General I.I M.S. or Ph.D 
Education ‘ L.E. Dept. Head M.S. or Ph.D 
Bidg. Maint ch 31, 38, 48 
Metal. Fabr n 13, 21, 39, 42, 48 B.LE 
Education ‘ 10, 47, 54, 81 
Chem. Plastics & Resin 50, 52, 37, 30, 36 M.S 
Chem. Plastics & Resin 11, 26, 36 
Glass ‘ 43,81 
Education Asst. Prof. (50 5.1-6.! M.S. or Ph.D 
Agr Marketing x 10, 42, 43, 53 5 
Agr Marketing 10, 42, 43, 53 
Air Force Base 11, 13, 15, 16 
Pharmaceutics 13, 21, 42, 44, 50, 5 
Air ( 11, 31, 36, 42, 43 

10, 20, 31, 42, 54 

13, 33, 42 

1.} 

13, 19 

Engr. Tra 


Ph.D 
Ph.D./M.8 


Mtl. Working 
Mtl. Working 
Ordn, Depot 
Mfg 


exa 


Minn, Mict 


kid 
Na 
Paper & 

t On 


Key to Job ¢ 


lob ¢ lob Classification Job Classification No. Job Classification 


Motion and Time ‘ ; Production Engineering 46 Replacement Safety Engineering 
Methods Imp emer ; Production Control 47 Automation Suggestion Systems 
Suggestion Syste 2 Process Planning and Routing 48 Plant Maintenance 7 Systems and Procedures 
Work Meas men ame orf i Scheduling and Loading 49 Cap. Budget. Facil. Plan 

Stds ; Flow Process Charting 50) =Operations Research Organisation Charts and Man- 
Stop Watch Time ‘ 85 Inventory Control 51 System & Simulation with uals 
Std. Time Data De yplic ; Cost Anal. & Reduction Models 7 Records Admin. & Form Control 
Predete | enta rie 37 Statistical Quality Control 52 Mathematical Analysis ' Product Design 
Stds , Budgetary Control, Standard 53 Engr. Economy Studies Packaging 
Work Sampling Costs 54 Auto. Data Proc. with Com- Management and Supervision 
Estimating and Costing + Tool and Gage Design and Con puters ( Industrial Engineering Supr. 
Wage Payment trol 55 Market Research & Forecasting Chief L. E. or Equiv 
Incentive Plan Plant Engineering 60 Industrial Relations Plant Engineer 
ction Workers 1 Plant Location & Expansion 61 Personnel Administration ‘ Production Supervisor 
‘rod. Worker J Plant Layout 62 Personnel Testing Plant Mer., Fact. Mgr., Works 
isory Personne 3 Material Handling 63 Personnel Training Mer 
" Machinery & Equipment 64 Industrial Psychology General Manager 
Wage Adn . i 5 Specif., Select. & Eval 65 Labor Relations 


Admin. & Operating Procedures 





American Institute of Industrial Engineers, Inc. Entered as 
145 N. High St. 
Columbus 15, Ohio 


second-class matter 


Stevens Rice 


University Microfilms 
313 N. First Street 
Ann Arbor, Michigan 


Industrial Engineering is concerned with the design, improvement, and 
installation of integrated systems of men, materials and equipment; drawing 
upon specialized knowledge and skill in the mathematical, physical, and social 
sciences together with the principles and methods of engineering analysis and 


design, to specify, predict, and evaluate the results to be obtained from such systems. 
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